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ABOUT THIS BOOK

This book is for system administrators or others responsible for instaling and
configuring the PowerHub 6000. This book describes the PowerHub 6000 hardware, as
well as how to install it and how to upgrade it. In addition, this book describes the user
interface and the commands you use to configure the PowerHub hardware and display

configuration information.

This book is divided into the following parts:

Part 1: Overview

Part 2: Installation

Part 3: Configuration
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Briefly describes the configuration features
documented in this book, then describes the
PowerHub hardware and the software files shipped
with the hub.

Contains procedures for installing the hub, changing
or upgrading hub components, and installing software
upgrades.

Describes the commands you use to configure the
hardware and user interface, create environment and
configuration files, and perform other configuration
tasks. Also describes the Packet Engine boot PROM
commands.
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Part 4: Appendices Describes how to run the diagnostic self-tests and
provides information about various netbooting
options. Also lists the pinouts of the 10Base-T and
Fast Ethernet connectors used on the PowerHub 6000.

OTHER BOOKS

You can find additional information about the PowerHub 6000 in the following
books:

PowerHub Software Manual, V 2.6 (Rev C)
Describes the commands to configure the PowerHub 6000 for bridging and
for IP routing. This manual also describes how to configure the PowerHub
system to perform RIP routing and IP Multicasting.

Power Hub Supplementary Protocols Manual, V 2.6 (Rev C)
Describes the commands to configure the hub for AppleTalk, DECnet, and
IPX routing, as well as information on implementing | P Security.

PowerHub OSPF Addendum (Rev A or later)
Describes the PowerHub implementation of the OSPF (Open Shortest Path
First) routing protocol and how to configure your PowerHub system as an
OSPF router.

PowerHub 6000 FDDI Addendum (Rev A or later)
Describes the PowerHub 6000 FDDI daughter cards and how to install them
and configure them.
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TYPOGRAPHICAL CONVENTIONS

The following typographical conventions are used in this manual:

Thistype style...

AaBbCcDd

AaBbCc Dd
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Indicates...
A term that is being defined. Example:

The Packet Engine is the PowerHub 6000’ s centralized packet processing and
forwarding engine.

A command name. PowerHub commands are case sensitive; they should always be
entered as shown in the manual and on-line help. Example:

showsnt m b

1) Separates the full and terse forms of a command or argument:

» Thefull form is shown on the left of the| .
» Theterse form is shown on theright of the| .

When you type the command or argument, you can type either thefull form
or the terse form.
Example:

showsnt m b| ssm
In this example, you can typeshowsnt m b or ssm
2) Separates mutually exclusive command arguments. Example:

set stp enl|dis

Inthisexample, thecommandset st p canaccepteitherenl ordi s, but
not both.

Enclose optional command arguments or options. Example:

setuser [root| nmonitor]

Inthisexample, the[ ] enclosean optional argument. Y ou can issue the command
without the argument(s) shownin[ ] . However, if specified, the argument must be
one of the two optionslisted betweenthe[ ] .
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<AaBbCcDd>

AaBbCcDd

AaBbCcDd
or
AaBbCcDd
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Indicates a parameter for which you or the PowerHub 6000 supplies avalue. When
used in command syntax, <i t al i ¢s>indicates avalue you supply. Example:

showfile <file-nane>

Inthisexample, <f i | e- nane>isaparameter for which you must supply avalue
when you issue this command.

Indicates afield name or afile name.
A field name example:
When you boot the PowerHub software, thel ogi n: prompt is displayed.

A file name example:

When you boot the PowerHub software, the system looksfor afilenamed cf g.

Indicates text (commands) displayed by the PowerHub software or typed at the
command prompt. To make typed input easy to distinguish from command prompts
and output, the typed input is shown in darker type. Example:

1: Power Hub# pmview all 10 on 12
Port 10 (all) being viewed on: 12

In this example, the user types“pm view all 10 on 12" and the software responds

“Port 10 (all) being viewed on: 12”.
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Part 1: Overview

This part describes the PowerHub 6000 hardware, the software files, and how slots
and segments are numbered in the PowerHub chassis.

o If you want to skip this part and install your PowerHub 6000 now, go to
Part 2: Installation.

* If your PowerHub 6000 is installed and you are ready to use software commands to
configureit, go to Part 3: Configuration.

This part contains the following chapters:

Chapter 1. Features Overview
Introduces the configuration and management features
available using the PowerHub 6000 hardware and

software.
Chapter 22 Hardware Describes the PowerHub 6000 hardware.
Chapter 3:  Software Describes the types of software used by the PowerHub

6000 and the files contained on the Flash Memory
Module and software diskettes.
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1 Features Overview

This chapter gives an overview of the hub configuration and management features
provided by the PowerHub 6000 hardware and software. The features introduced in this
chapter are fully described in other manuals or in other chapters in this manual. The
sections in this chapter tell which chapters or sections to reference for more information
about the features.

This chapter also definestheterms*“dlot,” “port,” and “ segment,” and shows how they
apply to the PowerHub 6000.

1.1 HARDWARE

The following sections describe the major hardware features of the PowerHub 6000:

Chassis configuration options.

Full-duplex segments.

Redundant power and load sharing.

Multiple boot sources.

1.1.1 Chassis Configuration Options

The PowerHub 6000 chassis is designed for easy reconfiguration in response to your
networking needs. You do not need to send the hub to the factory to make hardware
changes. You can perform the upgrades using a few standard tools (usualy ordinary
screwdrivers). Your network is down for just a few minutes while you perform the
upgrades.

NOTE: The PowerHub 6000 does not support “hot-swapping.” To make hardware
changes, you must power down the system.
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4 FEATURES OVERVIEW CH.1

1.1.11 Network Segments

The basic chassis provides twelve 10Base-T Ethernet segments, but you can expand
the chassis to include the following connection options, in addition to the twelve
10Base-T segments:

e Six or twelve 10Base-FL (FOIRL-compatible) Ethernet segments.

» Twelve or 24 additional 10Base-T Ethernet segments on RJ-45 connectors.

e 12 or 24 additional 10Base-T Ethernet segments on Champ connectors.

» Oneor two 100 Mb/s Ethernet segments (100Base-TX, 100Base-FX, or 100Base-T4).
» One FDDI DAS, for multimode or single-mode fiber.

In addition, if you need Ethernet connection types other than 10Base-T, you can
bypass from one to six of the 10Base-T connectors on the Packet Engine with any
combination of the following types of Ethernet connections:

» 10Base-FB

e 10Base-FL (FOIRL-compatible)
« AUI

« BNC

NOTES: The PowerHub 6000 is designed to handl e the maximum valid lengths of Ethernet
and FDDI packets. However, packets larger than 1518 bytes (the maximum Ethernet
length) that either are broadcast packets or are addressed directly to the hub itself may cause
unexpected results. Other invalid packets are dropped by the hub.

For Novell IPX version 4.0 and later, you must set the MTU size equal to or less than 1500
bytes because the IPX specification provides no means for fragmentation.

High collision rates can occur on Ethernet segments that are transmitting bursty
FDDI-originated traffic. These high collision rates are normal for this type of traffic and
do not indicate a problem with the PowerHub system.

1.1.1.2 Performance Enhancing Options

Depending on your network needs, you can add either of the following performance
enhancing options:
Flash Memory Module (if you ordered your hub without it)
The Flash Memory Module is very useful for fast system

booting, whileit allows you to store and manage files locally
on the hub.

Packet Accelerator  The Packet Accelerator increases the packets-per-second
throughput of the hub by adding RISC CPUs to increase the
processing power of the Packet Engine. The Packet
Accelerator is required in systems that use more than 34
segments.
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SEC. 1.1 HARDWARE 5

To accommodate software versions or features that require more DRAM memory,
the Packet Engine contains a standard DRAM SIMM socket to make DRAM upgrades
simple.

Chapter 5 contains complete instructions for adding these hardware options.

1.1.2 Redundant Power and Load Sharing

The chassis allows installation of a second (redundant) power supply to ensure
uninterrupted operation of the hub in the unlikely event that a power supply fails.
Moreover, when redundant power supplies are installed, al the power supplies load
share, thereby extending the life span of each supply and further reducing the chance of
power supply failure.

1.1.3 Full-Duplex Segments

The PowerHub connectionsfor 10Base-T, 10Base-FL, 100Base-FX and 100Base-TX
segments can be configured to operate in full-duplex mode. Full-duplex mode doublesthe
maximum bandwidth on these segments. For the 10Base-T and 10Base-FL segments,
whose theoretica maximum bandwidth is 10 M/bs, full-duplex mode increases the
maximum bandwidth to 20 Mb/s. For Fast Ethernet segments, full-duplex doubles the
maximum bandwidth from 100 Mb/sto 200 Mb/s.

Notethat Ethernet segmentsrunning in full-duplex mode are not subject to collisions.

1.1.4 Lock Switch and Password Protection

The PowerHub 6000 provides security at different levels. On the hardware level, the
Packet Engine contains a Lock Switch jumper. When this jumper is set to Locked, the
software requires avalid login and user |D for access to the user interface.

The Lock Switch is set to Unlocked at the factory, but can be reset by removing a
hardware jumper on the Packet Engine. For information about setting the Lock Switch
jumper to Locked, see Section 5.12 on page 103.

In addition, some chassis contain an external Lock Switch. The Lock Switch performs
the same function asthe Lock Switch jumper, but is accessible from the chassis front panel,
next to the reset (RST) button. When the Lock Switch is set to the unlocked position (U),
anyone capable of establishing an RS-232 or TELNET connection to the hub can access
the user interface and begin a management session on the hub. When the Lock Switch is
in the locked position (L), users must enter a login name and password before they can
begin a session and issue commands.

Y ou can override the external Lock Switch by setting the Lock Switch jumper.

For information about logical filters and other security in the software, see
Section 1.2.10.
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6 FEATURES OVERVIEW CH.1

1.1.5 LEDs

At any time, you can get status information for the Packet Engine or network
segments by directly observing LEDs on the hub.

The Packet Engine has status LEDs. The status LEDs indicate whether the module
is booting or is performing normal runtime tasks. If unexpected events cause the Packet
Engine to crash and reboot, a“sticky” Alarm LED indicates that the crash has occurred.

In addition, configurable traffic LEDs on the Ethernet segments indicate the traffic
activity on each segment. Y ou can configure the traffic LEDs to show network activity
and callisions, or send and receive traffic (but not collisions).

For more information about the LEDS, see the following sources:
» Packet Engine LEDSs, Section 2.3.1 on page 25.
» Ethernet traffic LEDs, Section 2.3.11 on page 29.
» FDDI traffic LEDs, Section 2.3.12.2 on page 31.

1.1.6 Multiple Boot Sources

Depending on your PowerHub configuration and network configuration, you can
configure the hub to use one the following boot sources:

» Flash Memory Module (if installed).
* BOOTP/TFTP server.

Moreover, you can configure the hub to try both of these sources, in either order. If
one method fails for some reason, the hub still has an opportunity to boot successfully
using the other boot source. For example, in an installation containing many PowerHub
Intelligent Switching Hubs, you could configure the hubs to boot over the network, as
depicted in Figure 1-1. In such a configuration, al the hubs download and boot from the
same system software, while each hub’s unique configuration file is downloaded from
the server.
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O00000QO000000 C )

O000000000000 Co—]

BOOTP/TFTP

Server

System software
Hub configuration files
Boot definition files

O000000000000 (T Gateway router

FIGURE 1-1 Netbooting multiple hubs from the same server.

For example, you could configure the hubs depicted in Figure 1-1 to boot from the
BOOTP/TFTP server. In acase where network problems prevent a hub from netbooting,
that hub tries the secondary boot source (Flash Memory Module).

Notice that you can configure the PowerHub 6000 to netboot even when the hub and
boot server are separated by a gateway. The PowerHub software contains a feature
called IP Helper that makes this type of netbooting easy to configure. (See Section B.2.2
on page 234 in this manual and Chapter 5 in the PowerHub Software Manual, V 2.6
(Rev C).)

Section 4.3.4 on page 60 contains instructions for configuring the boot source. For
information on netbooting, see Appendix B.

1.2 SOFTWARE

The following sections describe the major software features of the PowerHub 6000:
» DOSlike file management system.
 Up to three concurrent command-line sessions.
» Easily created and loaded system and session parameter files.
* On-line hardware information.
 Bridging and multi-protocol routing.
* OSPF (Open Shortest Path First) routing protocol.

400-1464-0001, Rev C, Issue 1,V 2.6 PowerHub 6000 Installation and Configuration Manual



8 FEATURES OVERVIEW CH.1

* RIP (Routing Information Protocol).
» |P Multicasting.

* Virtual LANSs.

 Security filters.

o Statistics for segment traffic.

» Automatic segment-state detection.
 Traffic monitoring.

* SNMP and MIB support.

These features are described in the following sections.

1.2.1 DOS-Like File Management System

The Flash Memory Module uses a DOS-like file management system that lets you
list, display, copy, rename, and remove files. Files created or stored in the Flash Memory
Module can be edited using a standard ASCII editor on another device (PC, Macintosh,
and so on). Note that the PowerHub file management system does not support
hierarchical directory structures.

1.2.2 Concurrent Command-Line Sessions

The PowerHub 6000 supports up to three concurrent command-line sessions. The
primary command-line session is always established through a direct connection between
aPC or modem and an RS-232 port (labeled TTY1) on the PowerHub chassis.

In addition, you can use TELNET to establish one or two in-band sessions with the
command-line interface. To use TELNET to access the hub, you first need to define an
IP interface on the segment attaching the PowerHub 6000 to your terminal.

NOTE: The Packet Engine contains a second TTY port (TTY2) used only for
diagnostic purposes. This port is not accessible from the Packet Engine front panel.
Do not attempt to use TTY2 unless advised to do so by FORE Systems TAC.
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As shown in Figure 1-2, you can have one directly-attached command-line session
and two TELNET sessions to the command-line interface.

Connected via
TELNET session

@O00QO000000Q (D
|

Connected to Connected via

TTYT1 port, on

TELNET session

Packet Engine

|

Primary session.
You must attach a
terminal or modem
to TTY1 to access
the software.

FIGURE 1-2 Three concurrent command-line sessions.
Each command-line session supports features, such as command histories, command

aliases, and timed commands. See Chapter 7 and Section 8.10 on page 149 for
information about these features.

1.2.3 Configuration and Environment Files

When you configure your PowerHub 6000, you define parameters such as the name,
routing interface definitions, and filters. The hub does not retain these definitions across
power cycles. However, you can save these definitions and reload them at any time
using PowerHub software commands.

The mgnmt savecf g cf g command, for example, creates a file called cf g and
saves it on the Flash Memory Module (if present). Thisfile contains ordinary PowerHub
commands, such as you might issue to configure the system. When you boot the hub, the
cf g fileisread, the commands are executed, and the hub is configured according to your
specifications.

Y ou can create multiple configurations and load them as needed. See Section 9.8 on
page 183 for more information about configuration files.

Parameters for command-line sessions also can be stored and read into the hub.
Session parameters are stored in environment files. Like configuration files, environment
files contain ordinary PowerHub commands, and can be loaded during log in. Unlike
configuration files, environment files apply only to the command-line session in which
they are loaded, not to the entire hub. See Section8.10 on page 149 for more
information about environment files.
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1.2.4 Easily Accessible Diagnostic Files

The PowerHub 6000 is designed for reliable operation under diverse traffic

demands. However, if the PowerHub 6000 crashes for any reason, it attempts to reboot
and write adump file to the floppy drive or the Flash Memory Module. Thisdump fileis
aways named fore.dnp and contains information used by FORE Systems TAC
(Technical Assistance Center) to help diagnose the cause of the system crash. See
Section 3.2 on page 44 for more information.

FORE Systems TAC aso can use the contents of the di spcf g file to diagnose

system problems. The di spcf g file is a configuration file provided on the system
software diskettes. When you read the file (by issuing the mgnt readcf g di spcfg
command), the system configuration is displayed on the management terminal.

(See Section 9.8.3 on page 190.)

1.2.5 On-Line Hardware Information

At any time during norma hub operation, you can use PowerHub software

commands to display the following hardware information:

Chassis configuration.
Power supply status.

Identification information and power requirements for the Packet Engine and the
NIMs (Network Interface Modules).

The temperature of the Packet Engine.
Segment state, status, and statistics.
Termination state of BNC segments (terminated or unterminated).

Figure 1-3 shows an example of one type of information you can display for the

hardware. In this example, the current temperature of the Packet Engineis displayed.

1: Power Hub: ngnt # tenp
slot 1, tenp 29.5 degrees C

POO00O000000000 C )

FIGURE 1-3 Example of on-line chassis information.
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1.2.6 Bridging and Multi-Protocol Routing

You can configure PowerHub segments to bridge (as specified in IEEE 802.1d) as
well as route packets according to any combination of the following standard protocols:

. 1P
* IPX
o AppleTak
* DECnet
For networks containing both Ethernet and FDDI segments, you can use IPX

encapsulation bridging to bridge frames forwarded between Ethernet and FDDI.

In addition, the PowerHub software contains an implementation of IP Multicasting,
which lets you perform multicast routing for bandwidth-intensive applications, such as
video conferencing.

The same segments can be used to bridge and route packets. In fact, you can
configure a segment to not only bridge, but route all four protocols, and even to perform

IP Multicasting.
For information on configuring segments for bridging and routing, see the
following:
 |EEE 802.1d bridging Chapter 2 in the PowerHub Software Manual,
V 2.6 (Rev C).
 |PX trandation bridging Chapter 2 in the PowerHub Software Manual,
V 2.6 (Rev C).
» |Prouting Chapter 5 in the PowerHub Software Manual,
V 2.6 (Rev C).
 |PX routing Chapter 2 in the PowerHub Supplementary
Protocols Manual, V 2.6 (Rev C).
» AppleTak routing Chapter 1 in the PowerHub Supplementary
Protocols Manual, V 2.6 (Rev C).
« DECnet routing Chapter 3 in the PowerHub Supplementary
Protocols Manual, V 2.6 (Rev C).
e |IP Multicasting Chapter 6 in the PowerHub Software Manual,

V 2.6 (Rev C).
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1.2.7 OSPF Support

OSPF (Open Shortest Path First) is a routing protocol that enables each
participating router to use a topological map of the network to route packets. OSPF
routers exchange route information using LSAs (link-state advertisements). AnLSA isa
packet that reports the link states (up or down) of arouter’s interfaces that are attached to
devices in the OSPF network.

OSPF is an IGP (Interior Gateway Protocol). That is, OSPF distributes routing
information within a single Autonomous System.

RIP (Routing Information Protocol) is another popular IGP used in TCP/IP
networks, and also is implemented in the PowerHub software. RIP uses distance vectors
to build route tablesin RIP routers. See Section 1.2.8 for information about RIP.

OSPF does not use distance vectors for routes. Instead, OSPF uses the link states of
the routers in the network to derive a picture of the network topology.

OSPF lets you logically group your networks into areas. By grouping your
networks into areas, you can reduce the amount of routing traffic among OSPF routers.
An area's topology is summarized before being sent to other areas, thereby reducing
routing traffic.

For information about the PowerHub OSPF software, see the PowerHub OSPF
Addendum.

1.2.8 RIP Support

PowerHub software version 6-2.6.3.0 supports RIP (Routing Information Protocol).
RIP uses a distance-vector algorithm to calculate routes based upon the number of “hops”
(intervening routers) to a node.

In addition, the PowerHub software contains an implementation of the IPX RIP and
SAP (Service Advertisement Protocol) protocols.

For information on configuring segments for IPRIP, IPX RIP, or IPX SAP, see:

* IPRIP Chapter 7 in the PowerHub Software Manual,
V 2.6 (Rev C).
e IPX RIPand SAP Chapter 2 and in the Power Hub Supplementary

Protocols Manual, V 2.6 (Rev C).
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1.2.9 Virtual LANs

To make managing your network segments even easier, the PowerHub software lets
you create VLANSs (Virtual LANs). A VLAN is a network that spans two or more
physical segments. The PowerHub software bridges, rather than routes, packets among
segmentsin avirtual LAN. Figure 1-4 shows an example of aVLAN.

® ©® @
® ®e @

s v 5] [SEEiSTHOROTON
IP address T
255.255.255.147
AppleTalk address IPX address 55ccdd55
15>OP.101

FIGURE 1-4 Examples of Virtual LANSs.

As shown in Figure 1-4, a VLAN is a group of segments. Each segment in the
VLAN has the same interface address. You can create VLANSs for IP, IPX, and
AppleTak interfaces. Notice that VLANs can overlap. See Appendix D in the
PowerHub Software Manual, V 2.6 (Rev C) for more information about VLAN
configuration.

1.2.10 Security Filters

In addition to the Lock Switch and password protection described in Section 1.1.4,
you can define logical filters to control traffic entering and leaving the entire hub, or even
specific segments. Y ou can define filters on the following levels:

* Bridge

* TCPand UDP

» AppleTak

e |IP

* IPRIP

* IPX

* IPX RIPand SAP
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The PowerHub software also contains an implementation of |P security as specified
in RFC 1108. (See Chapter 4 in the PowerHub Supplementary Protocols Manual, V 2.6
(Rev C).)

For information on filters, see;

» Bridge Chapter 9 in the PowerHub Software Manual,
V 2.6 (Rev C).

e TCPand UDP Chapter 10 in the PowerHub Software Manual,
V 2.6 (Rev C).

o AppleTak Chapter 5 in the PowerHub Supplementary
Protocols Manual, V 2.6 (Rev C).

e IP Chapter 11 in the PowerHub Software Manual,
V 2.6 (Rev C).

e IPRIP Chapter 12 in the PowerHub Software Manual,
V 2.6 (Rev C).

e IPX RIPand SAP Chapter 6 in the PowerHub Supplementary

Protocols Manual, V 2.6 (Rev C).

1.2.11 Segment and Packet Statistics

Using software commands, you can display packet statistics for any group or range
of segments. For example, you can issue commands to display how many packets have
been received by a particular segment since the software was booted.

For most statistics, two separate counters are maintained by the software:
Count since last system reset

This counter begins when the software is booted and continues
until the hub ispowered down or the softwareisrebooted. This
counter always shows the count accumulated since the system
was reset.

Count since last clear

This counter also begins when the software is booted, but can
be cleared at any time using a software command. When you
display the contents of this counter, the count displayed is the
count subseguent to the last time the counter was cleared. This
type of counter immediately begins again at zero when you
Clear it.

For information about displaying segment packet statistics, or statistics for packet
types associated with various routing protocols, see:

* Bridge statistics Chapter 2 in the PowerHub Software Manual,
V26 (Rev C).

o TCP statistics Chapter 3 in the PowerHub Software Manual,
V2.6 (Rev C).
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o |Pstatistics

» |P Multicast statistics

» OSPF dtatistics
* |IPRIP statistics

 SNMP statistics

e |PX statistics

» DECnet statistics

» AppleTalk statistics

1.2.12 Automatic Segment-State Detection

SOFTWARE 15

Chapter 5 in the PowerHub Software Manual,
V2.6 (Rev C).

Chapter 6 in the PowerHub Software Manual,
V 2.6 (Rev C).

Chapter 3 in the PowerHub OSPF Addendum.

Chapter 7 in the PowerHub Software Manual,
V 2.6 (Rev C).

Chapter 8 in the PowerHub Software Manual,
V 2.6 (Rev C).

Chapter 2 in the PowerHub Supplementary
Protocols Manual, V 2.6 (Rev C).

Chapter 3 in the PowerHub Supplementary
Protocols Manual, V 2.6 (Rev C).

Chapter 1 in the PowerHub Supplementary
Protocols Manual, V 2.6 (Rev C).

Using automatic segment-state detection, the PowerHub software can detect when
the state (up or down) of a segment attached to the hub changes. Moreover, when this
feature detects a state change, it automatically enables or disables bridging and routing on
the changed segment and marks the change in table displays.

For example, the dark nodes in Figure 1-5 represent devices that have been powered
off, failed, or lost connectivity to the PowerHub 6000 for some reason.

CeO9 Cp)

Node

@
Node \\ Node
Node Node

—1O

Node

File Server

FIGURE 1-5 Automatic segment-state detection feature.
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The automatic segment-state detection feature detects that these segments are no
longer active and disables bridging and routing on the segments, while also marking the
segments as down in the various statistics displays and data tables. This feature prevents
the software from wasting packet processing resources with unnecessary attempts to
forward traffic to the down segments.

See Section9.54 on pagel167 for information about using the automatic
segment-state detection feature.

1.2.13 Port Monitoring

The Port Monitoring feature lets you monitor different types of traffic on any
combination of PowerHub segments. Y ou can configure the software to monitor packet
traffic received on, forwarded from, or generated by specific segments. You even can
monitor traffic between apair of segments.

To use Port Monitoring, you need just one protocol analyzer (such as a Sniffer,
LANalyzer, or Network Pharaoh), plugged into a single PowerHub segment. (See
Figure 1-6.)

(| L
OG0000dFO000

1234567:89101112 13

|
L 5 Node

Protocol Analyzer

6 <---->12

FIGURE 1-6 Port Monitoring feature.

Using software commands, you specify the segments and the types of traffic you want
to monitor. In thisexample, Port Monitoring is configured to show traffic forwarded onto
segment 7, and to show traffic between a particular pair of segments, 6 and 12. Segment 1
is being used as the monitoring segment, and is not being used for normal network traffic
during monitoring.

To change what you are monitoring, you never need to move the protocol analyzer
from the monitoring segment. You simply use software commands to change the
monitoring configuration.

See Section 9.9 on page 193 for more information about Port Monitoring.
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1.2.14 SNMP and MIB Support

You can use PowerHub software commands to define SNMP (Simple Network
Management Protocol) managers and communities. Once you configure the hub so that
it can be managed using SNMP, you can access the PowerHub implementations of the
following standard MIBs (Management Information Bases):

« MIB Il (RFC 1213).

» AppleTak MIB (RFC 1243).
 Bridge MIB (RFC 1286).

» Ethernet MIB, Version |l (RFC 1398).
« FDDI MIB (RFC 1512).

* OSPF V2 MIB (RFC 1253).

In addition, you can use SNMP to access objects in the PowerHub MIB, which is
designated as enterprise MIB 390. The PowerHub MIB contains objects not contained
by the standard MIBs listed above. This includes objects for displaying the software
installed on the hub, as well as objects that display hardware configuration information
about the PowerHub 6000.

See Chapter 8 in the PowerHub Software Manual, V 2.6 (Rev C) for information
about configuring the PowerHub 6000 for SNMP. For information about the standard
and PowerHub MIB objects implemented on the hub, see Appendix A and Appendix B in
the same manual.

1.3 SLOTS, SEGMENTS, AND PORTS

This manual, and the other PowerHub 6000 user documentation, uses the term
“segment” to refer to asingle 10 Mb/s or 100 Mb/s Ethernet collision domain or 100 Mb/s
FDDI token-passing domain. For example, each physical network connection on the
Packet Engine or other module in the PowerHub 6000 chassis connects to an individual
segment. The term segment also applies when an Ethernet or FDDI segment is operating
in full-duplex mode. Although no collisions occur on an Ethernet segment operating in
full-duplex mode, the 20 Mb/s or 200 Mb/s Ethernet domain is still considered a segment.

The user interface uses the term “port” to refer to the segment connectors on the
PowerHub 6000. In general, the terms “segment” and “port” are interchangeable on the
PowerHub 6000. Each denotes one physical connection to a network segment.*

Theword “port” alsoisused to refer to the TTY1 port on the Packet Engine. However,
this port is aways clearly distinguished in the text from microsegmented ports.

1. The one exception is DAS FDDI segments, which are described in this manual as containing multiple A and B “ports.”
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1.3.1 How Slo

Slot4 —»

Slot3 —»

Segment numbers
depend on module
type. Zero (0)

segments for UMM.

ts and Segments are Numbered

The PowerHub 6000 chassisis divided into four dots:
» Packet Engine UTP segments (slot 1).

» Packet Engine fast segment(s) (slot 2). The fast segments can be Fast Ethernet or
FDDI.

e Middle dot, which can contain the UMM (Universal Media Module) or a NIM
(Network Interface Module) (slot 3).

The UMM isan optional module you caninstall to bypassthefirst six UTP segments
on the Packet Engine with six Ethernet segments of different media types, such as
BNC, 10Base-FB, 10Base-FL, and AUI.

A NIM is aplug-in module that provides additional segment connections to the hub.
You aso caninstal aNIM in Sot 3, rather than the UMM.

The UMM and NIMs are described in Section 2.5 on page 36 and Section 2.4 on
page 33.

» Top dot, which can contain aNIM (slot 4).

Each dot is managed separately by the software and shown separately by various
software commands. Figure 1-7 shows the locations of the four slots in the PowerHub
6000 chassis.

6
Power[gllls:
PowerZl
e fe1eY]) S nlot] e 5@%@@ 2@@@@}
é TiaARcR 500600600600 600600600600 6006006060660 )
v vvivivi]wiviviel v CEHENCOECE
Slot 1 Slot 2
(Segments 1-12) (Segment 13, or 13 and 14)

FIGURE 1-7 Slot locations in PowerHub 6000 chassis.

As shown in Figure 1-7, the UTP segments on the Packet Engine are aways
numbered 1 through 12, from left to right. The optional 100 Mb/s segment is number 13.
(If you install the 2-segment version of a Fast Ethernet daughter card, slot 2 contains
segments 13 and 14.)

In this example configuration, the UMM is used to bypass segment connectors 1
through 6 on the Packet Engine. However, because the UMM merely provides a different
physical interface for the segments, they are still numbered 1 through 6. Accordingly, no
segments are numbered in the middle slot, where the UMM isinstalled.
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In this example, dot 4 is empty, so no segments are numbered for that slot. Segment
numbers are added to dots 3 and 4 when you install NIMs in these slots. The number of
segments for each slot depends upon the number of segments on the NIM.

1.3.1.1 Overriding Segment Numbers

When you power on the PowerHub 6000, the system numbers the segments
according to the configuration of the chassis. For example, if the chassis contains an
FDDI daughter card, the system numbers the segment in slot 2 as 13. The first segment
in the NIM in dot 3 (if present) is number 14. If the chassis contains a 100 Mb/s Fast
Ethernet daughter card, the system numbers the segments in slot 2 as 13 and 14 and
numbers the leftmost segment in the NIM in slot 3 (if present) as 15.

By default, the system always numbers the segments sequentially from left to right,
bottom to top. No “empty” segments (segment numbers for which there is no
corresponding connector) are used.

In general, you do not need to worry about the segment numbering. However, if
you need to override the default segment numbering for some reason, you can do so
using thenvr amset sl ot segs command. This command lets you specify how many
segments are valid for adot in the chassis.  If you change the configuration of the hub in
such away that segment numbers will be changed (ex: exchange the FDDI daughter card
for a Fast Ethernet daughter card), you might want to override the segment numbering in
order to use configuration files created before you changed the configuration of the
chassis.

See Section 11.4 on page 214 for information on overriding the segment numbering.

1.3.2 Displaying Segment Numbers

You can display the segment numbers in your PowerHub 6000 by issuing the
mgmt showcfg command. (See Section 9.3.6 on page 160.) This command shows
basic configuration information for the chassis, including:

» Thebaud ratesfor the TTY (RS-232) ports.
» Thedlot that contains the Packet Engine. Thisisawayssdot 1.
» The presence and status of power supplies.

» The number of segments present in each slot in the chassis, and the medium type in
use in each segment position.

400-1464-0001, Rev C, Issue 1,V 2.6 PowerHub 6000 Installation and Configuration Manual



20 FEATURES OVERVIEW CH.1

Here is an example of the display produced by this command:

8: Power Hub: mai n# nmgnt showcf g

Accel erator board is present. Accelerator 10OP is being used.
Instal | ed DRAM Si ze: 16 MB

ttyl: not set - using 9600 baud

tty2: not set - using 9600 baud

PE: slot 1
PM Good
02/13 MM MM
01/01 AU FI BER BNCT AUl BNCT FI BER
UTP UTP UTP UTP UTP UTP

This example shows information for the PowerHub 6000 shown in Figure 1-7 on
page 18. According to this display:

» The Packet Engine has the Packet Accelerator.

» The Packet Engine contains 16 MB of DRAM main memory.
e Thebaud rate on each TTY port is 9600.

» The Packet Engineisin slot 1.

» The power supply (or supplies) are “good”; that is, they are functioning normally.

Two of the four dots in the chassis contain segments. (In this example, the dot
information is shown in bold type.) For each dot, the slot number and the beginning
segment number are shown. Following these are descriptions of the mediatypesin
usein the sot.

Only slots 1 and 2 in this chassis contain segments. Slot 3 contains the UMM, but
recall that the Ethernet electronics for the segment connections in the UMM are
actually on the Packet Engine, in slot 1. Consequently, slot 3 is considered to be
empty.

The first row of information for dot 1 lists the Ethernet media types in use on
segments 1 through 6. In this example, these are the EMAs (Ethernet Media
Adapters) installed in the UMM. The second row for slot 1 shows the mediatypein
use on segments 7 through 12. These are always UTP.

The information for slot 2 shows that a multimode FDDI daughter card is installed.
(For each of the FDDI portsin the module, the code MMindicates multimode.)
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2 Hardware

Slot 4—can

containa NIM.

Slot 3—can
contain a NIM

orthe UMM.

Slots 1 and 2—
always contain

the Packet Engine. —»

400-1464-0001, Rev C, Issue 1,V 2.6

This chapter describes the hardware architecture of the PowerHub 6000 Intelligent

Switching Hub.

The basic PowerHub 6000 provides connection to twelve independent 10Base-T
network segments, but can be expanded to connect to additional 10 Mb/s Ethernet
segments, aswell as 100 Mb/s Fast Ethernet and FDDI segments.

Figure 2—1 showsthefront view of one possible configuration of the PowerHub 6000.

6
Power(z[l]s}:
i
Power[ilils|
e 1oy Lhlor) e ThElor) T1erer)
2 (OO0 U DO BT TeTe
10Base-T connections 100 Mb/s connection(s)

FIGURE 2-1 Front view of the PowerHub 6000.

Slots 1 and 2 are occupied by the Packet Engine. The Packet Engine is the hub's
centralized packet processing and forwarding engine. It containsthe “switching fabric,” in
which packets are examined, then dropped or forwarded as required.

The Packet Engine contains twelve 10Base-T Ethernet connections (slot 1). In
addition to the twelve Ethernet connections, the Packet Engine contains an expansion slot
for an optional 100 Mb/s daughter card (slot 2). The 100 Mb/s card can be a Fast Ethernet
or FDDI daughter card.
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Slot 3 can contain the UMM (Universal Media Module), as shown in Figure 2-1. The
UMM is an optional module you can install to bypass the first six UTP segments on the
Packet Engine with six Ethernet segments of other interface types, such as BNC,
10Base-FB, 10Base-FL, or AUI.

Slot 4 in Figure 2-1 is empty and is covered by a cover plate. However, you can
install a NIM (Network Interface Module) in the dlot. A NIM is a plug-in module that
provides additional segment connections to the hub. You aso can install a NIM, rather
than the UMM, in Slot 3. The UMM and NIMs are described in Section2.5 and
Section 2.4.

2.1 PACKET CHANNEL BACKPLANE

The Packet Channel backplane provides connection between the Packet Engine and
the NIMs. Using the Packet Channel backplane, the Packet Engine and NIMs exchange
packet traffic and control data. Packets forwarded to segments on a NIM are transferred
along the Packet Channel backplane to the Packet Engine for processing. Likewise,
packets destined for segments on aNIM are sent from the Packet Engine to the NIM aong
the backplane.

The Packet Channel backplane is installed inside the chassis, directly on the Packet
Engine. (See Section 5.10 on page 99 for information about installing or removing the
Packet Channel backplane.)

Y ou do not need the Packet Channel backplane unlessyou plantoinstall aNIM. The
UMM does not connect to the Packet Channel backplane, but instead attaches directly to
the Packet Engine using ribbon cables. The segments on the Packet Engine itself do not
use the Packet Channel backplane.

2.2 POWER SUPPLY

A

The PowerHub 6000 chassis contains one or two power supplies (depending on what
you specify on your order), accessible from the rear of the chassis. Each power supply
transforms AC current into the +5-volt and +12-volt DC current needed by the PowerHub
components. The power supply runs on a standard 115-volt AC or 230-volt AC power
source, and draws 5A at 115 volts and 2.5A at 230 volts. Figure 2-2 shows two power
suppliesinstalled in the PowerHub 6000 chassis.

400-1464-0001, Rev C, Issue 1,V 2.6 PowerHub 6000 Installation and Configuration Manual



SEC. 2.2 POWER SUPPLY 23

Primary power supply Status LEDs Redundant power supply
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FIGURE 2-2 Rear view of PowerHub 6000 chassis, showing power supplies.

Y ou can run any PowerHub 6000 configuration on a single power supply. However,
a second power supply adds redundancy in case a power supply fails. If one of the two
power supplies ever fails, the entire load is immediately assumed by the other power
supply. The PowerHub 6000 continues to run with no interruption to service.

Note that the redundant power supply is upside down relative to the primary supply.
This design alows the power-supply cables inside the chassis to connect to the power
backplane inside the chassis.

NOTE: If your chassis contains two power supplies, make sure you always turn both
of them on at the sametime. Moreover, if you need to power down the PowerHub 6000,
make sure you switch both power supplies off.

In addition to providing redundancy, a second power supply enhances the reliability
of both power supplies by load sharing. When power suppliesload share, they participate
equally in providing power to the chassis.

If asingle power supply isused, it must be installed in the left power supply bay, and
the protective cover plate must be installed over the unused bay. (Operating the system
with an uncovered power supply bay affects internal cooling and can void the warranty.)

Intheunlikely event of ashort circuit or other overload condition, both power supplies
automatically shut down to protect the PowerHub components from damage.
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221 LEDs

Three LEDs provide status information for the power supplies. Table 2-1 lists the
LEDs.

TABLE 2-1 Power supply LEDs.
L abel Color Indicates...

PS1 Green The primary power supply is on and functioning normally.

PS2 Green The secondary (redundant) power supply is on and functioning
normally.

FAIL Red One of the power suppliesis not supplying current to the system. This

can occur if a power supply isturned off or fails. You canidentify the
power supply that is turned off or has failed by observing the green
statusLED (PS1 or PS2). If the power supply isnhot supplying current,
the LED isdark. If apower supply isturned off or fails, the other power
supply automatically takes over with no interruption in hub operation.
However, you should replace afailed power supply as soon as possible.
(Make sureto turn off the other power supply first.) See Section 5.1 on
page 72 for instructions on removing afailed power supply or installing
anew one.

In addition to the information shown by the LEDSs, status information for the power
supplies and other aspects of the chassis configuration are shown by the ngnt showcf g
command. (See Section 9.3.6 on page 160.)

2.3 PACKET ENGINE

The Packet Engine examines packet headers for bridging and routing, then modifies
them as required for routing. When a segment connector receives a packet, the connector
transfers the packet directly to the Shared Memory on the Packet Engine. Bridging and
routing engines in the Packet Engine store all the packets and related data structuresin the
Shared Memory. This contributes to high packet throughput because all packet-related
datais stored in one place. Figure 2—3 shows the front panel of the Packet Engine.

Status LEDs UTP traffic LEDs

Lo }

LNK AIRCIX OO0 OO00000 000 000000000000 000000000000

wO

2y [0 [ Do) eEle_[elle] Tele
? ¢
Reset switch UTP segments
RS-232 port Optional 100 Mb/s segment(s)

FIGURE 2-3 Packet Engine (front view).
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The Packet Engine contains the following components:

Indicator LEDs.

RS-232 port (TTY1).

Reset switch.

Lock Switch and jumper. (Some Packet Engines do not have the Lock Switch.)

Temperature sensor.

* Flash Memory Module.

e Main Memory.
» Boot PROM.
* |D PROM.

* Non-volatile RAM (NVRAM).

» Twelve Ethernet 10Base-T segments (RJ-45 connectors).

* Position for optional 100 Mb/s segment(s).

These components are described in the following sections.

231 LEDs

The Packet Engine hastwo setsof LEDs. The set located on theleft end of the Packet
Engine shows status information for the Packet Engine itself. These LEDs are described
in Table 2-2. The other set show status information for the network segments attached to
the 10Base-T connectors. These LEDs are described in Section 2.3.11.

TABLE 2-2 Packet Engine status LEDs.

Indicates...

Alarm. These LEDs indicate that a system crash has occurred. One or
both LEDs remain lit until the hub is reset by pressing the reset (RST)
switch or by switching the power supplies off, then on.

The CPUs are functioning normally. If both of these lights go out
during normal operation, there might be a problem in the Packet
Engine. Contact FORE Systems TAC.

L abel Color
A Red

S Green
B Amber

When flashing, indicates the hub is booting. These LEDs are lit only
when the system is booting, and go out as soon asthe system isfinished
booting.
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2.3.2 RS-232 Port (TTY1)

The Packet Engine contains an RS-232 port, labeled TTY1. You usethe TTY1 port to
attach amanagement terminal or modem to the hub. Y ou access the user interface through
the terminal or modem attached to TTY1. When you boot the PowerHub 6000, it
automatically begins a command-line session on the management terminal or modem
connected to the TTY1 port.

The TTY1 port uses an RJ45 connector. This connector looks like the UTP Ethernet
connectors, but cannot be used for an Ethernet connection. Do not attempt to usethe TTY1
port as an Ethernet segment.

TheTTY1 port fully supportsthe following asynchronous modem-control lines: RXD,
TXD, DCD, DTR, RTS, and CTS.

Y ou can configure the TTY1 port to support one of the following baud rates: 1200,
2400, 4800, 9600, and 19200. The default baud rateis9600. Although you can changethe
baud rate of the TTY1 port, you cannot change it until you log on. Accordingly, your
management terminal or modem must support 9600 baud the first time you log on.

The Packet Engine has a second RS-232 port (TTY2), which is used only by FORE
Systems TAC for diagnosing system problems. The TTY2 port is not accessible from the
Packet Engine front panel. Do not attempt to use the TTY2 port unless instructed to do so
by FORE Systems TAC.

To ensure session security, both TTY ports use DCD (data carrier detect). If the
terminal or modem connectedtoaTTY port issupplying the DCD signal, the hub monitors
that signal. If DCD is dropped, the software logs you out of the user session, preventing
other terminals or modems from connecting to the session.

If the terminal or modem attached to the hub does not supply a DCD signal, you till
canusethe TTY port. The hub emulatesthe DCD signal internally. (However, if the cable
contains another signal where the hub expects to find the DCD signal, the cable might
prevent proper operation of the TTY port.)

See Section 4.3.2 on page 55 for instructions on attaching your management terminal
or modem to the TTY1 port. This section describes how to assemble an RS-232 cable to
connect to the TTY1 port. If you already have an RS-232 cable, you can use the pinout
information in this section to verify that your cable is compatible with the hub.

2.3.3 Reset Switch (RST)

Thereset switch islocated to theright of the TTY1 port and islabeled RST. Whenyou
press the reset switch, the Packet Engine performs a “cold” restart of the hub. During a
cold restart, the Packet Engine conducts a power-on self-test to check its various hardware
components.

Depending on the boot preference(s) you specify, the Packet Engine uses filesin the
Flash Memory Module or on a TFTP server (network booting) to configure the hub for
runtime operation. When shipped from the factory, the PowerHub software is configured
to boot from the Flash Memory Module. If your chassis does not contain the Flash Memory
Module, you will need to configure the hub for netbooting.

To change the boot source, use the instructions in Section 4.3.4 on page 60.
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2.3.4 Lock Switch and Jumper

The Lock Switch lets you lock the hub so that alogin ID and password are required
before a user can access the hub’s command-line interface. The switch is set to Unlocked
at the factory, which means that you or anyone else who is capable of establishing an
RS-232 or TELNET connection to the hub can access the user interface. The Lock Switch
islocated on the front panel, to the left of the reset (RST) button.

Some chassis do not contain an external Lock Switch. However, al chassis contain a
Lock Switch jumper on the Packet Engine. Y ou can lock or unlock the hub by changing
the setting of the Lock Switch jumper. This jumper is set to Unlocked at the factory but
you can set it to Locked.

When the Lock Switch (or Lock Switch jumper) is set to Locked, users must enter a
management capability at thel ogi n: prompt and the password for that capability before
they can begin the session and issue commands. The management capability can be
monitor or r oot :

» Monitor lets you display information, but does not allow statistics to be cleared or
configuration settings to be changed.

* Root lets you issue any command, including commands that clear statistics and
change the PowerHub configuration.

See Section 5.12 on page 103 for information about moving the Lock Switch jumper.
See Section 8.4 on page 139 for information about setting a password.

2.3.5 Temperature Sensor

The Packet Engine contains atemperature sensor that reads the temperature inside the
chassis within an accuracy of plusor minus0.5° C. You canusethengnt t enper at ur e
command to display the current temperature of the hub. (See Section 9.4.2 on page 164.)

2.3.6 Flash Memory Module

The Flash Memory Module is an optional EEPROM device used by the hub for file
storage. The boot PROM and system software contain code that implements a DOS-like
file system on the module.

You can use the file system to display, copy, rename, and remove files in the
module. In addition, you can display directory information for files. However, the file
system does not support hierarchical directory structures.

The Flash Memory Module comesin two sizes: 2 MB and 4 MB.

All of thefilesrequired to boot and run the PowerHub 6000 software can be stored on
the Flash Memory Module. If you do not plan to boot the hub over the network
(netbooting), the hub must contain the module.

Files stored on the Flash Memory Module can be read faster than files read over the
network. Thus, even in networks that support netbooting, booting from the Flash
Memory Module is faster.
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To order the Flash Memory Module, contact FORE Systems TAC or your reseller.
For instructions about installing the Flash Memory Module, see Section 5.5.1 on page 81.
For information about managing files on the Flash Memory Module, see Section 9.6 on
page 176.

2.3.7 Main Memory

The Packet Engine comes with 8 MB of main memory (DRAM). The main memory
is used by the software’'s bridging and routing engines. With the standard 8 MB of
memory, you can run bridging, IP routing, and any two of the other supplied protocols or
the Bridge MIB, simultaneously. An upgrade to 16 MB of memory enables you to run all
supplied protocols and the Bridge MIB simultaneously.

Table 23 details the protocols you can use simultaneously with 8 MB or 16 MB of
main memory.

TABLE 2-3 Protocol Support.

Total DRAM  Protocols Supported Simultaneously

8 MB Bridging and IP routing, plus any two of the following:
IPX, AppleTak, DECnet, Bridge MIB

16 MB Bridging and IP routing, plus all four of the following:
IPX, AppleTak, DECnet, Bridge MIB, OSPF
Thisincludes systems containing FDDI daughter cards.

For information on installing a DRAM upgrade, see Section 5.7.

2.3.8 Boot PROM

The Packet Engine has a boot PROM that contains software used by the PowerHub
6000 when it is booted. You issue software commands to the boot PROM to perform
configuration tasks such as specifying the boot source and installing software upgrades.
The command prompt for the boot PROM looks like this. <PROW 6pe>.

See Chapter 10 for a description of the boot PROM commands.

2.3.9 ID PROM

The Packet Engine and al types of NIMs have an ID PROM that contains
identification information for the module, and lists the maximum amount of current
required to power the module. The ID PROM lists the module's serial number, model
number, Rev (revision) number, and other factory-issued information. You can display
the contents of the ID PROM using the ngnt i dpr omcommand (see Section 9.4.1).
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The NVRAM (Non-Volatile RAM) maintains the system time and date and contains
configuration information such as the baud rate of the TTY1 port, the PowerHub system
name, and the boot source (Flash Memory Module or TFTP file server).

You can access NVRAM from either the boot PROM’s command prompt
(<PROM 6pe>) or the run-time command prompt. See Chapter 11 for information about
the commands you can use to configure the NVRAM.

2.3.11 10Base-T Connectors

As shown in Figure 2-3, the Packet Engine contains twelve RJ-45 UTP connectors.
These connectors provide the mechanical connection, pinouts, and electrical functions of a
standard |EEE 802.3 10Base-T hub.

Three LEDs above each connector give connection status and traffic information for
the network segment attached to the connector. The information they display depends on
their configuration. Table 2—4 describes the information shown by the UTP LEDs.

TABLE 2-4 UTP LEDs, on Packet Engine.

Label Color

Indicates...

Transmit collisions or packet transmissions, depending upon the
setting. Receive collisions (collisions occurring while a segment is not
transmitting) do not occur on private UTP segments such as those on
the Packet Engine.

*  When set to C (transmit-collision mode), this LED indicates

transmit collisions. Each time atransmit collision occurs on the
corresponding segment, this LED isilluminated for 5— 10 ms.

e When set to X (transmit mode), this LED indicates packet
transmission. Each time a packet is transmitted on the
corresponding segment, this LED isilluminated for 5— 10 ms.

Packet activity (transmit and receive) or receive activity only,
depending upon the setting:

*  When set to A (activity mode), this LED indicates when a packet
istransmitted or received. Each time a packet is transmitted or
received on the corresponding segment, the LED isilluminated
for5—-10ms.

*  When set to R (receive mode), this LED indicates when packets
arereceived. Eachtimeapacket isreceived on the corresponding
segment, the LED isilluminated for 5—10 ms.

C/IX Amber
AR Green
LNK Green

Link status. When aLNK LED is glowing, the corresponding segment
is successfully detecting link-test pulses through the twisted-pair wire
attached to the segment. A LNK LED goes dark if you remove the
twisted-pair cable attached to the corresponding segment. |f the cable
is attached but the LED is dtill dark, a problem might exist in the
segment or in another device attached to the cable.

400-1464-0001, Rev C, Issue 1,V 2.6

PowerHub 6000 Installation and Configuration Manual



30 HARDWARE CH. 2

Thetraffic LEDs (C/x and A/R) are configured as a pair. Y ou can configure them as
C and A or asX and R. Thedefault settingisC and A. Y ou can configure them as a group,
but not individually on a segment-by-segment basis. The configuration of the LNK LED
cannot be changed.

The optional Fast Ethernet daughter cards (described in Section 2.3.12) also use these
LEDs. When you configure the LEDs, the configuration appliesto al of the UTP and Fast
Ethernet segmentsin slots 1 and 2 (the Packet Engine and the daughter card).

2.3.12 100 Mb/s Daughter Card

In addition to the twelve UTP segments, you can add a 100 Mb/s Fast Ethernet or
FDDI daughter card to the Packet Engine. The opening for the card islocated on the right
side of the Packet Engine. (See Section 5.3.1 on page 77 for instructions about installing
a 100 Mb/s daughter card.)

2.3.12.1 Fast Ethernet

The Fast Ethernet daughter cards provide connection to high-performance
workstations or to upstream hubs. The PowerHub 6000 supports three different 100Base
standards for different physical mediatypes:

100Base-TX Usestwo pairs of CAT-5 (data-grade) wiring, one for transmit
and one for receive. Because there are separate pairs for
transmit and receive, full-duplex operation is possible.
Connection is provided by an RJ-45 connector.

100Base-FX For multimode, provides connection to two multimode
fiber-optic cables with ST connectors. For single-mode,
provides connection to two single-mode fiber cables with an
SC connector. In each case, one cableis used for transmit and
the other is used for receive, so full-duplex operation is
possible.

100Base-T4 This uses four pairs of CAT-3 (voice-grade) or better wiring.
All four pairs are used while sending packetsin one direction,
so full-duplex operation is not possible.

The pinouts in the 100Base connectors differ according to how the connector is used:
* |f you connect to aworkstation, use a straight cable.
* If you connect to an upstream hub, use a cross-over cable.

You can install a daughter card containing a single Fast Ethernet segment, two Fast
Ethernet segments of the same type, or a combination of one 100Base-TX segment and one
100Base-FX segment. Additional combinations might become available in the future.

Figure 2—4 showsthefront panel of thedual 100Base-TX Fast Ethernet daughter card.

cixO cixO
o o |[ ] a0 |[ ] o
LINK

LINK O O
100BASE-TX 100BASE-TX

FIGURE 2-4 Dual 100Base-TX Fast Ethernet daughter card (front view).
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Figure 2-5 showsthe front view of the dual 100Base-FX Fast Ethernet daughter card.

cixO R X cixO R
A/R Q A/R Q @)

100BASE-FX 100BASE-FX

FIGURE 2-5 Dual 100Base-FX Fast Ethernet daughter card (front view).

Asshowninthesefigures, thelink status and traffic LEDsfor the 100Base connectors
show the same information as the LEDs for the 10Base-T connectors (see Section 2.3.11).
Note that all the traffic LEDs for the 100Base and 10Base-T connections in the same hub
use the same configuration, either C/X or A/R. Y ou cannot configure them individualy.

If your configuration requires a combination of 100Base-TX and 100Base-FX
connections, you can install a mixed Fast Ethernet card, such as the one shown in

Figure 2—6.
/xO XC/xO
sl [

100BASE-FX 100BASE-TX

FIGURE 2-6 Mixed 100Base-FX and 100Base-TX Fast Ethernet daughter card (front view).

The PowerHub 6000 supportsthe ANSI X3T9.5 FDDI standard. Thefollowing types
of FDDI daughter cards are available for the PowerHub 6000:

e Single DAS.
* Single SAS.

Each of these cards provides a single FDDI segment. Depending on the card type,
these daughter cards provide connection to one or two FDDI ports. Y ou can use these ports
for any of the following types of FDDI connections:

» A DAS attachment to your FDDI backbone. In this configuration, the ports on the
FDDI daughter card function as A and B ports.

A null-attached concentrator. In this configuration, both ports are used as M ports to
attach to two SAS stations.

* A dual-homed device. Both ports are attached to the M ports of two separate
concentrators in the same ring. In this configuration, the FDDI ports are each
configured as S ports. This configuration provides backup in case one of the
connections fails. The B port (FDDI B) has precedence, but if the B port or the
concentrator it is attached to fails, the A port (FDDI A) takes over automatically.
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Figure 2—7 showsthe front panel of the Single DAS FDDI daughter card. Thecardin
this example contains MICs, used for connection to multimode fiber.

WO O

O sO © ©lpol © © O
O O
X FDDI A R FDDI B

FIGURE 2-7 Multi-mode Single DAS FDDI daughter card (front view).

If your cable plant uses single-mode fiber, you can use the single-mode FDDI
daughter card, which provides ST connectors. The single-mode FDDI daughter card
provides the same features as the multi-mode FDDI daughter card, but attaches to your
single-mode fiber-optic cable.

Each FDDI port has three connection LEDs. The LEDs show the same information
for single-mode and multimode connections. Table 2-5 list the FDDI connection LEDs.

TABLE 2-5 FDDI connection LEDs.

Labe Color Indicates...

w Amber  Wrap. For aDAS connection, itsleft or right “Wrap” LED is
lit when the connection is in the wrap-A or wrap-B state
respectively.

If only one A or B port is being used as a SAS connection, its
W LED and S LEDs arelit.

S Green Status. For a norma DAS connection (neither port is
wrapping), both S LEDsarelit. If only oneport isbeing used
(asa SAS connection) itsW LED islit aswell.

X Green  Transmit.  Associated with the entire FDDI segment,
regardless of whether one or both portsareinuse. The X LED
indicates when the hub is transmitting packets onto the
attached segment.

R Green  Receive. Like the X LED, this LED is associated with the
entire FDDI segment, regardless of whether one or both ports
arein use. The R LED indicates when the hub is receiving
packets from the attached segment.
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2.4 NETWORK INTERFACE MODULES

NIMs (Network Interface Modules) are optional modules you can install in the
PowerHub chassis to increase the number of segment connections on the hub. You can
install NIMsin dots 3 and 4. Aninstalled NIM occupies the entire slot. The following
types of NIMs are available for the PowerHub 6000:

» 12x1 10Base-T Ethernet (using RJ-45 or Champ connectors).
o 24x1 10Base-T Ethernet (using RJ-45 or Champ connectors).
» 6x1 10Base-FL Ethernet.

» 12x1 10Base-FL Ethernet.

Note that you must install the Packet Channel backplane to use the NIMs. (See
Section 2.1.) The NIMs are described in the following sections.

2.4.1 10Base-T NIMs

The PowerHub 6000 supports the following types of 10Base-T NIMs:
12x1 10Base-T RJ}45 Ethernet.

24x1 10Base-T RJ-45 Ethernet.

12x1 10Base-T Champ Ethernet.

24x1 10Base-T Champ Ethernet.

24.1.1 10Base-T RJ-45NIMs

The 12x1 10Base-T RJ}45 NIM adds connection for 12 10Base-T Ethernet segments
tothe hub. The function and features of the segmentsin the NIMs are identical to those of
the 10Base-T segments on the Packet Engine.

The 24x1 10Base-T RJ45 NIM uses the same connection and LEDs as the 12x1 but
provides connection to 24 10Base-T segments.

Figure 2-8 shows the front view of the 12x1 10Base-T RJ45 NIM.

xQO00 000000000

r38s8sasesess L0 [DOUY] U0
wkOOO0 000000000
1234567809101112 [ W S— " 9 A 10 A 111

T2 X _3_J_4

This column of LEDs (3)...

shows information for this segment (3).

FIGURE 2-8 12x1 10Base-T RJ-45 NIM (front view).

Each RJ-45 connector on the NIM provides connection to an independent 10 Mb/s
10Base-T segment. You can place individual segments into full-duplex mode using the
mgnt oper ati ng- node command. (See Section 9.5.6 on page 175.)
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The segment LEDs are organized into columns on the left side of the NIM. Each
column showslink status and traffic information for one segment. The number underneath
an LED column indicates the segment to which the LEDs correspond.

The connector numbers on the NIM faceplates merely associate each connector with
its LEDs. The numbers do not correspond to the segment numbers recognized by the
software. For example, network segment 7 is always associated with UTP connector 7 on
the Packet Engine, not with connector number 7 on aNIM. The segment numbers depend
on the configuration of the PowerHub 6000 chassis. (See Section 1.3 on page 17.)

24.1.2 12x1 and 24x1 Champ Modules

The Champ modules provide 10Base-T Ethernet connections. The 12x1 hasasingle
Champ connector with 12 independent 10Base-T segments. The 24x1 has two Champ
connectors. Each Champ connector provides connection to 12 independent 10Base-T
segments for atotal of 24 segments.

Figure 2-9 shows the 12x1 Champ NIM.
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FIGURE 2-9 12x1 Champ NIM (front view).

Figure 2-10 shows the 24x1 Champ NIM.
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FIGURE 2-10 24x1 Champ NIM (front view).

Figure 2-11 showsthe pin locations on each Champ connector. Note that the leftmost
pins, 25 and 50, are not connected to a UTP segment; they are unused.

25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 1

OOO000OO0OOOOO0O00OOOOOO0000
OOO000OOOOOOO0OOOOOOOOOOOOO

50 49 48 47 46 45 44 43 42 41 40 39 38 37 36 35 34 33 32 31 30 29 28 27 26

FIGURE 2-11 Pin locations on Champ connector.
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Figure 2-12 shows the location of the pin signals for each segment on the Champ
connector. Use thisinformation along with the pinouts listed in Section C.4 on page 249
to wire your network cables for the Champ segments. The segment numbers are for the
Champ connector on the 12x1 NIM and the bottom Champ connector on the 24x1 NIM.
The segment numbers in parentheses are for the top Champ on the 24x1.
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Segment 7 (19) ‘
Segment5 (17) ‘
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Pin 25 Pin 1
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|
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Pin 50 Pin 26

Segment 12 (24)
Segment 10 (22)
Segment 8 (20)
Segment 6 (18)
Segment 4 (16)
Segment 2 (14)

FIGURE 2-12 Segment positions on Champ connector.

2.4.2 10Base-FL NIMs

The 10Base-FL NIMs add 10Base-FL Ethernet segments to the PowerHub 6000
chassis. These segments provide 10Base-FL connections that are FOIRL (fiber optic
inter-repeater link) compatible. The signal is compatible with legacy equipment that uses
the FOIRL standard. For each segment, connection is provided by a pair of ST Fiber
connectors. The connector on the left side receives and the connector on the right side
transmits.

The 6x1 10Base-FL NIM adds six 10Base-FL Ethernet segments and the 12x1

10Base-FL NIM adds 12 10Base-FL Ethernet segments. Figure 2-13 and Figure 2-14
show the 6x1 10Base-FL NIM and the 12x1 10Base-FL NIM.
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FIGURE 2-13 6x1 10Base-FL NIM (front view).
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FIGURE 2-14 12x1 10Base-FL NIM (front view).

2.5 UNIVERSAL MEDIA MODULE

The UMM (Universal Media Module) lets you bypass the first six UTP segments on
the Packet Engine and connect to different types of Ethernet segmentsin their place. You
can install one UMM in the PowerHub 6000 chassis. The UMM must be installed in the

slot directly above the Packet Engine. Figure 2—15 shows an example of a PowerHub 6000
chassis containing the UMM.

Power[ZHS]

i
PowerZiY;

Status LED 00k kdm @k kd_kfd= ok 400k ]
ST (D000 GO0 U0 «BELEHEL .

1 t

When the UMM s installed,
these connectors can be bypassed.

FIGURE 2-15 Segments 1 through 6 are bypassed by UMM segments.

Y ou can configure the UMM with any combination of the following Ethernet media
types:

e 10Base-FL (FOIRL-compatible).

* 10Base-FB.

» AUI (10Baseb or any other external transceiver type).
« BNC (10Base2).
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The 10Base-FB, 10Base-FL, and BNC connections are provided by EMAs (Ethernet
Media Adapters), small daughter cards that you install directly onto the UMM. The AUI
connection is provided by an AUI Media Cable, which aso attaches directly to the UMM.

NOTE: The PowerHub 6000 does not support 10Base-T EMAsor MAU EMAS.

Y ou do not need the Packet Channel backplane to usethe UMM. The daughter cards
onthe UMM are connected directly to the Ethernet el ectronics on the Packet Engine by two
ribbon cables. (Section 5.8.1 on page 90 describes how to install the UMM and EMAS.)

When the UMM s installed and active, the first six UTP connectors on the Packet
Engine, counting from left to right, are bypassed. Traffic that normally would flow to and
from these connectors instead flows to and from the corresponding EMAs or AUI Media
Cables on the UMM.

When you boot the hub, the software senses whether you have installed the UMM and
automatically activates the EMAs or AUI Media Cables in the UMM, and disables the
corresponding UTP segments on the Packet Engine.

The LEDs next to each bypassed UTP connector provide collision and traffic
information for the corresponding EMA or AUI Media Cable. For example, the LEDs for
UTP connector 1 provideinformation for the EMA in position 1 (far left) on the UMM. In
addition to these LEDS, agreen Status (S) LED in the lower left corner of each connection
onthe UMM glowswhen the EMA has been activated. (Y ou can overridean EMA or AUI
Media Cable and re-activate the UTP connector using the ngnt activate-utp
command. See Section 9.5.2 on page 166.)

The following sections describe the AUl Media Cable and the EMAS.

2.5.1 AUI Media Cable

The AUl Media Cable is a cable that provides a DB-15 connector on the UEM. This
DB-15 connector provides the mechanical connection, pinouts, and electrical functions of
astandard |EEE 802.3 AUI connection. The standard AUl connection, in turn, connectsto
a10Baseb “thick net” or other transceiver (MAU).

Figure 2-16 shows an AUl Media Cable.

The AUI connector

attaches to 10Base5 segment.

These pins plug
into header on UMM.

FIGURE 2-16 AUI Media Cable.
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The pin connector at the end of the cable (shown on the right side of Figure 2-16)
connects to a header on the UMM. The connector has dightly fewer pins than an EMA
connector and plugs into the header behind the EMA header on the UMM. The AUI
connector attaches to a MAU (Medium Access Unit) transceiver or a standard AUI
straight-through cable.

Note that FORE Systems AUl Media Cable is different from a standard DB-15 flat
cable commonly purchased from electronics suppliers. The PowerHub 6000 cannot detect
the AUI connection if a“standard” cableisinstalled.

A green S (Status) LED, located on the UMM front panel to the lower left of the AUI
MediaCable, indicatesthat the AUI Media Cable has been activated. Whenthe AUI Media
Cable has been activated, the LNK (Link) LED for the UTP segment bypassed by the Cable
showsthelink status for the cable. The PowerHub 6000 uses“loss of carrier” to determine
the AUI diagnostic state. If most transmissions result in loss-of-carrier errors, then the
segment state is determined to be “bad.” When the segment state is bad, the LNK LED is
dark. Notethat the s LED onthe UMM isnot affected by the segment state.

2.5.2 10Base-FL EMA

The 10Base-FL EMA provides a single 10Base-FL connection that is FOIRL (fiber
optic inter-repeater link) compatible. ThisEMA providesasignal compatible with legacy
equipment that usesthe FOIRL standard. Figure 2-17 showsa10Base-FL EMA.

The ST connectors attach
to a 10Base-FL segment.

: : ER S
These pins pluginto 00 oo [—p—=
oo| g - 00
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FIGURE 2-17 10Base-FL EMA (actual size).

The rows of pins shown on the left side of the card plug into a header on the UMM.
The card isinstalled component-side down. The two ST Fiber connectors shown on the
right side of Figure 2-17 attach to your 10Base-FL cables. The connector shown on the
top is gray-colored and is the receive connector. When installed on the UMM, it ison the
left and labeled R. The connector shown on the bottom is the transmit connector and is
colored white. When installed on the UMM, it is on the right and labeled X. Make sure
you attach your 10Base-FL cables accordingly.

If you need to know the optical power budget for the cabling used with the 10Base-FL
EMAS, use the power values listed in Table 2—6 asaguideline.
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TABLE 2-6 10Base-FL power values.

Cabletype Minimum and maximum power

62.5/125 Minimum average transmit power: —20 dBm.
Maximum average transmit power: —12 dBm.
Minimum average receiving power: —32.5 dBm.

50/125 Minimum average transmit power: —23.8 dBm.
Maximum average transmit power: —15.8 dBm.
Minimum average receiving power: —32.5 dBm.

Asshown in thistable, the minimum average receiving power of the 10Base-FL EMA
is the same regardless of which type of cable you use. However, the minimum and
maximum average transmit power differs depending upon the cable type. If you use
62.5/125 cable, the transmitted power is approximately 3.8 decibels lower than if you use
50/125 cable. Consequently, you have a smaller optical budget if you use 50/125 cable.
Notethat a 10Base-FL segment can span up to 2 km, but the actual effective distance might
be less depending upon the number of splicesin the cable.

When shipped, this card has rubber caps over the connectors to protect them from
dust. Do not remove these caps until you are ready to attach your network segmentsto the
connectors. Always replace the caps when no segments are attached.

The 10Base-FL EMA supports full-duplex operation, which you can enable using the
mgnt oper at i ng- nnode command (see Section 9.5.6 on page 175).

A green s (Status) LED, located onthe UMM front panel to thelower |eft of the EMA,
indicates that the EMA has been activated. When the 10Base-FL EMA is activated, the
LNK (Link) LED for the UTP segment bypassed by the EMA shows the link status for the
EMA. The PowerHub 6000 uses standard 10Base-FL link-beat pulses to determine the
state of the 10Base-FL segment.

Asinthe case of the AUl MediaCable, the s LED onthe UMM is not affected by the
segment state.
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2.5.3 10Base-FB EMA

These pins pluginto

a header on the UMM.

The 10Base-FB EMA provides a single 10Base-FB connection. In accordance with
the 10Base-FB standard, the 10Base-FB EMA increases the number of repeaters allowed
between end stations from five (asin 10Base-FL) to 12.

The ST connectors attach
to a 10Base-FB segment.
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FIGURE 2-18 10Base-FB EMA (actual size).

Asshowninthisfigure, the 10Base-FB EMA, likethe 10Base-FL EMA, usestwo ST
Fiber connectors. These connectors attach to your fiber optic cables. Asin the case of the
10Base-FL EMA, the connector shown on the top isthe receive connector. When installed
on the UMM, it is on the left and labeled R. The connector shown on the bottom is the
transmit connector. When installed on the UMM, this connector is on the right and
labeled X. Make sure you attach your 10Base-FB cables accordingly. The power values
for the 10Base-FB are the same as those for the 10Base-FL. If you need to install cabling
for the 10Base-FB, see Table 2—6.

When shipped, the 10Base-FB EMA card has rubber caps over the connectors to
protect them from dust. Do not remove these caps until you are ready to attach your
network segments to the connectors. Always replace the caps when no segments are
attached.

A green S (Status) LED indicates that the EMA has been activated. When the
10Base-FB EMA is activated, the LNK (Link) LED for the UTP segment bypassed by the
EMA showsthelink statusfor the EMA. Asinthecaseof the 10Base-FL EMA, theS LED
on the UMM is not affected by the segment state.
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2.5.4 BNC EMA

The BNC EMA provides a single 10Base2 “thin net” coax connection. Each BNC
EMA containsan internal 50-ohm termination resistor you can activate using the switch on
the front panel of the EMA. The switch has two positionss U and T. U means
“unterminated”; T means “terminated.” The position of the switch also can be sensed by
the software and displayed using the mgnmt showcf g command. (See Section 9.3.6 on
page 160.) Figure 2—19 showsaBNC EMA.

The termination switch sets the connector to
“terminated” (T) or “unterminated” (U).
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The BNC connector attaches
to a 10Base2 segment.

FIGURE 2-19 BNC EMA (actual size).

The rows of pins shown on the left side of Figure 2—19 plug into a header on the
UMM. You attach a coaxia cable to the BNC connector shown on the right side of
Figure 2-19. The BNC terminator switch islocated to the |eft of the BNC connector.

A green s (Status) LED, located onthe UMM front panel to thelower |eft of the EMA,
indicates that the EMA has been activated. When the BNC EMA is activated, the LNK
(Link) LED for the UTP segment bypassed by the EMA showsthelink statusfor the EMA.
The PowerHub 6000 uses heuristic methods to determine the BNC diagnostic state. 1f no
packets are received from the segment, and most transmissions sent on the segment result
in collisions, then the segment state is determined to be bad.

The s LED onthe UMM is not affected by the segment state.
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3 Software

This chapter describes the different types of software used by the PowerHub 6000,
and describes the files on the Flash Memory Module and system software diskettes
shipped with the hub. The software is aready installed on the Flash Memory Module. If
your system does not contain the Flash Memory Module, you will need to install the
software using to the instructions in Section 4.3.4 on page 60.

3.1 TYPES

The PowerHub modules use the following types of software:
Packet Engine boot PROM

Used by the Packet Engine when it is booted. Y ou can access
the Packet Engine boot PROM and change configuration
values—including the boot source—stored in NVRAM. The
command prompt for the Packet Engine boot PROM lookslike
this:

<PROM 6pe>

System software Sometimes called “runtime software.” Contains most of the
commands and features documented in this manual. Y ou
access the runtime software from the runtime command
prompt. Hereisan example of the prompt:

1: Power Hub:

For information about the command prompts and the user interface, see Section 7.3
on page 125.
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3.2 FILES

CH. 3

The system software is shipped on the Flash Memory Module (if your system was
configured with one at the factory) and on two 3-1/2" 1.4 MB HD floppy diskettes. The

diskettes are identical.

« If the hub is shipped with the Flash Memory Module, the system software is aready
installed on the module at the factory. The diskettes contain your backup copies.

* |f the hub is not shipped with the Flash Memory Module, the system software resides
only on the floppy diskettes. Before you can use the hub, you must load the system
software onto afile server and configure the hub for network booting, as described in
Section 4.3.4 on page 60. Alternatively, you can order and install the Flash Memory

Module.

NOTE: If you need to install PowerHub files onto a TFTP server or the Flash Memory
Module, see Chapter 6.

The following files are provided:

6pe

i ntloop

ext| oop

boot def

boot def . f di

ppu- 6pe

boot def . ppu

400-1464-0001, Rev C, Issue 1,V 2.6

The latest version of the system software “image” file. When
you boot the hub, thisfile isloaded into the Packet Engine's
main memory (DRAM).

When you issue the appropriate command, this script performs
aloopback test of the internal hardware of the segment
connectors.

When you issue the appropriate command, this script performs
an external loopback test of the send and receive hardware in
the segment connectors. Whereasthei nt | oop script tests
only the internal hardware of the segments, the ext | oop
script also tests the externa send and receive hardware.

When you boot the hub, thisfileis used to identify the system
software image file (ex: 6pe). If you boot from afile server,
thisfile aso identifies the directory in which the imagefileis
stored.

Similar totheboot def file, excepttheboot def . f di fileaso
|loads the FDDI software.

The PROM Programming Utility, which you use to install
upgrades to the Packet Engine boot PROM.

This file causes the PowerHub 6000 to boot the PROM
Programming Utility instead of the system software. Y ou use
the PROM Programming Utility to install upgrades to the
Packet Engine boot PROM.
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A configuration file that displays configuration information
and statistics on the management terminal when you read the
file (usingthemgnt readcf g di spcf g command). If you
have problems with your PowerHub system, FORE Systems
TAC might ask youtoreadthedi spcf g fileand send them the
results. See Section 9.8.6 on page 191 for an example of the
di spcf g file.

In addition to the files shipped with the system, the following types of files can be
created and saved onto the Flash Memory Module or afile server during hub operation:

cfg

root. env

noni t or. env

fore.dmp
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The default configuration file. Configuration files contain
PowerHub commands that configure the hub. Y ou create or
change the default configuration file by issuing the

mgm savecf g cf g command. When you reboot the hub,
the softwarelooksfor thecf g file. The softwarereadsthisfile
(if found) and executes the PowerHub commands contained in
the file, configuring the hub the way it was configured when
you saved the cf g file. See Section 9.8.1 on page 184 for an
example of a configuration file.

The default environment file for root capability. (See
Section 2.3.4 on page 27.) Environment files contain
PowerHub commands that define command aliases, settings
for scroll control, and timed commands. These settings affect
the user session to which they are applied, but do not affect
other user sessions. Ther oot . env fileis created when you
issuethemai n saveenv r oot . env command from within
acommand-line session under root capability. Thefileisread
when you begin a user session under root capability.

Similar tother oot . env file, except thisfile contains the
default environment settings for sessions under monitor
capability. To createthernoni t or . env file, issue the
following command: mai n saveenv noni t or. env.

If the hub contains the Flash Memory Module, thisfileis
created automatically if the hub crashes for any reason. This
file contains dump data that can be interpreted by FORE
Systems TAC. If you report problems with the hub to FORE
Systems TAC, they may ask you for a copy of thisfile along
with your cf g fileand di spcf g file.

Notethat if the Flash Memory Module containsanf or e. dnp
file, and the hub crashes, anew f or e. dnp fileiscreated and
the new file replaces the older one.

Y ou cantell that the hub has crashed because one or both of the
red Alarm LEDs (A) on the Packet Engine arelit. If you notice
that an Alarm LED islit, check the Flash Memory Module for
anfore. dnp file

If the hub does not contain the Flash Memory Module, dump
files are not created.
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3.3 UPGRADES

Occasionally, you might need to install an upgrade of one or more of the types of
software listed in Section 3.1. The latest generaly released versions of the software are
installed on the PowerHub modules at the factory and provided on the software diskettes.
However, if you need to install an upgrade, the upgrade is packaged on afloppy diskette.

Software upgrades are shipped in upgrade kits. These kits include Maintenance
Notes or Upgrade Notes and software diskettes containing image files for each type of
software being upgraded. In addition, for upgrades of the Packet Engine boot PROM, the
diskette might also contain an upgrade of the PROM Programming Utility.

See Chapter 6 for instructions on installing a software upgrade.
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Part 2: Installation

This part contains procedures for installing your PowerHub 6000 chassis and booting
the software. This part also contains procedures for changing or adding modules in the
chassis, changing the setting of the Lock Switch jumper, and installing software upgrades.

This part contains the following chapters:

Chapter 4:  Installing the Hub

Contains complete procedures for installing the PowerHub
6000 and booting the software.

Chapter 5:  Changing the Hardware

Contains procedures for changing or adding modules and
add-on cards, changing the setting of the Lock Switch
jumper, and adding DRAM to the Packet Engine.

Chapter 6: Installing Software Upgrades

Contains proceduresfor installing an upgrade for the Packet
Engine boot PROM or the system software.
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4 Installing the Hub

This chapter explains how to install the PowerHub 6000 chassis and how to boot the
software. Y ou need to compl ete the proceduresin this chapter before you can use the hub.

» For information on re-configuring the hardware in an installed chassis, including
removing individual modules or installing optional modules, see Chapter 5.

 For information on installing software upgrades, see Chapter 6.

CAUTIONS: Electrostatic discharges (shocks) can permanently damage PowerHub
components. We recommend that you wear an ESD (el ectrostatic discharge) strap when
performing the hardware procedures in this chapter. Carefully read all of Section 4.1 on
page 49 for details.

Some procedures require the use of a#2 Phillips-head screwdriver. Do not use a#1
Phillips-head screwdriver for these procedures; it can strip the screw heads. A

#2 screwdriver islarger than a#1 screwdriver and can beidentified by itstip, whichisflat
rather than pointed.

4.1 SAFETY AND HANDLING PRECAUTIONS

Use care and common sense when handling PowerHub modules. Improper handling
A of PowerHub modules can result in damage to their components or injury to yourself.
To avoid personal injury:
» Do not immerse componentsin water or any other liquid.
» Do not stand on awet surface while inserting or removing PowerHub modules.

» Always cover unused slots or bays with the supplied cover plates. Never place tools,
your hand, or any other body part inside empty power supply bays or module slots.
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4.1.1 Electrostatic Discharge

All electronic components, including PowerHub components, can be damaged by
improper handling. One of the most common, athough unintentional, types of
mishandling is electrostatic discharge (ESD).

Electrostatic discharge can occur when you and the equipment you are handling are at
different voltage potentials. When you come into contact with the equipment, the
difference in your potentials causes energy to be passed from you to the component,
delivering a shock to the component.

The human body is a good conductor of electricity and can deliver shocks containing
thousands of volts. In fact, most people perceive a static shock only when the voltage of
the shock is at least 6,000 volts. However, many electronic components can be damaged
by shocks aslow as 2,000 volts!

4.1.2 Guarding Against Damage

To guard against damaging PowerHub modules, aways take the following
precautions when handling the modules:

» Wear an anti-static wrist guard. To use the wrist guard, securely fasten the strap end
to your wrist. Make surethewrist guard directly touches the skin. When the strap is
secured to your wrist, attach the alligator clip on the other end of the wrist guard to a
grounded surface. To insure against ground faults, wear awrist guard that contains a
IMQ (one megohm) resistor.

» Always store modules in their original packaging.

* Never operate the PowerHub 6000 with exposed slots or daughter card positions.
Operating the unit without cover plates installed over unused openings voids the
warranty.

» Never remove amodule from its protective packaging or from achassis until you, the
chassis, and the work surface are properly grounded. If the work surface is metallic,
you can ground it by attaching a wire from the surface to the electric ground in the
building. If the work surface is not metallic, use a ground-conductive rubber mat as
your work surface.

NOTE: Low humidity levels can increase the danger of electrostatic discharge. Use
extra caution if the PowerHub 6000 isin alow-humidity environment.

» After you, the chassis, and any |oose components are grounded, touch the chassis or
work surface containing the component, before touching the component itself. Inthis
way, you neutralize any charge before it can damage the component. Note that you
and the chassis or other surface must be grounded for this to be effective.

» Handle the modules only by their edges. Never directly touch components on the
modules.
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4.1.3 Connector Pins

Use care when handling modules that have connector pins. Some modules, such as
the daughter cards that fit on the Packet Engine, contain many small pins that plug into
headersin other modules. These pins can be easily bent if you drop or slide the module, or
if you mis-align or use excessive force to seat the modul€' s pinsin a header.

Pin damage caused by mishandling is not covered by your warranty. |f you do
accidentally bend a pin, you sometimes can prevent the pin from becoming broken by
carefully bending it back into position before attempting to seat the module.

4.1.4 Care of Fiber-Optic Systems and Cables

If you plantoinstall a10Base-FB or a10Base-FL NIM or EMA, or one of the optional
FDDI daughter cards, you need to read this section; otherwise, skip this section.

In addition to the general precautions discussed in Section 4.1, fiber-optic systems
require some additional precautions. Always use care when connecting fiber optic cables.
Although they look like standard copper cables, they are delicate. Avoid repeated sharp
bending of fiber optic cable since it can cause micro-cracking of the glass fiber. Be
particularly careful of the open ends of the uncovered connectors. Make sure that the
connector surfaces are not dragged along the floor or dropped onto hard or abrasive
surfaces. We recommend that you keep the factory supplied dust coverson all unused fiber
connectors and PowerHub optical components.

4.2 REQUIREMENTS

Before you begin installing your PowerHub 6000, make sure the area in which you
plan to install it meets the following environmental and power requirements.

4.2.1 Environment

The PowerHub 6000 is designed to operate within ambient temperatures of 0° to
40° C (32° to 104° F) and at 10 to 90 percent relative humidity, non-condensing. The
corresponding storage requirements are —20° to 55° C (—4° to 131° F) and 90 percent
maximum relative humidity, non-condensing.

To ensure adequate air flow for cooling, the PowerHub 6000 requires at least 3"
clearance on each side. Operating the hub without adequate clearance for cooling may void
the warranty.
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4.2.2 Power

Each PowerHub 6000 requires one power supply to run, but contains a bay for a
A second (redundant) power supply.

The power supply requires an input voltage of 85 - 132 VAC (or 180 - 264 VAC at

47 - 60 Hz). The power supply runs on a standard 110-volt AC or a 220-volt AC power
source, and automatically detects the input voltage. You never need to set jumpers or
switches when setting up for an alternative power source.

The power supply draws a maximum of 5A at 110 volts or 2.5A at 220 volts. Make
sure the area in which you plan to install the hub provides an AC outlet meeting these
specifications. The PowerHub 6000 is shipped with athree-wire power cord that matches
the power receptacles used in the destination country.

4.2.2.1 Redundancy

The redundant power supply providesabackup if the primary power supply ever fails.
If the PowerHub 6000 does not have a redundant power supply and the primary power
supply fails, the hub shuts down, interrupting network service.

See Section 5.1.1 on page 73 for instructions on installing a power supply.

4.3 INSTALLATION

To install the PowerHub 6000, perform the following procedures:
* Install the chassis, either on atabletop or in an equipment rack. (See Section 4.3.1.)

 Attach a“dumb” management terminal or modem (configured for 9600 baud) to the
Packet Engine. (See Section 4.3.2 on page 55.)

» Power on the hub. (See Section 4.3.3 on page 59.)

* If needed, configure the software boot source (Flash Memory Module, TFTP server,
or both; the default is Flash Memory Module). (See Section 4.3.4 on page 60.)

» Boot the software. (See Section 4.3.3 on page 59.)

* Run the diagnostic self-tests. (See Appendix A.)

* Attach your network segmentsto the hub. (See Section 4.3.6 on page 65.)
» Make abackup copy of the software. (See Section 4.3.6 on page 65.)

The following sections contain procedures for performing each of these tasks.
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4.3.1 Installing the Chassis

This section describes how to install the PowerHub 6000 chassis.

The PowerHub 6000 chassisis 5-1/4" tall (5-1/2” when the rubber feet are installed),
17-1/2" deep, and 17" wide without its rack-mounting ears. Y ou can install the PowerHub
6000 in any one of the following ways:

* On atabletop.

* Inastandard 19" equipment rack using one of the following:

* Front-mount brackets, for closed-frame racks.

» Center-mount brackets, for open-frame racks.

4.3.1.1 Tabletop

The PowerHub 6000 is compact enough to be mounted on atabletop. To install the
chassis on a tabletop, prepare enough space on the tabletop to alow at least 3" of open
gpace around the sides and in front of the chassis, then place the chassis in the space you
prepared.

4.3.1.2 Closed-Frame Rack

The PowerHub 6000 can be mounted in a standard 19" closed-frame rack using the
small angle brackets and the screws supplied in the Brackets Package shipped with your

hub.

For thistype of installation, you need:

» Two closed-rack mounting brackets. These mounting brackets are smaller than the
open-frame brackets and each have four screw holes for the PowerHub chassis and
two screw holes for the rack.

» Four 12-24 1/2" pan-head screws, two for each bracket.
» Eight 6-32 3/8" flat-head screws.

A #2 Phillips-head screwdriver.
A flat-head screwdriver.

Toinstall the chassisin a closed-frame rack:

D

(2)
3

(4)

Carefully place the PowerHub chassisonitsside, so that you can freely accessthe
four rubber feet on the bottom.

Use the #2 Phillips-head screwdriver to remove the rubber feet.

Use the #2 Phillips-head screwdriver to remove the four 6-32 3/8" flat-head
screws from one side of the front of the chassis.

Align one of the closed-frame brackets over the screw holes, making sure the
flange is behind the front of the chassis.
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(5)

(6)
(7)

4.3.1.3 Open-Frame Rack

CH. 4

Usethe#2 Phillips-head screwdriver to insert the four 6-32 3/8” flat-head screws.
Do not over-tighten the screws; they should be hand tight.

Repeat steps 3-5 on the other side of the chassis for the other bracket.

When both brackets are installed, carefully lift the chassisinto the rack, align the
screw guidesover the holesin the rack, then use the flat-head screwdriver to insert
the four 12-24 1/2" pan-head screws provided. The screws go into the mounting
holes in the brackets.

The PowerHub 6000 can be center-mounted in a standard 19” open-frame rack using
the large angle brackets supplied. For this type of installation, you need the following

items:

e Two open-rack mounting brackets. These mounting brackets are larger than the
closed-frame brackets and have twelve screw holesfor the PowerHub chassis and four
screw holes for the rack.

o Four 12-24 1/2" pan-head screws, two for each bracket.
» Eight 6-32 3/8” flat-head screws. (These are already in the chassis.)

A #2 Phillips-head screwdriver.
A flat-head screwdriver.

Toinstall the chassis in an open-frame rack:

D

(2)
3

(4)

()

(6)
(7)

Carefully place the PowerHub chassisonitsside, so that you can freely accessthe
four rubber feet on the bottom.

Use the #2 Phillips-head screwdriver to remove the rubber feet.

Use the #2 Phillips-head screwdriver to remove the two 6-32 3/8" flat-head
screws from one side of the front of the chassis.

Align one of the open-frame brackets over the screw holes, making surethe flange
is behind the front of the chassis.

Usethe#2 Phillips-head screwdriver to insert the four 6-32 3/8” flat-head screws.
Do not over-tighten the screws; they should be hand tight.

Repeat steps 3-5 on the other side of the chassis for the other bracket.

When both brackets are installed, carefully lift the chassisinto the rack, align the
screw guides in the bracket flanges with the screw holes in the rack, then use the
flat-head screwdriver to insert the four 12-24 1/2" pan-head screws provided.
The screws go into the mounting holes in the brackets.
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4.3.2 Connecting the Management Terminal or Modem to the Hub

You attach your management terminal or modem to the PowerHub 6000 using an
RS-232 cable. The PowerHub 6000 is shipped with an RS-232 cable assembly kit, which
contains parts to assemble the cable. Asshown in Figure 4-1, one end of the cable plugs
into the PowerHub TTY1 port. The other end of the cable plugs into the DTE or DCE
connector you assemble using the following procedure.

T
maragerment
termiral

R.J-4% plug

To PowerHub TTY1 port

&
<«

B-concuctor flat
telephone cabe

T
marageent
farmiral

FIGURE 4-1 How to connectthe PowerHub 6000 to your management terminal or modem.

NOTE: Thefirst time you log on to the hub, the modem or management terminal
attached to TTY1 must be set to 9600 baud.

To connect a management terminal or modem to the PowerHub 6000:

(1) Determine the type of connector shell you heed for the management terminal or
modem side of the connection. For example, if you are using a terminal whose
serial port is afemale DB-9 (D-shaped, with nine pin holes), you need the male
DB-9 connector shell.

(2) Select the RJ-45 cable and the DB-9 or DB-25 connector shell that fits your
terminal or modem seria port from the assembly kit.

(3 Using Table 4-2 and the appropriate figure from the following pages (Figure 4-2
through Figure 4-5) as guides, assemble the connector. For example, if you need
a DB-9 connection to a PC DTE, and you want to incorporate the null-modem
function into your cable, use the DB-9 and DCE columns of Table 4-2 and use
Figure 4-4.

(4)  Settheseria port on your modem or management terminal to 9600 baud.

(5) Plug the R}45 connector at one end of the supplied cable into the TTY1 port (see
Figure 4-1).
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(6) Plug the other RJ-45 connector on the RS-232 cable into the connector you have
just assembled. Plug the DB-9 or DB-25 connector into the serial port on your
management terminal or modem. |f the management terminal or modem port is
wired as DTE, use a null modem or some other means to swap the signal pairsin

the RS-232 cable:

OTE OTE

signal signal
THD THD
RxD RxD
DTR DTR
DCR DCR
RT3 RT3
CTS CTS

One way to do this is simply to wire the connector or management terminal as

?’EELE 4-1 RS-232 pinout reference for the PowerHub TTY port.

TTY1Signal RJ-45 Pin No. Direction

TXD 6 ouT

RXD 3 IN

GND 4 —

DTR 7 ouT

DCD 5 IN

RTS 8 ouT

CTS 1 IN

TABLE 4-2 RS-232 (TTY) pinout reference for terminal and modem.

RJ-45Pin No.* | Terminal Signal DB-25 DB-9 Modem Signal DB-25 DB-9
(DTE) Pin Pin (DCE) Pin Pin
No. No. No. No.
6 (Yellow) TXD 3 2 TXD 2 3
3 (Black) RXD 2 3 RXD 3 2
4 (Red) GND 7 5 GND 7 5
7 (Brown) DTR 6 6 DTR 20 4
5 (Green) DCD 20 4 DCD 8 1
8 (White) RTS 5 8 RTS 4 7
1 (Blue) CTS 4 7 CTS 5 8
2 (Orange) na nfa n/a DSR 6 6
* The colorsrefer to the wires inside the connector shells, not to the wiresin the cable itself.
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DB-9 (DTE)

key: B=Blusi1)
O =Orange (2]
k= black (3)
R =Red$

G =Green(s)
T = Tellow (6)
M = koot (7)
W = Whits 13

cut this wire

DB-25 (DTE)

key: B=Bluei)
0 =Orange (2]
k= black (3}
R =Red(

G =Green(s)
T = Tellow (6]
M = bt (1)
W = vhite (8)

cut this wire

FIGURE 4-3 Pin assignments for DB-25 DTE (to terminal device) connector.
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Kew: B=Bluz(1)
O =Orange (2
K = blackl (3)
R =Red(4
G =Green ()
T = Tellew (6)
M = bt (7]
W = hibe (8]

DB-9 (DCE)

key: B=Ble(1)
0 = 0range (2)
K = black {3}
R =Red(4
G = Green ()
T = Tellow ()
M = browtd (7]
W = Y'hite 18

DB-25 (DCE)

DE-25 male

FIGURE 4-5 Pin assignments for DB-25 DCE (to modem device) connector.
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4.3.3 Powering on the Hub

To power on the PowerHub 6000:
A @

(2)

3

(4)

Make sure the chassis contains at least the primary power supply. The primary
power supply goes in the power supply bay labeled PS1.

Make sure all unused slots and bays in the chassis are covered with their cover
plates.

Plug the power supply cable into the power supply, then into a grounded circuit
capable of supplying the required amount of current.

Switch on the power supply. If the chassis contains two power supplies, switch
them both on at the sametime. Note that the second power supply isupside down
relative to the primary supply. Make sure you are setting the switch on both

supplies to the on position.

NOTE: If your chassis contains two power supplies, make sure you always turn both of
them on at the same time. Moreover, if you need to power down the PowerHub 6000,
make sure you switch both power supplies off at the sametime.

seconds.

As soon as you turn on the primary power supply, the hub performs alamp test and
a power-on self test. During the lamp test, al the LEDs are illuminated for about five
If any of the LEDs fails to light during the lamp test, repeat the procedure
above. If the LED again failsto light, contact FORE Systems TAC.

During the power-on self-test, the hub displays messages similar to the following.

FORE Systens Power Hub 6000 Packet Engi ne
Promversion: 2.5 (sl1.61) 1995.04.19 09: 35
| -cache 16K K

entering cached code

| -cache execution K

D-cache 4K K

SRAM 128K K

DRAM . ............. 7680K OK

Shared Mermory . ..2048K OK

Entering Monitor

Flashlinit: found 2MB Fl ash Mermory Modul e
Board Type: 6PE , CpuType: MCPU, Instance: 1
Et her net address: 00-00-ef-01-e4-80

(normal start)

Hit any key now to abort boot : [5]:

When the hub completes the lamp test and power-on self test, the Boot (B) LED on
the Packet Engine flashes to indicate that the hub is attempting to boot the software.
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If the boot process is successful, a command prompt such as the following is
displayed:

1: Power Hub: mai n#

If you abort the boot process or an error occurs during booting, the software does
not boot. Instead, the following prompt is displayed:

<PROM 6pe>

To resume the boot process, issue the following command at the <PROW 6pe>
prompt:

b [net|fm

where:

net Boots from the network. (Y ou must configure the hub for netbooting.)

fm Boots from the Flash Memory Module.

If you do not specify a boot source, the boot order configured in NVRAM is used.
If you have not configured a boot order, the system attempts to boot first from the Flash
Memory Module, then from the network. If your chassis does not contain the Flash
Memory Module and you have not yet configured for network booting, see Section 4.3.4
on page 60.

4.3.4 Configuring the Boot Source

You can configure the PowerHub 6000 to boot the software from either of the
following sources:

» Flash Memory Module.
* BOOTP/TFTP server (network booting or “netbooting”).

The hub is configured at the factory to first attempt to boot from the Flash Memory
Module, then from the network. You can configure the hub to use one method
exclusively, or to try one method first, then the other method.

NOTE: The procedures in the following sections help you configure asingle
PowerHub 6000 for netbooting. 1f you want more detailed information about
netbooting, or you want to configure multiple hubs for netbooting, read Appendix B
before continuing with this section.
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4.3.4.1 Specifying the Boot Sourcein NVRAM

Y ou can configure the PowerHub 6000 to boot exclusively from the Flash Memory
Module, exclusively from the network, or you can configure the hub to attempt both
methods in the order you specify. When you configure the hub to try both methods, the
hub always tries the primary method first, but if this method fails, it tries the secondary
method. The hub is configured at the factory to attempt to boot from the Flash Memory
Module first, then from the network.

To specify the boot source:
(1) If you have not already done so, power on the hub.

(2) Type the following command at the runtime command prompt (or the
<PROM 6pe> prompt; the command can be issued at either prompt), then press
Enter:

nvram set bo <val ue>

where:

<val ue> Specifies the boot order. Y ou can specify one of the following:
m Attempt to boot only from Flash Memory Module.
n Attempt to boot only from the network.

m  Attempt to boot from the Flash Memory Modulefirst. If this
attempt is unsuccessful, then boot from the network. (Thisisthe
default.)

nm  Attempt to boot from the network first. If thisattempt is
unsuccessful, then boot from the Flash Memory Module.

NOTE: If you specify both boot sources, make sure the cf g (default configuration)
filein the Flash Memory Module and its counterpart that you install on the TFTP server
match. Otherwise, the hub’s configuration might differ depending upon the boot
source.

4.3.4.2 Configuring for Network Booting

The steps required to configure for netbooting the PowerHub 6000 differ depending
upon whether the hub and the boot server are on the same subnet or on different subnets.
The subnet can be a single segment or multiple segments connected by bridges.

* If the PowerHub 6000 and the boot server are on the same subnet, use the procedure
in Section 4.3.4.3 on page 62 to implement point-to-point netbooting.

 If the PowerHub 6000 and the boot server are on different subnets, use both the
procedure in Section 4.3.4.3 on page 62 and the procedure in Section 4.3.4.4 on
page 64 to implement cross-gateway netbooting.

Unless you specified the boot source in the procedure in Section 4.3.4.1 on page 61
as m (Flash Memory Module only), you must perform one of the procedures in the
following sections.
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NOTE: The following procedures recommend specific pathnames for storing the
PowerHub 6000 system software, boot definition, and configuration files. Use
pathnames that are legal on your TFTP server, but make sure the pathnames are used
consistently. For example, you will need to copy theboot def (boot definition) file
onto the TFTP server and specify the pathnamesin theboot def file. The pathnames
intheboot def file must match those specified on the server. Alternatively, you can
install all thefilesin the TFTP home directory.

4.3.4.3 Point-to-Point

To configure the PowerHub 6000 and the boot server for netbooting the hub, you
must:

(1) Configurethe TFTP server asfollows:

» Copy the system software image file (6pe) and boot definition file (boot def)
from a software diskette onto the server. If you plan to install them inthe TFTP
home directory, skip the next bulleted item.

e |f you want to set up separate TFTP subdirectories for the software image file,
boot definition file, and configuration file, then create the following
subdirectories:

forel/ ph/images/6-2.6.3.0
fore/ ph/ configs

Copy the image file (6pe) into the 6- 2. 6. 3. 0 subdirectory. Copy the boot
definition file (boot def ) and the configuration file (when you create one)
into the conf i gs subdirectory. (Section 4.3.8.2 on page 68 describes how to
create aconfiguration file and save it on the TFTP server.)

» Edit the boot definition file (boot def ) you copied onto the server to contain the
pathname and file name of the configuration file and the pathname and file name
of the 6pe file. Hereisan example.

%start 1

fore/ ph/ confi gs/ 0000EF014A00. cfg c
forel/ ph/i mages/ 6-2. 6. 3. 0/ 6pe m
Wend 1

In this example, the PowerHub 6000's MAC-layer hardware address is used for
<file-nane> in the configuration file name. Note that your hub’s
MAC-layer hardware address is unique (see the label on the front of the
chassis). The procedures in Section 4.3.8 on page 67 describe how to save
your PowerHub configuration into a configuration file. When you save the
configuration to the TFTP server, make sure you save the file under the name
you specify herein the boot definition file.

NOTE: If your system contains the FDDI daughter card, make sure you edit the
appropriate boot definition file: boot def . f di .
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Configure the BOOTP server or the Packet Engine's NVRAM to contain the
following information. If you need to configure only one PowerHub system, you
might want to configure all these values into NVRAM. By doing so, you avoid
needing to configure the BOOTP server. However, if you plan to configure many
PowerHub systems for netbooting, we recommend configuring these values on
the BOOTP server instead.

Client hub’s I P address.

Client hub’ s subnet mask.

Gateway’s IP address (if the client hub and server are on different subnets).
TFTP server’s | P address.

Name of the boot definition file (often called boot def ) you plan to use to boot
theclient hub. You install thisfile on the TFTP server, but specify the name on
the BOOTP server or in NVRAM. Note that the boot definition file is neither
the imagefile (6pe) nor a configuration file (such ascf g).

To configure these values on your BOOTP server, see the documentation for
your BOOTP server.

To configure these values in NVRAM, issue the following commands on the
PowerHub 6000. Y ou can issue these command from the <PROW 6pe> prompt
or the runtime prompt:

nvram set nyip <val ue>

where:

<val ue> Is the PowerHub 6000’s IP address. Specify the address in
dotted decimal notation (ex: 147.128.16.1).

nvram set nysm <val ue>
where:

<val ue> I's the PowerHub 6000’ s IP subnet mask. Specify the mask in
dotted decimal notation (ex: 255.255.255.0).

nvram set gwi p <val ue>
where:

<val ue> Is the gateway router’s IP address. Specify the address in
dotted decimal notation (ex: 147.128.16.2).

nvram set fsip <val ue>
where:

<val ue> Isthe TFTP server's IP address. Specify the address in dotted
decimal notation (ex: 147.128.16.3).

nvram set netbdfil e <val ue>
where:

<val ue> Is the name of the boot definition file on the TFTP server.
Specify a name that is meaningful to the TFTP program on the
server. For example, if the server contains a subdirectory
called f or e and this directory is specified as the TFTP home
directory, do not specify f or e as part of the file name.

400-1464-0001, Rev C, Issue 1,V 2.6 PowerHub 6000 Installation and Configuration Manual



64 INSTALLING THE HUB

3

(4)

4.3.4.4 Cross-Gateway

CH. 4

Connect the PowerHub 6000 to the boot server (or intervening gateway) by
attaching a network cable from the server to a segment on the PowerHub 6000.

If the chassis contains BNC segments, make surethey are properly terminated. To
terminate a BNC segment, set the switch on the segment to the terminated (T)
position.

Cross-gateway netbooting refers to a netbooting configuration in which the
PowerHub 6000 (boot client) and the boot server are separated by a gateway router. The
configuration steps for cross-gateway netbooting include the steps for point-to-point
netbooting. In addition, configuring for cross-gateway netbooting requires one of the
following steps:

 If the gateway has a boot helper service, configure the gateway to help BOOTP
packets sent by the client PowerHub 6000 to reach the BOOTP server.' If the gateway
is another PowerHub Intelligent Switching Hub, usethei p add- hel per command
on the gateway to configure a helper address.

* If the gateway does not contain a boot helper service, configure the following values
in the client PowerHub 6000's NVRAM:

Client hub’s I P address.

Client hub’ s subnet mask.

Gateway’s IP address (if the client hub and server are on different subnets).
TFTP server’s | P address.

Name of the boot definition file.

The commands for configuring these values are described in Step 2 in the procedure
in Section 4.3.4.3 on page 62.

To configure for cross-gateway netbooting:

D

(2)

If you have not aready performed all of the stepsin Section 4.3.4.4 on page 64,
do so now.

If the gateway that separates the PowerHub 6000 from the TFTP server is another
PowerHub I ntelligent Switching Hub, make sure the segment on the gateway hub
that connects to the PowerHub 6000 is configured as an IP interface. If the
gateway hub’'s segment does not have an IP interface, configure one using the
following command on the gateway PowerHub system:
ip add-interface|ai <seg-list> <IP-addr>
[ <subnet - mask> [ br 0| br 1]
[[ cost <cost>]]

The command arguments are described in Step 3 in Section 4.3.8.2 on page 68.

1. Boot helper services are sometimes called |P helper services or UDP helper services. The PowerHub software contains a
feature called IP Helper that provides boot helper services.
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(3) Issue the following command on the gateway PowerHub system (not on the
PowerHub 6000 you are installing):

i p add- hel per|ah <seg-list> all <IP-addr>

where;

<seg-list>|all Specifies the segment(s) that connect the gateway
hub to the PowerHub 6000. You can specify
multiple segments or al | for all segments. If the
segment list is set to al |, then the IP address is
assigned to al valid segments in the system.

<l P- addr > Specifies the helper address. Y ou must specify the IP
address of the TFTP server (not the gateway hub or
the PowerHub 6000) as the helper address.

4.3.5 Running Additional Self-Tests

The PowerHub 6000 is shipped with test scripts that let you verify the complete
functional operation of the system at maximum performance. These self-tests are in
addition to the lamp test and power-on self-test the hub performs each time you power it
on. You do not need to run these additional self-tests each time you power on.

The additional self-tests should be run only when the hub is not carrying live network
traffic. Also, one of these self-tests requires that you first remove al network segment
cables and install loopback cables. Accordingly, you might want to run these self-tests
now, before attaching your network cables to the hub.

See Appendix A for information on running the self-tests.

4.3.6 Attaching Network Segments

To attach your network segments to the PowerHub 6000, simply plug the segment
cables into the appropriate segment connectors on the hub. Make sure to set the
termination switch on all BNC segments (if the hub contains any) to T (terminated) or U
(unterminated) as required by your network configuration.

4.3.7 Enabling Automatic Segment-State Detection

As described in Section 1.2.12 on page 15, the automatic segment-state detection
feature monitors the state (up or down) of a segment attached to the hub. If the segment
state changes, the feature automatically enables or disables bridging and routing on the
segment and marks the change in table displays.

Thedefault setting for the automati c segment-state detection feature differs depending
upon the segment type. Table 4-3 lists the default setting for each segment type.
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TABLE 4-3 Default setting for automatic segment-state detection.

Segment Type Default

10Base-FB Enabled
10Base-FL Enabled
10Base-T (UTP) Enabled
100Base-FX Enabled
100Base-T4 Enabled
100Base-TX Enabled
AUI Disabled
BNC/BNCT Disabled
FDDI Enabled

MAU Enabled

After you attach your network segments, you must enable the feature on al UTP
segments before attempting to use the PowerHub 6000. See Section 9.5.4 on page 167
for a complete description of the automatic segment-state feature.

To enable automatic segment state detection, issue the following command:
autoportstate|aps [<seg-list>all enl|dis [<threshol d>]]

where:
<seg-list>| all

enl|dis

Specifies the segment(s) for which you want to enable or disable
automatic segment-state detection.

Specifies whether you are enabling or disabling automatic
segment-state detection on the specified segments.

NOTE: You must enable automatic segment-state detection on all 10Base-T segments.
The Ethernet controllers refuse to transmit packets on any segment that does not have a
“good” link status. As a result, buffers can become “stuck” on the output queue of
10Base-T segments that do not have a“good” link status. This can adversely affect the
performance of the rest of the hub. By enabling automatic segment-state detection, you
can prevent buffers from being enqueued on the segments, and alow any enqueued
buffers to be recovered if the segments go down.

<t hr eshol d>
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For AUl segments, specifies the “loss-of-carrier threshold”; that is,
the number of times aloss of carrier must be detected in a 1-second
period for the segment to be considered down and therefore be
disabled by the software.

For BNC segments, specifiesthe “idle period threshold”; thet is, the
number of seconds during which the segment must remain idleto be
considered down and therefore be disabled by the software.
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The default is 10 for AUI, or 5 for BNC. Thisargument does not
apply to other media types, such as 10Base-T and 10Base-FL.

NOTE: The threshold setting applies only to AUl and BNC segments.

4.3.8 Saving the PowerHub Configuration

When you use software commands to change the PowerHub 6000 configuration,
the hub does not retain these changes after you power down or reboot the system.
(However, changes made to the NVRAM are saved.) You can preserve configuration
changes by saving them to a configuration file.

When you boot the PowerHub 6000, the software looks for a configuration file on
the device you specified as the boot source. When the configuration file is read by the
hub, the configuration changes you saved in the file are reinstated on the hub. The
configuration file name is specified in the boot definition file:

* If the software is booted from the Flash Memory Module, the boot def file on the
Flash Memory Moduleidentifiesafile name on the module. By default, theboot def
file identifies the name cf g. (You can change the default configuration name in the
boot definition file by editing thefile.)

 If the software is booted from a BOOTP/TFTP server, the boot definition file
identifies a file named <fi/l e- nane>. cf g, where <fi | e- nane> identifies the
PowerHub system. Depending on how you configure for netbooting, you can specify
a descriptive string or the hub’s MAC-layer hardware address. See Section B.4 on
page 238 for details.

NOTES: If you plan to use both the Flash Memory Module and a boot server as boot
sources, we recommend that you issue the commands described in both sections
below. You can avoid potentia problems by always ensuring that the configuration
files on both boot sources match.

4.3.8.1 Flash Memory Module
To save the current configuration onto the Flash Memory Module:

(1) Boot the software, if you have not already done so. Following the boot messages,
acommand prompt similar to the following is displayed:

1: Power Hub:

NOTE: The software must be successfully booted before you can save the
configuration. Y ou cannot save the configuration from the <PROM- 6pe> prompt.

400-1464-0001, Rev C, Issue 1,V 2.6 PowerHub 6000 Installation and Configuration Manual



68 INSTALLING THE HUB CH. 4

(2) Typethefollowing command at the prompt, then press Enter:

mgnt savecfg cfg

This command saves the configuration into a file named cf g. You can specify
any DOSlike file name. (See Section 9.6.1 on page 176 for information on file
naming conventions.) If you specify a name that does not match the name in the
boot def file (the default is cf g), you must load the configuration manually
each time you boot the software by using the ngnt r eadcf g command. (See
Section 9.8.3 on page 190.)

4.3.82 TFTP Server

To save the PowerHub configuration file onto a TFTP server, you can do either of
the following:

» Save the configuration file to the Flash Memory Module using the procedure in
Section 4.3.8.1 on page 67. Use the ZMODEM commands in the boot PROM to
transfer the files to a PC or Macintosh. (See Section 10.7.1 on page 207 for a
description of the ZMODEM commands.) Copy the configuration file from the PC or
Macintosh onto a diskette, then copy the file from the diskette to the server. This
method requires more time than using TFTP, but does not require that you define an
IP interface.

» Define an IP interface on the PowerHub segment attached to the TFTP server, then
use the PowerHub TFTP software to save the configuration into afile on the server.
Thisfollowing procedure describes how to do this.

(1) Boot the software, if you have not already done so. Following the boot messages,
acommand prompt similar to the following should be displayed:

1: Power Hub:

NOTE: The software must be successfully booted before you can save the
configuration. Y ou cannot save the configuration from the <PROM 6pe> prompt.

(2) Attach asegment cable from the PowerHub system to the TFTP server.
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(3) Define an IP interface on the segment that connects the hub to the server by
issuing the following command.

ip add-interface|ai <seg-list> <IP-addr>
[ <subnet - mask> [ br 0| br 1]
[[ cost <cost>]]
where:
<seg-list> Specifies the segment(s) to which you are assigning the | P
address. Y ou can specify asingle segment, a
comma-separated list of segments, a hyphen-separated range
of segments, or al | for all segments. If you specify multiple

segments, you createaVLAN. (See Appendix D in the
PowerHub Software Manual, V 2.6 (Rev C).)

<l P- addr > Specifies the | P address you want to assign to the specified
segment(s). The IP address must be in dotted-decimal
notation (four decimal numbersintherange0—255 separated
by dots).

<subnet - mask> Specifies the subnet mask. If a particular network uses IP
subnet addressing, then the subnet mask should be specified
here using dotted-decimal notation. Otherwise, the system
usesadefault subnet mask equal to the“natural” subnet mask
for the particular class of address.

brO| br1 Specifies the style of broadcast address on a
segment-by-segment basis:

» When you specify br 0, the hub sendsan “all-0s’ broadcast.
Thismeansall bitsin the host segment of the addressare Os.

* When you specify br 1, the hub sends a standard “all-1s”
broadcast. This means al bits in the host segment of the
address are 1s. Thedefaultisbr 1.

cost <cost > Specifies an additional cost of using the subnet interface.
Thisisthe number of extrahopsto the destination. Therange
is1 through 14. (The router decrements an IP packet's
time-to-livefield at each hop.) Thedefault iszero. Whenthe
hub reports this subnet using RIP, it adds the additional cost
to the reported metric.

(4) EnablelP forwarding by issuing the following command: i p set i fw
(5) Typethefollowing command at the prompt, then press Enter:

tftp svcfg [-h <host>] <renfile>
where:

-h <host > Specifies the IP address of the TFTP server. Unless
you have aready specified a default TFTP server
usingthet ft p set command, you need to include
this argument. For information on thet ft p set
command, see the Power Hub Software Manual, V 2.6
(Rev C).
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<renfil e> Specifies the configuration file name. Specify a
name that is meaningful to the TFTP program on the
server.  For example, if the server contains a
subdirectory called fore and this directory is
specified as the TFTP home directory, do not specify
f or e aspart of the file name.

NOTES: Thiscommand savesthe IP interface you defined in Step 3.

Some TFTP servers require that the remote file name exist on the server before you
can write to that file name. If your server requires that the file name already exist,
create a short file (named the same as your configuration file) on the server, then
specify that filenamefor <renfi | e>.

Also, on some TFTP servers, including servers running Sun/OS 4.x, files that you
overwrite on the server are not properly truncated. When you overwrite an existing
file on the TFTP server, if the older version of the file is longer than the new file, the
older version is not truncated properly by the server. As a result, the new version of
the file contains part of the older version of thefile.

If the configuration file name you specified in the boot definition file on the server
islonger than eight characters, you can copy the file to the server using a DOS-like name,
then rename the file on the server to match the file name you specified in the boot
definition file.
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5 Changing the Hardware

This chapter contains procedures for installing or removing the following PowerHub
6000 chassis components:

» Power supply. (See Section 5.1 on page 72.)

» Packet Engine. (See Section 5.2 on page 74.)

» Daughter card. (See Section 5.3 on page 77.)

» Fash Memory Module. (See Section 5.5 on page 81.)

o Packet Accelerator. (See Section 5.6 on page 85.)

« DRAM upgrade. (See Section 5.7 on page 88.)

* UMM (Universal MediaModule). (See Section 5.8 on page 90.)

* EMA (Ethernet Media Adapter, a daughter card on the UMM). (See Section 5.9 on
page 93.)

» Packet Channel backplane. (See Section 5.10 on page 99.)
* NIM (Network Interface Module). (See Section 5.11 on page 102.)
In addition, this section describes how to change the setting of the Lock Switch
jumper. (See Section 5.12 on page 103.)

None of the procedures in this chapter are required for basic installation of the
PowerHub 6000. For instructions on installing the PowerHub 6000, see Chapter 4.

All of these procedures can be performed while the chassis is in its equipment rack.
However, if you would prefer to perform a particular procedure with the cover removed
from the chassis, use the procedure in Section 5.13 on page 106 for removing and
re-installing the chassis cover.
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CAUTIONS: Electrostatic discharges (shocks) can permanently damage the
PowerHub 6000’ s el ectronic components. Carefully read all of Section 4.1 on page 49,
“Safety Precautions,” before you perform any of the procedures in this chapter.

To prevent personal injury or damage to the PowerHub components, always turn off the
power supplies and disconnect the power cables before performing these procedures.

After turning off the power to the system, wait around thirty secondsfor the cooling fans
to stop before opening the chassis. The fans are located on the right side of the chassis.

Some procedures require the use of a#2 Phillips-head screwdriver. Do not use a

#1 Phillips-head screwdriver for these procedures; it can strip the screw heads. A

#2 screwdriver islarger than a#1 screwdriver and can be identified by itstip, whichis
flat rather than pointed.

5.1 POWER SUPPLY

The following procedures describe how to install and remove a power supply. For
A reference, Figure 5-1 shows how a power supply is instaled in the PowerHub 6000
chassis.

FIGURE 5-1 How a power supply fits into the PowerHub 6000 chassis.
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5.1.1 Installing a Power Supply

For this procedure, you need a#2 Phillips-head screwdriver.
Toinstall a power supply:

(1) If acoverplate isinstalled over the power supply bay, use the #2 Phillips-head
screwdriver to remove the coverplate and store it in a safe place.

(2) Plug the two connectors into the matching sockets on the power backplane, as
shown in Figure 5-2. The connectors are keyed and fit only one way onto the
sockets. Make sure you plug the connectors into the sockets on the same side as
the power supply.

FIGURE 5-2 Where the power supply cables plug into the power backplane.

(3 After you plug the connectors into the appropriate sockets on the power
backplane, insert the power supply all theway into the bay. Make sure the power
supply cables are not accidentally pinched by the power supply. Note that the
secondary power supply isinstalled upside down relative to the primary supply.
Make sure you install the supply according to the orientation shown in Figure 5-3
on page 74.
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FIGURE 5-3 Rear view of PowerHub 6000 chassis, showing power supplies.

(4) Usethe#2 Phillips-head screwdriver to insert the six screwsthat secure the power
supply to the chassis, as shown in Figure 5-1.

5.1.2 Removing a Power Supply

For this procedure, you need a#2 Phillips-head screwdriver.
To remove a power supply:

(1) Remove the screws that secure the power supply to the chassis, as shown in
Figure 5-1.

(2)  Unplug the two connectors from the power backplane.

(3) Usethe procedure in Section 5.1.1 on page 73 to install a new power supply. If
you do not plan to install a new power supply, use the screws you removed to
install a cover plate (part # 171-1213-0001) over the empty power supply bay.

5.2 PACKET ENGINE

The following procedures describe how to install and remove the Packet Engine.

5.2.1 Installing the Packet Engine

This procedure assumes that no UMM or NIMs are currently in the chassis. If the
chassis containsthe UMM or aNIM, carefully remove these modul es using the appropriate
procedures in this chapter:

» Toremove aNIM, usethe procedurein Section 5.11.1.

» Toremove the UMM, use the procedure in Section 5.8.1.
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For this procedure, you need the following:
» A regular flat-head screwdriver.

* A #2 Phillips-head screwdriver (if the Packet Engine contains the Packet Channel
backplane).

e An ESD wrist-strap.

* If you plan to remove components, you aso heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

To ingtall the Packet Engine:

(1) If the Packet Engine contains the Packet Channel backplane, use the flat-head
screwdriver to removethe coverplates from the middle and top slotsin the chassis,
if these coverplates are installed.

(2) Aligntherear of the Packet Engine in the bottom of the chassis, then gently slide
the Packet Engineinto the slot.

(3) If the Packet Engine contains the Packet Channel backplane, use the
#2 Phillips-head screwdriver to tighten the two thumbscrews that secure the
backplane to the chassis.

(4) Usetheflat-head screwdriver to tighten the screws on the front panel of the Packet
Engine.

(5) If you plan to install the UMM or a NIM in the chassis, use the appropriate
procedure in this chapter:

* Toinstal aNIM, use the procedure in Section 5.11.1.
* Toingall the UMM, use the procedure in Section 5.8.1.

Otherwise, use the flat-head screwdriver to replace any coverplates you
removed. For an UMM or NIM, use coverplate part # 171-1207-0001.

NOTE: Make sureyou install the appropriate cover plates over all unused slots, EMA
positions, and power supply bays.
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5.2.2 Removing the Packet Engine

For this procedure, you need the following:

» A regular flat-head screwdriver.

» A #2 Phillips-head screwdriver (if the Packet Engine contains the Packet Channel
backplane).

* An ESD wrist-strap.

* If you plan to remove components, you also heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

To remove the Packet Engine:

D)

If the top dlot in the chassis contains a NIM, remove it using the procedure in
Section 5.11.2.

IMPORTANT: You must remove the modules from the top down. That is, remove the
module in the top dlot, then remove the module in the middle slot, before attempting to
remove the Packet Engine. Do not attempt to remove a module until all modules above it
have been removed.

2

3

(4)

()

(6)

(")

Remove the NIM or UMM from the middle slot in the chassis, as applicable:
* ToremoveaNIM, usethe procedure in Section 5.11.2.
» Toremove the UMM, use the procedure in Section 5.8.2.

If the Packet Engine contains the optional Packet Channel backplane, use the
flat-head screwdriver to remove the coverplates, if present, from the middle and
top dlotsin the chassis.

If the Packet Engine contains the optional Packet Channel backplane, use the
#2 Phillips-head screwdriver to loosen the two thumbscrews that secure the
backplane to the chassis.

Use the flat-head screwdriver to loosen the screws on the front of the Packet
Engine.

Pull the Packet Engine out of the chassis. Y ou might need to lift the front of the
Packet Engine slightly to avoid catching the bottom on the inside of the chassis.
If the chassis contains the Packet Channel backplane, it should remain attached to
the Packet Engine.

If you plan to add or remove components on the Packet Engine, or change the
setting of ajumper, use the appropriate procedures in this chapter to do so.

NOTE: Makesureyou install the appropriate cover plates over all unused slots, EMA
positions, and power supply bays.
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The following procedures describe how to install and remove a daughter card on the

Packet Engine.

5.3.1

Installing a Daughter Card

For this procedure, you need the following:

backplane).

An ESD wrist-strap.

A regular flat-head screwdriver.
A #1 Phillips-head screwdriver.
A #2 Phillips-head screwdriver (if the Packet Engine contains the Packet Channel

A grounded work surface, such as a grounded metal table or a table covered with a

grounded, rubberized mat. (See Section 4.1 on page 49.)

Figure 54 shows where a daughter card is installed on the Packet Engine. Refer to
this figure as you perform the following procedure.
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FIGURE 5-4 Where the daughter card is installed.
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Toingtall adaughter card:

D)

If the top dlot in the chassis contains a NIM, remove it using the procedure in
Section 5.11.2.

IMPORTANT: You must remove the modules from the top down. That is, remove the
module in the top dot, then remove the module in the middle slot, before attempting to
remove the Packet Engine. Do not attempt to remove a module until all modules above it

have been removed.

(2)

3
(4)

()

(6)

(")

(8)

(9)

(10)
(11)

Remove the NIM or UMM from the middle slot in the chassis, as applicable:
» Toremove aNIM, usethe procedurein Section 5.11.2.
» Toremove the UMM, use the procedure in Section 5.8.2.

Remove the Packet Engine. (See Section 5.2.2.)

Holding the daughter card by its edges, turn the card so that it is component-side
down, with the segment connector(s) facing the front of the chassis.

Tilt the segment connector(s) down slightly, then insert the connector(s) into the
corresponding opening in the Packet Engine front panel.

Carefully align the pin header on the daughter card over the corresponding pin
socket on the Packet Engine, as shown in Figure 5-4. The header is properly
aligned when the header edges are flush with the pin socket.

Gently press down on the daughter card where the header is aligned over the pins
on the Packet Engine, until the header is completely in the pin socket.

Usethe #1 Phillips-head screwdriver to insert the four 4-40 1/4” pan-head screws
into the holes that align over the corresponding standoffs on the Packet Engine.
The screw holes are on the top of the daughter card and screw into the standoffs
on the Packet Engine.

Use the #1 Phillips-head screwdriver to insert the two 4-40 1/4” pan-head screws
on both sides of the daughter card’ s segment connector(s), on the Packet Engine's
front panel.

Reinstall the Packet Engine. (See Section 5.2.1.)

Reinstall the coverplates, UMM, or NIMs you removed from the middle and top
slots. (See Section 5.11.1 for instructions on installing aNIM or Section 5.8.1 on
installing the UMM.)

NOTE: Makesureyou install the appropriate cover plates over all unused slots, EMA
positions, and power supply bays.

If you installed a PowerHub 6000 FDDI daughter card that has a MIC, you can use
the procedure in Section 5.4 on page 80 to ensure that the MIC is used only for the
connection type you want.
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5.3.2 Removing a Daughter Card

For this procedure, you need the following:

A regular flat-head screwdriver.
A #1 Phillips-head screwdriver.

A #2 Phillips-head screwdriver (if the Packet Engine contains the Packet Channel
backplane).

* An ESD wrist-strap.

* If you plan to remove components, you aso heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

Figure 54 on page 77 shows where the daughter card is installed on the Packet
Engine. Refer to thisfigure asyou perform the following procedure.
To remove a daughter card:

(1) If the top dlot in the chassis contains a NIM, remove it using the procedure in
Section 5.11.2.

IMPORTANT: You must remove the modules from the top down. That is, remove the
module in the top dot, then remove the module in the middle slot, before attempting to
remove the Packet Engine. Do not attempt to remove a module until all modules above it
have been removed.

(20 Removethe NIM or UMM from the middle slot in the chassis, as applicable:
» Toremove aNIM, usethe procedurein Section 5.11.2.
* Toremove the UMM, use the procedure in Section 5.8.2.

(3) Removethe Packet Engine. (See Section 5.2.2.)

(4) Use the #1 Phillips-head screwdriver to remove the four 4-40 1/4” pan-head
screws that secure the daughter card to the Packet Engine. These screws are on
the top of the daughter card and Packet Engine and screw into standoffs on the
Packet Engine.

(5) Use the #1 Phillips-head screwdriver to remove the two 4-40 1/4” pan-head
screws that secure the daughter card to the Packet Engine front panel.

(6) Gently pull up on the end of the daughter card closest to the rear of the chassisto
free the pin header from the socket on the Packet Engine. If the daughter card
does not lift freely, gently rock it from side to side to loosen it from the pins.

(7) Holding therear of the daughter card slightly higher than the front, gently pull the
daughter card straight back to remove the segment connector(s) from the Packet
Engine faceplate.

(8) Placethe daughter card in its protective packaging.
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(9) If you do not plan to install another daughter card, reinstall the Packet Engine.
(See Section 5.2.1.)

(10) Reinstall the coverplates, UMM, or NIMs you removed from the middle and top
sots. (See Section 5.11.1 for instructionsoninstalling aNIM or Section 5.8.1 on
installing the UMM.)

(11) If you do not plan to immediately install another daughter card, instal a
coverplate (part# 171-1326-0001) over the empty daughter card position.

NOTE: Makesureyou install the appropriate cover plates over all unused slots, EMA
positions, and power supply bays.

5.4 CONFIGURING A MIC FOR A SPECIFIC CONNECTION

The FDDI MICs are versatile enough to accommodate any of the four types of FDDI
connection. This makes attaching the FDDI daughter card to an FDDI ring, concentrator,
or other device simple. Y ou do not need to make any modificationsto a MIC connector to
use it for any of the four FDDI connection types.

However, depending upon your network configuration, you might choose to use a
MIC for only acertain type of connection. Inthiscase, you can use the small plastic inserts
provided with your FDDI daughter card to prevent unwary users from accidentally using
the connector for connection types other than the one you want.

NOTE: The ST connectors used on single-mode FMAs also support any of the four
types of FDDI connections. However, these connectors do not use plastic inserts.

To configure aMIC for a specific type of FDDI connection:
(1) Openthe small plastic bag containing the four plastic inserts.

(2) Select the insert corresponding to the FDDI connection type you need. Each
insert islabeled with A, B, M, or S.

(3) Slidetheinsert into the slot on the MIC connector until it snapsinto place. This
dot islocated on the bottom of the MIC. When the insert is properly placed, the
insert label is facing out and the front of the insert is flush with the front of the
MIC.

(4  Repeat this procedure for each MIC you want to configure.

To remove an insert:
(1) Useanarrow abject to press down the small tab that holds the insert in place.
(2) Pull theinsert out of the connector.
(3) Repeat this procedure for each MIC.
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55 FLASH MEMORY MODULE

The following procedures describe how to install and remove the Flash Memory
Module on the Packet Engine.

5.5.1 |Installing the Flash Memory Module

For this procedure, you need the following:

A regular flat-head screwdriver.
A #1 Phillips-head screwdriver.

A #2 Phillips-head screwdriver (if the Packet Engine contains the Packet Channel
backplane).

An ESD wrist-strap.

If you plan to remove components, you aso heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

Figure 5-5 showswhere the Flash Memory Module isinstalled on the Packet Engine.
Refer to this figure as you perform the following procedure.

WARNING: Make sure you correctly position the Flash Memory Module onto the
Packet Engine pins. The Flash Memory Moduleis correctly positioned when the screw
hole in the module is aligned over the corresponding standoff on the Packet Engine,
and the supplied 4-40 1/4” screw isinserted through the screw hole into the standoff.

If the Flash Memory Moduleis not correctly positioned on the Packet Engine pins, the
Packet Engine can become damaged when you apply power.
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FIGURE 5-5 Where the Flash Memory Module is installed on the Packet Engine.

Toinstall aFlash Memory Module.

(1) If the top dot in the chassis contains a NIM, remove it using the procedure in
Section 5.11.2.

IMPORTANT: You must remove the modules from the top down. That is, remove the
module in the top dot, then remove the module in the middle slot, before attempting to
remove the Packet Engine. Do not attempt to remove a module until all modules above it
have been removed.

(2) Removethe NIM or UMM from the middle slot in the chassis, as applicable:

* ToremoveaNIM, usethe procedure in Section 5.11.2.

» Toremove the UMM, use the procedure in Section 5.8.2.
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If you did not remove the chassis cover, then remove the Packet Engine. (See
Section 5.2.2.)

Remove the Flash Memory Module from its protective packing.

Holding the Flash Memory Maodule by its edges, align the two pin headers over
the corresponding pins on the Packet Engine. Make sure the Flash Memory
Module is oriented correctly over the pins. It is oriented correctly when the
mounting hole in the lower right corner aligns with the standoff on the Packet
Engine.

Press down on the Flash Memory Module to seat the headers onto the pins.

When the Flash Memory Module is completely seated, use the #1 Phillips-head
screwdriver to insert the 4-40 1/4” screw into the corresponding standoff on the
Packet Engine.

If you removed the Packet Engine, reinstall it. (See Section 5.2.1.)

Reinstall the NIM(s) or UMM you removed from the middle and top slots. (See
Section 5.6.1 for instructionsoninstalling aNIM or Section 5.8.1 oninstalling the
UMM.)

After you have completely finished the hardware changes, power on the unit and
watch the boot messagesfor thelineshownin bold typeinthefollowing example.

FORE Systens Power Hub 6000 Packet Engi ne
Promversion: 2.5 (sl1l.61) 1995.04.19 09: 35
| -cache 16K OK

entering cached code

| -cache execution OK

D-cache 4K K

SRAM 128K OK

DRAM . ............. 7680K OK

Shared Menory ...2048K X

Flashlinit: found 2MB Fl ash Menmory Modul e
Board Type: 6PE , CpuType: MCPU, Instance: 1
. remai ni ng nmessages onitted for brevity.

If this line is present and shows the correct amount for the MB (2 or 4), the
installation is a success. To verify the operation of the module, try using some
of the file management commands described in Section 9.6 on page 176.

NOTE: If the file commands consistently return an error message such as
<command- nane>. - 65, where <command- name> isthe command you try to issue,
you need to format the Flash Memory Module. To format the module, issue the following
command: mgnt f ormat fm

See Section 9.6.8 on page 181 for information on this command.
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5.5.2 Removing the Flash Memory Module

For this procedure, you need the following:

» A regular flat-head screwdriver.
» A #1 Phillips-head screwdriver.

* A #2 Phillips-head screwdriver (if the Packet Engine contains the Packet Channel
backplane).

* An ESD wrist-strap.

* If you plan to remove components, you aso heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

To remove a Flash Memory Module:

D)

If the top dlot in the chassis contains a NIM, remove it using the procedure in
Section 5.11.2.

IMPORTANT: You must remove the modules from the top down. That is, remove the
module in the top dot, then remove the module in the middle slot, before attempting to
remove the Packet Engine. Do not attempt to remove a module until all modules above it
have been removed.

(2)

3)
(4)

()

(6)

(7)
(8)

Remove the NIM or UMM from the middle slot in the chassis, as applicable:
e Toremove aNIM, usethe procedurein Section 5.11.2.
» Toremovethe UMM, use the procedure in Section 5.8.2.

Remove the Packet Engine. (See Section 5.2.2.)

Use the #1 Phillips-head screwdriver to remove the 4-40 1/4” screw that secures
the Flash Memory Module to the Packet Engine.

Gently pull up on the Flash Memory Module to free the pin headers from the pins
on the Packet Engine. If the Flash Memory Module does not lift freely, gently
rock it from side to side to loosen it from the pins.

Store the Flash Memory Module in its protective packaging.
If you removed the Packet Engine, reinstall it. (See Section 5.2.1.)

Reinstall the NIM(s) or UMM you removed from the middle and top slots. (See
Section 5.11.1 for instructions on installing a NIM or Section 5.8.1 on installing
the UMM.)
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5.6 PACKETACCELERATOR

5.6.1

Thefollowing proceduresdescribe how toinstall and remove the Packet Accelerator.

Installing the Packet Accelerator

For this procedure, you need the following:

» Grounded work surface.

» Packet Accelerator Upgrade Kit.

» A regular flat-head screwdriver.
» A #1 Phillips-head screwdriver.

* A #2 Phillips-head screwdriver (if the Packet Engine contains the Packet Channel
backplane).

e An ESD wrist-strap.

* If you plan to remove components, you also need a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

Toinstall a Packet Accelerator:

D)

If the top dlot in the chassis contains a NIM, remove it using the procedure in
Section 5.11.2.

IMPORTANT: You must remove the modules from the top down. That is, remove the
module in the top dot, then remove the module in the middle slot, before attempting to
remove the Packet Engine. Do not attempt to remove a module until all modules above it
have been removed.

(2)

3)
(4)
()

Remove the NIM or UMM from the middle slot in the chassis, as applicable:
» Toremove aNIM, usethe procedurein Section 5.11.2.
» Toremove the UMM, use the procedure in Section 5.8.2.

Remove the Packet Engine. (See Section 5.2.2.)

Remove the Packet Accelerator from its protective packaging.

Holding the Packet Accelerator by its edges, align the pin header over the
corresponding pins on the Packet Engine (see Figure 5-6). Make sure the Packet
Accelerator is oriented correctly. It is oriented correctly when the part number
and version information are right-side up with respect to the front of the chassis.
Figure 5-6 showswhere the Packet Accelerator isinstalled on the Packet Engine.
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FIGURE 5-6 Where the Packet Accelerator is installed on the Packet Engine.

Seat the Packet Accelerator onto the Packet Engine pins by pressing down on the
rear of the Packet Accelerator, where the header is aligned over the pins. Be
careful not to bend any pins.

When the Packet Accelerator is completely seated on the pins, use the
#1 Phillips-head screwdriver to insert the six 4-40 1/4” pan-head screws through
the Packet Accelerator screw holes in the underside of the Packet Engine. These
screw holes should line up over the standoffs on the Packet Accelerator.

Reinstall the Packet Engine. (See Section 5.2.1.)

Reinstall the NIM(s) or UMM you removed from the middle and top slots. (See
Section 5.11.1 for instructions on installing a NIM or Section 5.8.1 on installing
the UMM.)
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5.6.2 Removing the Packet Accelerator

For this procedure, you need the following:

A regular flat-head screwdriver.
A #1 Phillips-head screwdriver.

A #2 Phillips-head screwdriver (if the Packet Engine contains the Packet Channel
backplane).

* An ESD wrist-strap.

* If you plan to remove components, you aso heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

Figure 5-6 on page 86 shows where the Packet Accelerator is installed on the
Packet Engine. Refer to thisfigure as you perform the following procedure.

To remove a Packet Accelerator:

(1) If the top dlot in the chassis contains a NIM, remove it using the procedure in
Section 5.11.2.

IMPORTANT: You must remove the modules from the top down. That is, remove the
module in the top dot, then remove the module in the middle slot, before attempting to
remove the Packet Engine. Do not attempt to remove a module until all modules above it
have been removed.

(20 Removethe NIM or UMM from the middle slot in the chassis, as applicable:
» Toremove aNIM, usethe procedurein Section 5.11.2.
* Toremove the UMM, use the procedure in Section 5.8.2.

(3) Removethe Packet Engine. (See Section 5.2.2.)

(4) Usethe#1 Phillips-head screwdriver to removethesix 4-40 1/4” pan-head screws
that secure the Packet Accelerator to the Packet Engine. These screws are on the
underside of the Packet Engine and screw into standoffs on the Packet
Accelerator.

(5) Gently pull up on the Packet Accelerator to free the pin header from the pins on
the Packet Engine. If the Packet Accelerator does not lift freely, gently rock the
rear of the Packet Accelerator from side to side to loosen it from the pins.

(6) Placethe Packet Accelerator in its protective packaging.
(7) Reinstall the Packet Engine. (See Section 5.2.1.)

(8) Reinstall the NIM(s) or UMM you removed from the middle and top slots. (See
Section 5.11.1 for instructions on installing a NIM or Section 5.8.1 on installing
the UMM.)
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5.7 INSTALLING A DRAM UPGRADE

CH.5

Thefollowing procedure describes how to upgrade the DRAM on the Packet Engine.

For this procedure, you need the following:

A regular flat-head screwdriver.

backplane).

An ESD wrist-strap.

A #2 Phillips-head screwdriver (if the Packet Engine contains the Packet Channel

* If you plan to remove components, you also heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.

(See Section 4.1 on page 49.)

Figure 57 shows the location of the DRAM socket. Refer to this figure as you

perform the following procedure.
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FIGURE 5-7 DRAM socket and DRAM size jumpers.
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Toinstall aDRAM upgrade:

D)

If the top dlot in the chassis contains a NIM, remove it using the procedure in
Section 5.11.2.

IMPORTANT: You must remove the modules from the top down. That is, remove the
module in the top dlot, then remove the module in the middle slot, before attempting to
remove the Packet Engine. Do not attempt to remove a module until all modules above it

have been removed.

(2)

3
(4)

()

(6)

(7)

(8)

(9)

(10)
(11)

(12)

Remove the NIM or UMM from the middle slot in the chassis, as applicable:
» Toremove aNIM, usethe procedurein Section 5.11.2.
» Toremove the UMM, use the procedure in Section 5.8.2.

Remove the Packet Engine. (See Section 5.2.2.)

Press the two plastic tabs that secure the old DRAM SIMM to release it from the
socket.

Holding the old DRAM SIMM by its edges, gently remove it and place it in a
protective package.

Holding thenew DRAM SIMM by itsupper edges, alignit over the SIMM socket.
The DRAM SIMM s properly aligned when the copper-colored edge is facing
down and the number “1" appears in the left corner, to the left of the
copper-colored edge.

Gently press down and back on the DRAM SIMM to seat it in the socket. The
DRAM SIMM will snap into place when fully seated.

Remove the jumpers from the DRAM SIZE jumper pins. These jumper pins are
located by the lower right corner of the DRAM socket (see Figure 5-7 on

page 88).
Set the jJumpers according to the size of the DRAM SIMM you are installing:

e Foralor2MB DRAM SIMM, set both jumpers out. (To avoid losing the
jumpers, you can place them over just one pin on the jumper headers.)

e Fora4or8MB DRAM SIMM, set JP1601 out and JP1602 in.
e Foral6or32MB DRAM SIMM, setJP1601 in and JP1602 out.
Reinstall the Packet Engine. (See Section 5.2.1.)

Reinstall the NIM(s) or UMM you removed from the middle and top slots.
(See Section 5.11.1 for instructions about installing a NIM or Section 5.8.1 on
installing the UMM.)

After you have completely finished the hardware changes, power on the system
and issuethemgm showcf g command to verify the DRAM amount.
(See Section 9.3.6 on page 160.)
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5.8 UMM (UNIVERSAL MEDIA MODULE)
The following procedures describe how to install and remove the UMM.

5.8.1 Installing the UMM

For this procedure, you need the following:
» A regular flat-head screwdriver.

* A #2 Phillips-head screwdriver (if the Packet Engine contains the Packet Channel
backplane).

e An ESD wrist-strap.

« If you plan to remove components, you also need a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

Toinstal the UMM:

() If the UMM does not already contain the EMAs or AUI Media Cables you need,
use the appropriate procedures in this chapter to install them:

» Toinstall an EMA, use the procedure in Section 5.9.2.
e Toingall an AUl Media Cable, use the procedure in Section 5.9.4.

(2) If the top dlot in the chassis contains a NIM, remove it using the procedure in
Section 5.11.2.

IMPORTANT: You must remove the modules from the top down. That is, remove the
module in the top dot, then remove the module in the middle slot, before attempting to
remove the Packet Engine. Do not attempt to remove a module until all modules above it
have been removed.

(3) Usethe flat-head screwdriver to remove the NIM or coverplate from the middle
dot in the chassis, as applicable.

(4) Remove the Packet Engine. (See Section 5.2.2.)

(5) Attach the ribbon cables to the UMM headers on the Packet Engine. The cables
areidentical, asarethe headers on the cables. Y ou can attach either cableto either
header. Also, you can attach either end of acableto either the UMM or the Packet
Engine. However, the connectors are keyed and can go into the headers only one

way.
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Figure 5-8 shows the location of the UMM headers on the Packet Engine.
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FIGURE 5-8 Location of UMM headers on Packet Engine.

(6) Connect the other ends of the ribbon cables to the headers on the UMM. Make
sure the cable on the Packet Engine UMM header closest to the front of the chassis
isattached to the rear header onthe UMM. (The cables should not twist or wrap.)

Packet Engine

16502

J6501

J1

L =
J2

MM

FIGURE 5-9 Connectors on the UMM and the Packet Engine.
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(7) Carefully place the UMM on top of the Packet Engine, making sure the UMM
rests on both the support bars on the sides of the Packet Engine. Align the front
panels of the UMM and Packet Engine so they are flush.

(80 Holding the UMM and Packet Engine so that the UMM cannot dlip off of the
Packet Engine, slide the two modules into the chassis.

(9) Use the flat-head screwdriver to tighten the screws on the UMM and Packet
Engine front panels.

(10) If the Packet Engine contains the Packet Channel backplane, use the
#2 Phillips-head screwdriver to tighten the thumbscrews that secure the backplane
to the chassis.

(11) Reinstal the NIM or coverplate you removed from the top dot. (See
Section 5.11.1 for instructions about installing aNIM.)

5.8.2 Removing the UMM

For this procedure, you need the following:

A regular flat-head screwdriver.

A #2 Phillips-head screwdriver (if the Packet Engine contains the Packet Channel
backplane).

* An ESD wrist-strap.

* If you plan to remove components, you also heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

Figure 5-8 on page 91 shows where the headers for the UMM ribbon cables are
located. Refer to thisfigure as you perform the following procedure.

To removethe UMM:

(1) If thetop dot in the chassis contains a NIM or cover plate, remove it using the
procedurein Section 5.11.2.

IMPORTANT: You must remove the modules from the top down. That is, remove the
module in the top slot, then remove the module in the middle slot, before attempting to
remove the Packet Engine. Do not attempt to remove a module until all modules above it
have been removed.

(2) Use the flat-head screwdriver to loosen the screws on the UMM and Packet
Engine front panels.

(3) If the Packet Engine contains the Packet Channel backplane, use the
#2 Phillips-head screwdriver to loosen the thumbscrews that secure the backplane
to the chassis.

(4) Carefully pull the UMM and Packet Engine out of the chassis. Make sure you
hold both modules firmly, so the UMM does not dlip off of the Packet Engine.
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(5)
(6)

(7)

(8)

(9)

(10)

(11)
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Place the UMM and Packet Engine on the work surface you have prepared.

Disconnect the ribbon cables from the UMM and remove the UMM from off of
the Packet Engine.

Unplug the UMM ribbon cables from the Packet Engine and store them with the
UMM in asafe place.

Insert the Packet Engine back into the chassis, then use the flat-head screwdriver
to tighten the screws on the Packet Engine front panel.

If the Packet Engine contains the Packet Channel backplane, use the
#2 Phillips-head screwdriver to tighten the thumbscrews that secure the backplane
to the chassis.

If you plan to install a NIM in place of the UMM, use the procedure in
Section 5.11.1. Use this same procedure to install a NIM in the top dot, if
applicable.

If you plan to leave the UMM slot empty, use the flat-head screwdriver to install
acoverplate (part# 171-1207-0001) over the lot.

5.9 EMA OR AUI MEDIA CABLE

The following sections describe how to remove and install PowerHub 6000 EMAS
and the AUl Media Cable on the UMM.

5.9.1 Removing an EMA

This procedure applies to the following types of PowerHub 6000 EMAS:
» 10Base-FB.
» 10Base-FL.
* BNC.

However, this procedure does not apply to AUI Media Cables. To remove an AUI
Media Cable, use the procedure in Section 5.9.3.

For this procedure, you need the following:

A #1 Phillips-head screwdriver.
A regular flat-head screwdriver.

* An ESD wrist-strap.

* If you plan to remove components, you also heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)
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Figure 5-10 shows how an EMA is removed from the UMM.
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FIGURE 5-10 How an EMA is removed from the UMM.

To remove an EMA from the UMM:

D
(2)

3)

(4)

()

(6)

(7)

(8)

Use the procedure in Section 5.8.2 to remove the UMM from the chassis.

Usethe#1 Phillips-head screwdriver to remove the 4-40 1/4” pan-head screw that
secures the EMA to the UMM. This screw is located on the underside of the
UMM. Do not removethe screw onthe EMA itself. Thisscrew holdsthe standoff
onto the EMA.

Use the #1 Phillips-head screwdriver to remove the two 4-40 3/8" pan-head
screws that secure the EMA to the UMM front panel.

Grab the pin-end of the EMA, making sure not to grab the pin connections.
(These can become bent or poke holesin your fingers.)

Gently pull up on the pin-end of the EMA to loosen the pins from the socket on
the UMM. If the pins do not come loose, gently rock the rear of the EMA from
sideto side while pulling up. Stop pulling as soon as the pins come loose! I you
continue to pull, you might crack the EMA.

When the EMA pins are free from the socket on the UMM, gently pull the EMA
straight back out of the UMM front panel. If the EMA gets caught, gently jiggle
it free. Do not force the EMA to come free; you might break components.

When the EMA is completely free of the UMM, either place it in its protective
container for storage or, if you plan to install it in another UMM, place it on a
grounded table.

If you do not plan to immediately replace the EMA with another EMA or with an
AUl Media Cable, install a coverplate (part# 171-1230-0001) over the unused
EMA position.

400-1464-0001, Rev C, Issue 1,V 2.6
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If you do not plan to remove any more EMASs or AUl Media Cables, use the
procedure in Section 5.8.1 to reinstall the UMM.

(10) Reboot the system to activate the changed system configuration.

5.9.2 Installing an EMA

This procedure applies to the following types of PowerHub 6000 EMAS:
» 10Base-FB.
» 10Base-FL.
* BNC.

However, this procedure does not apply to AUI Media Cables. To install an AUI
Media Cable, see Section 5.9.4.

For this procedure, you need the following:

A regular flat-head screwdriver.
A #1 Phillips-head screwdriver.
A #2 Phillips-head screwdriver (if the Packet Engine contains the Packet Channel

backplane).

* An ESD wrist-strap.

* If you plan to remove components, you aso heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

Figure 5-10 shows how an EMA is attached to amodule. Y ou might want to refer to
this figure as you perform the following procedure.

Toinstal the EMA:

D)

2

3)

(4)

()

(6)

If you have not already done so, use the procedure in Section 5.8.2 to remove the
UMM from the chassis.

Hold the EMA by the pin-end. Make sure you do not touch the pins; they can
become bent or poke holes in your finger.

Gently insert the segment connector on the front of the EMA through the
appropriate hole on the UMM front panel. Ensure that the segment connector is
fully forward by pushing oniit until itisfirmly in place.

Align the EMA pins directly over the socket on the UMM.

When the pins are aligned over the socket, firmly press the pins down into the
socket. Make sure the pins go al the way into the socket.

Secure the EMA tothe UMM. Usethe #1 Phillips-head screwdriver to insert the
4-40 1/4" pan-head screw into the bottom of the EMA, making sure the screw is
fully tightened. The screw hole islocated on the underside of the UMM.
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(7) Usethe#1 Phillips-head screwdriver to insert the two 4-40 3/8” pan-head screws
into the UMM front panel.

(8 If you do not plan to install any more EMAs or AUl Media Cables, use the
procedurein Section 5.8.1 to reinstall the UMM.

(99 Reboot the system to activate the changed system configuration.

5.9.3 Removing an AUI Media Cable

The procedure for removing an AUl Media Cable differs from the procedure for
removing an EMA. This procedure applies only to the AUI Media Cable. To remove an
EMA, use the procedurein Section 5.9.1.

For this procedure, you need the following:
A small flat-head screwdriver.

A regular flat-head screwdriver.
An ESD wrist-strap.

* If you plan to remove components, you aso heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

Figure 5-11 shows how an AUl Media Cable is attached to the front panel of the
UMM. Y ou might want to refer to this figure as you perform the following procedure.

Fastener

Front of
faceplate

Slide latch——»p 5 Insert cable
& through front

& of faceplate

FIGURE 5-11 How an AUl Media Cable is attached to the UMM.
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To remove an AUl Media Cable:

D)

(2)

3)

(4)

(%)
(6)

(7)

If you have not already done so, use the procedure in Section 5.8.2 to remove the
UMM from the PowerHub chassis.

Usethesmall flat-head screwdriver to removethetwo 4-40 3/8” screwsthat fasten
the AUI connector and slidelatch to the UMM front panel. When you remove the
screws, the slide latch and the fastener that secures the connection from the rear
of the UMM front panel (see Figure 5-11) are freed.

Collect the two screws, the dlide latch, and the fastener and place them in a
container for storage. Y ou might need them if you choose to reinstall the AUI
Media Cablein this UMM or another UMM at alater time.

Pull the AUI Media Cable' s pin connector loose from the socket on the UMM. |If
the connector does not come off easily, gently rock the connector from sideto side
to free it from the pins.

From the rear, pull the connector out of the UMM front panel.

Unless you plan to immediately reinstall the AUI Media Cable on the same or
another UMM, place the removed AUl Media Cable in an appropriate storage
container. You might want to store the screws, dlide latch, and fastener in the
same container.

If you planto install an EMA in place of the removed AUl Media Cable, use the
procedurein Section 5.9.2. If you plan to |eave the segment position unoccupied,
install a cover plate (part# 171-1230-0001).

NOTE: Make sureyouinstall the appropriate cover plates over al unused openings.

(8)

Reboot the system to activate the changed system configuration.

5.9.4 Installing an AUI Media Cable

The procedure for installing an AUl Media Cable differs from the procedure for
installing an EMA. This procedure applies only to the AUl Media Cable. To install an

EMA,

use the procedure in Section 5.9.2.

For this procedure, you need:

A regular flat-head screwdriver.
A small flat-head screwdriver.
Two 4-40 3/8” screws (supplied with the AUI Media Cable).

* An ESD wrist-strap.

* If you plan to remove components, you also heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)
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Figure 5-11 on page 96 shows how an AUl Media Cableisattached to the UMM front
panel. You might want to refer to this figure as you perform the following procedure.

Toinstall an AUl Media Cable:

D

(2)

3

(4)

()

(6)

(7)

(8)

(9)

(10)

If you have not aready done so, use the procedure in Section 5.8.2 to remove the
UMM from the PowerHub chassis.

If the positionin which you plantoinstall the AUl Media Cable containsan EMA,
use the procedure in Section 5.9.1 to remove the EMA.

From the rear of the UMM front panel, insert the segment connector on the AUI
Media Cable into the front panel.

Align the connector pins at the rear of the cable directly over the header on the
UMM. The AUI header is the one closest to the rear of the UMM.

When the connector pins are aligned, gently press them all the way down into the
UMM header.

Insert the fastener directly behind the segment connector on the rear of the front
panel. The two screw holes in the fastener must line up with the screw holes in
the front panel.

Use the small flat-head screwdriver to start (but do not screw all the way in) the
supplied 4-40 3/8” screws in the front of the AUI connector. The screws must
screw into the fastener behind the UMM front panel.

Place the dlide latch over the screws and onto the segment connector. Make sure
the round screw holes on the dide latch face outward, toward you.

Use the small flat-head screwdriver to fasten the screws firmly into place,
securing the segment connector firmly to the face plate. Do not over-tighten the
screws; the dlide latch must be able to switch left and right.

Repeat this procedure for each AUI Media Cable. If you plan to install an EMA
in place of the removed AUl Media Cable, use the procedure in Section 5.9.2.
When you arefinished, usethe procedurein Section 5.8.1 toreinstall the UMM.

NOTE: Make sureyouinstall the appropriate cover plates over al unused openings.

(11)

Reboot the system to activate the changed system configuration.
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FIGURE

PACKET CHANNEL BACKPLANE 99

The following procedures describe how to install and remove the Packet Channel
backplane.

Installing the Packet Channel Backplane

For this procedure, you need the following:

A regular flat-head screwdriver.
A #2 Phillips-head screwdriver.
An ESD wrist-strap.

If you plan to remove components, you also need a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.

(See Section 4.1 on page 49.)

Figure 5-12 shows where the Packet Channel backplane is installed on the Packet
Engine. Refer to thisfigure as you perform the following procedure.
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To ingtall the Packet Channel backplane:

D)

(2)

3)
(4)

()

(6)
(7)

(8)

(9)

(10)

Use the flat-head screwdriver to remove the coverplate from the top slot in the
chassis.

Use the flat-head screwdriver to remove the coverplate or UMM from the middle
dotinthe chassis. (To removethe UMM, use the procedurein Section 5.8.2.)

Remove the Packet Engine. (See Section 5.2.2.)

Grab the backplane by the top corners, making sure the screws are facing the front
of the chassis and the pin header on the edge of the backplane is facing down,
toward the Packet Engine.

Align the pin header over the corresponding pins on the Packet Engine. The
backplaneis properly aligned when the left side of the header isflush with the left
side of the pin socket on the Packet Engine.

Gently press down on the backplane to seat the header on the pins.

When the backplane is completely seated on the Packet Engine, slide the Packet
Engine (with the backplane attached) back into the chassis. Two guide pins on
the chassisfit into corresponding holes on the edges of the backplane. Make sure
the guide pins go through the holesin the backplane.

When the Packet Engineisall theway in the chassis, tighten the two thumbscrews
that secure the backplane to the support bar in the chassis.

Install aNIM, UMM, or coverplate (part# 171-1207-0001) in themiddie dot. (See
Section 5.11.1 for instructions on installing a NIM or Section 5.8.1 on installing
aUMM.)

Install aNIM or coverplatein thetop slot. (See Section 5.11.1 for instructions on
installing aNIM.)

NOTE: Make sureyouinstall the appropriate cover plates over al unused openings.

5.10.2 Removing the Packet Channel Backplane

For this procedure, you need the following:

A regular flat-head screwdriver.
A #2 Phillips-head screwdriver.
An ESD wrist-strap.

* If you plan to remove components, you also need a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

Figure 5-12 on page 99 showswhere the Packet Channel backplaneisinstalled onthe
Packet Engine. Refer to this figure as you perform the following procedure.
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To remove the Packet Channel backplane:

D)

Removethe NIM or coverplate fromthetop slot inthe chassis. ToremoveaNIM,
use the procedure in Section 5.11.2.

IMPORTANT: You must remove the modules from the top down. That is, remove the
module in the top dlot, then remove the module in the middle slot, before attempting to
remove the Packet Engine. Do not attempt to remove a module until all modules above it

have been removed.

(2)

3

(4)

()
(6)

(7)
(8)

Remove the NIM or UMM from the middle slot in the chassis, as applicable:
To remove aNIM, use the procedurein Section 5.11.2.
To remove the UMM, use the procedure in Section 5.8.2.

Remove the Packet Engine (with the backplane attached). Don't forget to loosen
the two thumbscrews that secure the Packet Channel backplane to the chassis.
(See Section 5.2.2.)

Grab each upper corner of the backplane and pull the backplane off of the pinson
the Packet Engine. If the backplane does not come free, gently moveit from side
to side to loosen it from the pins on the backplane.

Store the backplane in a protective container.

If you plan to install another backplane, use the procedure in Section 5.10.1 on
page 99 to do so.

Reinstall the Packet Engine. (See Section 5.2.1.)

Reinstall the coverplates, UMM, or NIMs you removed from the middle and top
dots. (See Section 5.11.1 for instructions oninstalling aNIM or Section 5.8.1 on
installingaUMM.)

NOTE: Make sureyouinstall the appropriate cover plates over al unused openings.
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5.11 NIM (NETWORK INTERFACE MODULE)

The following procedures describe how to install and remove aNIM.

NOTE: NIMsrequire the Packet Channel backplane. Also, you cannot install aNIM
inthetop dlot if the middle slot is empty.

5.11.1 Installing a NIM

For this procedure, you need the following:
» A regular flat-head screwdriver.
* An ESD wrist-strap.

* If you plan to remove components, you also heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

Toinstal aNIM:

(1) If the top dot in the chassis contains a NIM, remove it using the procedure in
Section 5.11.2.

IMPORTANT: You must remove the modules from the top down. That is, remove the
module in the top slot, then remove the module in the middle slot. Do not attempt to
remove amodule until all modules above it have been removed.

(2) If you plan to ingtall the NIM in the middle slot, remove the NIM, UMM, or
coverplate from the middle dot in the chassis, as applicable:

» Toremove aNIM, usethe procedurein Section 5.11.2.
» Toremove the UMM, use the procedure in Section 5.8.2.

(3 Aligntherear cornersof the NIM evenly inthe slot, then slidethe NIM into place.
TheNIM isinserted properly when therear of the NIM fitsinto the corresponding
notches on the Packet Channel backplane.

(4) Usetheflat-head screwdriver to tighten the screws on the NIM faceplate.
(5 Renstal the module(s) or coverplate you removed, as applicable.

NOTE: Make sureyouinstall the appropriate cover plates over al unused openings.
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5.11.2 Removing a NIM

For this procedure, you need the following:

» A regular flat-head screwdriver.
* An ESD wrist-strap.

* If you plan to remove components, you aso heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

ToremoveaNIM:

D

If the chassis contains aNIM in the top slot, but you plan to remove a NIM from
the middle dot, first perform this procedure for the NIM in the top dlot.

IMPORTANT: You must remove the modules from the top down. That is, remove the
module in the top slot, then remove the module in the middle slot. Do not attempt to
remove amodule until all modules above it have been removed.

(2)

3)
(4)
()

Usetheflat-head screwdriver to loosen the screws that secure the NIM to the front
of the chassis.

Pull the NIM out of the chassis.
If you do not plan to reinstall the NIM, storeit in protective packaging.

If you do not plan to install another module in place of the removed NIM, install
acoverplate (part# 171-1207-0001) over the slot. If you do plan to install another
modul e, use the appropriate procedure to do so:

» If you plantoinstall the UMM, see Section 5.8.1.
e If youplantoinstall aNIM, see Section 5.11.1.

5.12 CHANGING THE LOCK SWITCH JUMPER SETTING

Y ou can change the setting of the Lock Switch jumper to disable the Lock Switch on

the front of the Packet Engine, permanently setting the Lock Switch on or off. When the
Lock Switch is on, the appropriate root or monitor password must be entered before a
command prompt isdisplayed. When the Lock Switchis off, no password isrequired, and
anyone can access the PowerHub user interface by openinga TTY or TELNET session to
the hub.

CAUTIONS: Static electricity can damage the electronic components of the Packet
Engine. Make sure you take appropriate precautions as described in Section 4.1.1 on

page 50.

Do not touch the el ectronic components of the Packet Engine directly.
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5.12.1 Permanently Locking the Switch

For this procedure, you need the following:
» A regular flat-head screwdriver.
* An ESD wrist-strap.

* If you plan to remove components, you also heed a grounded work surface, such asa
grounded metal table or a table covered with a grounded, rubberized mat.
(See Section 4.1 on page 49.)

To force the Lock Switch to aways be locked:

(1) Use the procedure in Section 5.2.2 to remove the Packet Engine. When you
remove it, place it on a grounded table or other work surface.

CAUTION: Never attempt to add, remove, or modify components on a Packet Engine
or NIM when the moduleis till in the chassis. Components can become broken or
damaged through electrostatic discharge, or the module itself can become cracked
through improper handling.

(2) Locate the Lock Switch headers and jumper. The Lock Switch headers and
jumper are located on the right edge of the Packet Engine, about half-way toward
the rear of the module. Figure 5-13 shows the Lock Switch headersin detail.
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FIGURE 5-13 Location of the Lock Switch jumpers.
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(3) After locating the pins and jumper, remove the jumper from its current position.
Make sure you do not touch other components on the Packet Engine.

(4) Placethejumper over both the LOCK pins. Make sure the jumper is seated all the
way onto the pins.

(5) Usethe procedurein Section 5.2.1 on page 74 to reinstall the Packet Engine.

5.12.2 Permanently Unlocking the Switch

To force the Lock Switch to always be unlocked:
(1) Usethe procedurein Section 5.2.2 on page 76 to remove the Packet Engine.

CAUTION: Never attempt to add, remove, or modify components on a Packet Engine
or NIM when the moduleis till in the chassis. Components can become broken or
damaged through electrostatic discharge, or the module itself can become cracked
through improper handling.

(2) Locate the Lock Switch headers and jumper. The Lock Switch headers and
jumper are located on the right edge of the Packet Engine, about half-way toward
the rear of the module. Figure 5.12 shows the Lock Switch headersin detail.

(3) When you have located the pins and jumper, remove the jumper from its current
position. Make sure you do not touch other components on the Packet Engine.

(4) Placethe jumper over the two UNLOCK pins. Make sure the jJumper is seated all
the way onto pins.

(5) Usethe procedurein Section 5.2.1 on page 74 to reinstall the Packet Engine.

5.12.3 Restoring Control to the Lock Switch

To give control to the Lock Switch on the front panel of the Packet Engine:

(1) Use the procedure in Section 5.2.2 on page 76 to remove the Packet Engine.
When you removeit, place it on a grounded table or other work surface.

CAUTION: Never attempt to add, remove, or modify components on a Packet Engine
or NIM when the moduleis till in the chassis. Components can become broken or
damaged through electrostatic discharge, or the module itself can become cracked
through improper handling.

(2) Locate the Lock Switch headers and jumper. The Lock Switch headers and
jumper are located on the right edge of the Packet Engine, about half-way toward
the rear of the module. Figure 5.12 shows the Lock Switch headersin detail.

(3) When you have located the pins and jumper, remove the jumper from its current
position. Make sure you do not touch other components on the Packet Engine.

(4) Placethejumper over just one pin (but not both pins) on the Lock or Unlock pins
for storage.
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5.13 REMOVING AND RE-INSTALLING THE CHASSIS COVER

Y ou can perform all of the procedures in this chapter without removing the chassis
top cover. However, if youwould prefer to perform aaparticular procedure with the cover
removed from the chassis, use the following procedure.

CAUTIONS: Electrostatic discharges (shocks) can permanently damage the
PowerHub 6000’ s el ectronic components. Carefully read all of Section 4.1 on page 49,
“Safety Precautions,” before you remove the chassis cover.

Also, to prevent personal injury or damage to the PowerHub components, always turn
off the Power Supplies and disconnect the power cables before performing any of the
proceduresin this chapter.

5.13.1 Removing the Chassis Cover

For this procedure, you need the following:
A #2 Phillips-head screwdriver.

A regular flat-head screwdriver (if the chassisis mounted in arack).

* An ESD wrist-strap.

A grounded work surface, such as a grounded metal table or a table covered with a
grounded, rubberized mat. (See Section 4.1 on page 49.)

(1) Turnthe switches on both power supplies off.

(2) Remove the power cables first from the power supplies, then from the wall
sockets.

(3) Ifthehubisinstalledin arack, make anote of the segment cablesand TTY cable
attached to the chassis, then remove the cables.

(4) If thehubisinstalled in arack, remove the four screws that secure the mounting
brackets to the rack.

CAUTION: When you loosen these screws, the chassis will be loosened from the
rack. Make sure you or an assistant holds the chassis when you loosen the screws.

(5) Placethe chassis on the grounded work surface you have prepared.

(6) Use the #2 Phillips-head screwdriver to remove the 3/8” screws that hold the
mounting brackets to the chassis. Place these screws and the mounting brackets
aside. Do not mix other chassis screws with these screws. |If the chassis does not
have mounting brackets, you still need to remove the four 1/4” screws. These
screws are located along the frontmost edges of the left and right sides of the
chassis.
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Use the #2 Phillips-head screwdriver to remove the remaining fourteen screws
holding thetop cover onto the chassis. The screwsarelocated on theleft and right
sides of the chassis, near the top. Do not mix these screws with the four screws
that held the mounting brackets to the chassis.

Lift thetop cover off of the chassis. If the cover doesnot lift easily, check to make
sure you removed all of the screws.

5.13.2 Re-Installing the Chassis Cover

For this procedure, you need the following:

A #2 Phillips-head screwdriver.
A regular flat-head screwdriver (if the chassisisto be mounted in arack).
An ESD wrist-strap.

A grounded work surface, such as a grounded metal table or a table covered with a

grounded, rubberized mat. (See Section 4.1 on page 49.)

D

(2)

3)

(4)

()

(6)

Check the open chassis to make sure no components (daughter cards, Flash
Memory Module) are loose. Also check to make sure you have no loose screws
in the chassis.

Place the top cover onto the chassis, aligning the screw holes in the cover with
corresponding holes in the chassis.

If the chassis is to be mounted in arack, align a mounting bracket over the two
corresponding screw holesin the chassis.

Use the #2 Phillips-head screwdriver to insert the 3/8” screws that hold the
mounting bracket to the chassis. Do not attempt to use 1/4” screws to secure the
bracket to the chassis. Repeat Step 3 and this step for the other bracket.

(See Section4.3.1 on page53 for information on selecting and installing
mounting brackets.)

Use the #2 Phillips-head screwdriver to insert the remaining 14 screws that hold
the top cover onto the chassis. All these screws are 1/4”. Do not use any of the
screws that hold the mounting brackets to the chassis.

Lift the chassis into place in the rack, then use the flat-head screwdriver to insert
the four 1/2” pan-head screws that secure the mounting brackets to the rack.

CAUTION: Make sure you or an assistant holds the chassis as you tighten the
Screws.

(7)
(8)
(9)

Reinsert the TTY and segment cables.
Plug the power cables into the wall sockets, then into the power supplies.

Turn on the power supplies.
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6 Installing Software
Upgrades

This chapter contains procedures for installing upgrades for the following types of
software:

 Packet Engine boot PROM. (See Section 6.1 on page 110.)
» System software. (See Section 6.2 on page 115.)

CAUTIONS: Before performing a software upgrade, always consult the Release
Notes or Upgrade Notes that come with the software upgrade. The notes might contain
information or procedural changes not anticipated in this chapter. Also, if you are
upgrading the Packet Engine boot PROM, the upgrade diskette might contain an
upgraded PROM Programming Utility.

Disconnect your segment cables before performing any of the proceduresin this
chapter. Live network traffic can interfere with the upgrade.

We recommend that you always keep the software diskettes that contain the current
and older versions of software as backups. If you ever need to re-install the current
version or an older version of the software, you can use the diskettes.

Sometimes, the upgrade for one type of software requires an accompanying upgrade
in other software types. For example, you might need to upgrade a boot PROM before
you can install and use a system software upgrade.

Unless the documentation accompanying the software upgrade states otherwise,
perform multiple upgrades in the following order:

(1) Packet Engine boot PROM.
(2) System and FDDI software.
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REQUIREMENTS: To usethe PowerHub ZMODEM commandsto transfer files,
your PC or Macintosh must have aterminal emulation program that supports the
ZMODEM protocol. Otherwise, you must copy the upgrade files from the upgrade
diskettes onto a TFTP server, then from the TFTP server to the PowerHub system as
described in the following procedures.

6.1 UPGRADING THE PACKET ENGINE BOOT PROM

Upgrades for the Packet Engine boot PROM are shipped on 3-1/2" HD floppy
diskettes that can be read by DOS-compatible machines. To install the upgrade, you

must:

400-1464-0001, Rev C, Issue 1,V 2.6

Copy the upgrade files from the diskette onto a TFTP server, or onto a PC or
Macintosh running ZMODEM. (The segment attaching the PowerHub system to the
TFTP server must have an IP interface. To add an IP interface to the segment, usethe

i padd-interface command. See Section 4.3.4.4 on page 64 for instructions.)

Download the upgrade files from the TFTP server, PC, or Macintosh onto the Flash

Memory Module.

Boot the PROM Programming Utility (contained on the Flash Memory Module).
Install the upgrade.

Reset the system under the new PROM.

The following procedure describes how to perform these steps.

CAUTION: Do not turn the hub off while the PROM is being upgraded. 1f you do,
the hub will stop operating and you will not be able to boot the software. In the
unlikely event of apower failure during the PROM upgrade, contact FORE Systems
TAC for information on physically replacing the PROM.

NOTE: As described in Section 2.3.6 on page 27, the Flash Memory Module is an
EEPROM. One of the characteristics of EEPROMS s that data can be read from them
very rapidly, which makes them very useful for booting. However, reprogramming
EEPROMSs takes longer than reading information from them, and takes longer than
writing information to a hard drive or floppy diskette. Consequently, you can expect
this procedure to require from 25 to 40 minutes, depending upon the size and number
of filesyou transfer.

CH.6
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To upgrade the Packet Engine boot PROM:

(1) ReadtheRelease Notesor PROM Upgrade Instructionsthat came with the PROM
upgrade. The noteswill describe any changesto this procedure, and will tell you
whether the floppy diskette includes an upgrade of the PROM Programming
Utility (ppu- 6pe). If the floppy diskette does contain an upgrade PROM
Programming Ultility, make sure you copy the utility along with the new boot
PROM in this procedure.

(2) Connect the PC or Macintosh to the TTY1 port on the PowerHub system, if you
have not already done so. For information about how to assemble the cable, see
Section 4.3.2 on page 55.

(3) Copy the upgrade files (6pe. pr mand ppu- 6pe) from the floppy diskette onto a
TFTP server or onto the hard drive of the PC or Macintosh. Unless specified
otherwise in the software upgrade notes, you need to copy only these files.

(4) Copy the files from the TFTP server, PC, or Macintosh onto the hub’'s Flash
Memory Module.

* |If you copied the files onto a TFTP server, issue the following command at the
hub’ s runtime command prompt:

tftp get [-h <host>] <renfile> <locfile>
where:
- h <host > Specifies the | P address of the TFTP server. Unlessyou have

already specified adefault TFTP server usingthet f t p set
command, you need to include this argument. For information
onthet ft p set command, see the PowerHub Software
Manual, V 2.6 (Rev C).

<renfile> Specifies the name of the remotefile. Specify the namethat is
meaningful to the TFTP program on the server. For example, if
the server containsasubdirectory called f or e and thisdirectory
is specified asthe TFTP home directory, do not specify f or e as
part of the file name.

NOTES. Some TFTP servers require that the remote file name exist on the server
before you can write to that file name. If your server requires that the file name
already exist, create a short file (hnamed the same as your configuration file) on the
server, then specify that file namefor <renfil e>.

Also, on some TFTP servers, including servers running Sun/OS 4.x, files that you
overwrite on the server are not properly truncated. When you overwrite an existing
file on the TFTP server, if the older version of the file is longer than the new file, the
older version is not truncated properly by the server. As a result, the new version of
the file contains part of the older version of thefile.

<l ocfil e> Specifies the file name on the Flash Memory Module. Specify
the names 6pe. pr mand ppu- 6pe.
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 If you copied the file onto a PC or Macintosh that is running ZMODEM:

(@) Start theterminal emulation program on your PC or Macintosh, if you have
not already done so. Make sure you select the ZMODEM protocol, set for a
32-hit CRC.

(b) Reboot the system. Watch the boot messages displayed on the management
terminal until the following message is displayed:

Hit any key to abort boot [<seconds>]

where <seconds> counts down from five seconds. While the system is
counting down the seconds, press any key. The <PROM 6pe> command
prompt will be displayed on the management terminal.

(c) From the <PROW 6pe> prompt on the hub, issue the following command™:
Zrecei ve

NOTE: Some terminal emulation programs transfer files to the PowerHub system
faster than the EEPROM (Flash Memory Module) can accept the data. If this occurs,
your terminal emulation application might display CRC error messages. You can
safely disregard these messages. They indicate that the EEPROM is not able to accept
more data until the data already received is written onto the EEPROM. The terminal
emulation application will continue to send the remaining portion of the file until all of
the fileiswritten to the EEPROM.

()

(d) Use the terminal emulation application on the PC or Macintosh to use
ZMODEM to send the 6pe. prm and ppu- 6pe files to the hub. The
procedure for sending the files depends upon your application. See your
ZMODEM documentation for details.

At the <PROM 6pe> or runtime command prompt, enter the following command,
then press Enter:

nvram set | ocbdfile bootdef. ppu

This command changes the boot definition file from boot def (which loads the
system software) to boot def . ppu, which loads the PROM Programming
Utility.

NOTE: If the upgrade diskette contains an upgrade of the PROM Programming Utility
(ppu- 6pe), make sure you have copied it onto the Flash Memory Module, using the
appropriate instructions in Step 4.

1. The PowerHub boot PROM contains commandsin additionto zr ecei ve, zsend, and the other commands documented
in Chapter 10. The additional commands are used by FORE Systems TAC and can give unexpected results. Usethe additional
commands only if advised by FORE Systems TAC.
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(6) Issue one of the following commands to reboot the system:
* From the <PROMt 6pe> prompt, issuetheboot f mcommand.

* From the runtime command prompt, issuethe mgnt r eboot command.

NOTE: If the boot order isn or nm (netboot or netboot first), you must interrupt the
boot process, when prompted, to access the <PROW 6pe> prompt. From the
<PROM 6pe> prompt, issue the boot f mcommand to boot from the Flash Memory
Module.

This causes the system to boot the PROM Programming Utility.

(7)  When the utility is booted, a display similar to the following appears. The actual
options and numbers might differ, depending upon the options available.

PROM Progranming Utility Main Menu
(1) Display ethernet address
(2) Change ethernet address
(3) Reboot
(4) Program the 6pe MAIN PROM

Pl ease enter the nunber of your selection:

(8) Select the option for programming the boot PROM (ex: “Program the 6pe
MAI N PROM'). The following example shows the types of system messages you
will see as the boot PROM is being upgraded.

Loading file "6pe.prni: ???? records, ???? bytes
Erasing. ..

Progranmi ng. ..

Verifying...

Progranmi ng operation conplete

The steps for erasing and programming each take about five to ten seconds. The
verification step takes less than one second.
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(9)

(10)

(11)

(12)

Reset the hub by entering the Reboot selection number at the following prompt
and press enter:

Pl ease enter the nunber of your selection:

Watch the boot messages displayed on the management terminal until the
following message is displayed:

Ht any key to abort boot [<seconds>]

where<seconds> countsdown from five seconds. Whilethe systemiscounting
down the seconds, press any key. The <PROW 6pe> command prompt will be
displayed on the management terminal.

At the <PROM 6pe> command prompt, enter the following command, then press
Enter:

nvram set | ocbdfile bootdef
This command changes the boot definition file from boot def . ppu back to
boot def , which loads the system software.
I ssue the following command, then press Enter:

boot
This resets the system under the new PROM and boots the system software.

Verify that the Packet Engine boot PROM has been upgraded successfully by
issuing the mai n ver si on command. This command displays the currently
installed versions of the system software and the Packet Engine boot PROM. For
information about this command, see Section 8.3 on page 139.
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6.2 UPGRADING THE SYSTEM SOFTWARE

To upgrade the system software, you copy the new image file (6pe) from the floppy
diskette onto the hub’s boot source(s). The following procedures describe how to do this.

Upgrades for the system software are shipped on 3-1/2" HD floppy diskettes that
can be read by DOS-compatible machines. The procedure for upgrading the system
software depends upon the boot source(s). Perform the applicable procedures for each
boot source you plan to use for the hub, including any boot source you specify as the
secondary source using thenvr amset bo command (see Section 11.4 on page 214).

Y ou also can use the following procedures to upgrade the FDDI software. Where a
procedure specifies the file name 6pe, substitute the file name 6f ddi .

6.2.1 Installing the Upgrade onto the Netboot (TFTP) Server

NOTE: This procedure assumes that you have aready configured the BOOTP server,
TFTP server, client hub, and gateway hub (if applicable) for network booting. If you
have not configured these devices for booting the software, see Section 4.3.4.2 on
page 61, then return to this procedure.

Also, the segment attaching the PowerHub system to the TFTP server must have an IP
interface. To add an IP interface to the segment, usethei p add-i nterface
command. (See Section 4.3.4.4 on page 64 for instructions.)

To install a system software upgrade onto your netboot TFTP server:

(1) Createanew subdirectory onthe TFTP server for the new system software image
file. If the netboot directories on your server follow the naming convention
recommended in Section 4.3.4.2 on page 61, name the new directory as follows:

fore/ ph/ i mages/ <versi on>

where <ver si on> is the software version you are installing (ex: 6-2. 6. 3. 0,
6-2.6.3.1,6-2.6.3.2,and soon).

(2) Copy the image file for the new system software (6pe) from the floppy diskette
onto the TFTP server.

(3) Edit the pathname of the system software image file listed in the boot definition
file on the TFTP server. For example, if the boot definition file contains the
following line:

forel/ ph/inages/ 6-2.6.3.0/6pe
Change the line to the following:

forel/ ph/i nages/ <versi on> 6pe
where <ver si on> is the software version you are installing (ex: 6- 2. 6. 3. 0,
6-2.6.3.1,6-2.6.3.2,andsoon).

(4) Resetthehub. Provided the procedureis successful and your primary boot source
is the network, the system boots the new system software.
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(5) Verify that the system software has been upgraded successfully by issuing the
mai n ver si on command. This command displays the currently installed
versions of the system software and the Packet Engine boot PROM. For
information about this command, see Section 8.3 on page 139.

6.2.2 Installing the Upgrade onto the Flash Memory Module

To install the system software upgrade onto the Flash Memory Module, you must
copy theimage file (6pe) from the floppy diskette onto another device (TFTP server, PC,
Macintosh, and so on), then copy it from that device onto the Flash Memory Module.
Use one of the following procedures:

* |f thedeviceisaTFTP server, use the procedurein Section 6.2.2.1.

* If the device is a PC or Macintosh that supports ZMODEM, use the procedure in
Section 6.2.2.2 on page 117.

6.22.1 TFTP Server

NOTE: The segment attaching the PowerHub system to the TFTP server must have an
IPinterface. To add an IP interface to the segment, usethei p add-i nterface
command. (See Section 4.3.4.4 on page 64 for instructions.)

To ingtall a system software upgrade onto the Flash Memory Module using a TFTP
server:

(1) Copy theimagefilefor the new system software from the floppy diskette onto the
TFTP server.

(2) Copy the image file for the new system software from the TFTP server onto the
Flash Memory Module by issuing the following command at the hub’s runtime
command prompt:

tftp get [-h <host>] <renfile> <locfile>
where:
- h <host > Specifies the I P address of the TFTP server. Unlessyou have

aready specified adefault TFTP server usingthet f t p set
command, you need to include this argument. For information
onthet ft p set command, see Chapter 4 in the PowerHub
Software Manual, V 2.6 (Rev C).

<renfile> Specifies the name of the remote file. Specify the namethat is
meaningful to the TFTP program on the server. For example, if
the server containsasubdirectory called f or e and thisdirectory
is specified asthe TFTP home directory, do not specify f or e as
part of the file name.
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NOTES. Some TFTP servers require that the remote file name exist on the server
before you can write to that file name. If your server requires that the file name
aready exist, create a short file (named the same as your configuration file) on the
server, then specify that file namefor <renfi | e>.

Also, on some TFTP servers, including servers running Sun/OS 4.x, files that you
overwrite on the server are not properly truncated. When you overwrite an existing
file on the TFTP server, if the older version of the file is longer than the new file, the
older version is not truncated properly by the server. As aresult, the new version of
the file contains part of the older version of thefile.

<l ocfil e> Specifies the file name on the Flash Memory Module. Specify
thename 6pe.

When you complete this step, the image file for the new system software should
be present on the Flash Memory Module, with the file name 6pe. To verify this,
issue the following command: mgnt |i stdir (or mgnt dir).

(3) After the file is successfully transferred, reset the hub. You can do this by
pressing the reset switch (RST) on the Packet Engine or by issuing the
mgnt r eboot command. Provided the procedureis successful, the system boots
the new system software.

(4) Verify that the system software has been upgraded successfully by issuing the
mai n ver si on command. This command displays the currently installed
versions of the system software and the Packet Engine boot PROM. For
information about this command, see Section 8.3 on page 139.

6.222 ZMODEM

Reprogramming EEPROMSss takes longer than reading information from them, and
takes longer than writing information to a hard drive floppy diskette. Consequently, you
can expect this procedure to require from 25 to 40 minutes, depending upon the size and
number of filesyou transfer.

To install a system software upgrade onto the Flash Memory Module using a PC or
M acintosh that supports ZM ODEM:

(1) Connect the PC or Macintosh to the TTY1 port on the PowerHub system, if you
have not already done so. For information about how to assemble the cable, see
Section 4.3.2 on page 55.

(2) Copy the new image file (6pe) for the system software from the floppy diskette
onto the hard drive on the PC or Macintosh. Unless specified otherwise in the
software upgrade notes, you need to copy only thisfile.

(3) Start the terminal emulation program on your PC or Macintosh, if you have not
aready done so.
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(4) Reboot the hub. Watch the boot messages displayed on the management terminal
until the following message is displayed:

Ht any key to abort boot [<seconds>]

where <seconds> counts down from five seconds. While the system is
counting down the seconds, press any key. The <PROM 6pe> command prompt
will be displayed on the management terminal .

(5) From the <PROM 6pe> prompt on the hub, issue the following command:
zreceive

(6) Inthetermina emulation application on the PC or Macintosh, select the 6pe file
and start the file transfer. The procedure for sending the file depends upon your
ZMODEM application. See your ZMODEM documentation for details. Make
sure you select the ZMODEM protocol, set for a 32-bit CRC.

NOTE: Some terminal emulation programs transfer files to the PowerHub system
faster than the EEPROM (Flash Memory Module) can accept the data. If this occurs,
your terminal emulation application might display CRC error messages. You can
safely disregard these messages. They indicate that the EEPROM is not able to accept
more data until the data already received is written onto the EEPROM. The terminal
emulation application will continue to send the remaining portion of the file until all of
the file iswritten to the EEPROM.

When you complete this step, the image file for the new system software should
be present on the Flash Memory Module, with the file name 6pe. To verify this,
issue the following command at the <PROM 6pe> prompt: | s

(7)  After the file is successfully transferred, reset the hub. You can do this by
pressing the reset switch (RST) on the Packet Engine or by issuing theboot f m
command. Provided the procedureis successful, the system bootsthe new system
software.

(8) Verify that the system software has been upgraded successfully by issuing the
mai n ver si on command. This command displays the currently installed
versions of the system software and the Packet Engine boot PROM. For
information about this command, see Section 8.3 on page 139.
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Part 3: Configuration

This part describes how to issue commands, then describes the commands you use to
configure the PowerHub 6000.

NOTE: The commands described in this part do not configure the hub for
bridging or routing:

« For information on configuring the hub for bridging and IP routing, see the
PowerHub Software Manual, V 2.6 (Rev C).

 For information on configuring the hub for AppleTak, DECnet, IPX, or IP
Security, see the PowerHub Supplementary Protocols Manual, V 2.6
(Rev C).

This part contains the following chapters:
Chapter 7:  Getting Started with the User Interface

Describes the user interface, and how to issue commands,
access help, use the command history, and define command
aliases.

Chapter 8:  The Main Subsystem

Describesthe commandsfor changing the password, saving
and reading environment files, turning on scroll control, and
performing other session-related tasks.

Chapter 9:  The Management Subsystem

Describes the commands for Port Monitoring, automatic
segment-state detection, and other configuration and
management features.

Chapter 10: The Boot PROM Commands
Describes the Packet Engine boot PROM commands.
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Chapter 11:  The NVRAM Subsystem

Describesthe NVRAM configuration commands.
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/ Getting Started with the
User Interface

This chapter describes the user interface and how to issue commands. In addition, this

chapter describesthe global commands, which you can useto perform the following tasks:

Reboot the software. (See Section 7.2 on page 124.)

Login. (See Section 7.4 on page 127.)

Log out. (See Section 7.5 on page 128.)

Access a subsystem. (See Section 7.6 on page 128.)

Get on-line help. (See Section 7.7 on page 130.)

Use the command history. (See Section 7.8 on page 132.)
Define and use command aliases. (See Section 7.9 on page 134.)
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7.1 GLOBAL COMMANDS

Table 7-1 lists and describes the global commands, indicates whether they are valid
under root or monitor capability, and lists the section that contains information about how
to use the command.

TABLE 7-1 Global commands.

Command and Description Capability*  See...

al i as| al [ <nane>] RorM 79
[ <nanme> <def >]

Lists current command aliases or defines anew alias.

at al k RorM 7.6
Accesses the AppleTak subsystem.

bridge RorM 7.6
Accesses the bridge subsystem.

bye RorM 75
Ends a command-line session. Equivalent tothel ogout command.

dec Ror M 7.6
Accesses the DECnet subsystem.

f ddi RorM 7.6
Accesses the FDDI subsystem.

findcmd| fcnd [ <conmand>] RorM 772

Liststhe subsystem in which the specified commandislocated. If <command>
is not specified, lists all commandsin all subsystems.

hel p| h [ <conmand>] RorM 7.7.3
Displays on-line help for the specified command. If no command is specified, 7.7.4
displays on-line help for al commands within the current subsystem. 775
hi st ory| hi RorM 7.8

Displays the command history (up to 32 commands) for the current on.

hi st chars| hch <chl> [ <ch2>] Ror M 78.1
Displays or changes the history-control characters. 7.8.2
ip RorM 7.6

Accesses the | P subsystem.

*R= Root, M=Monitor.
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TABLE 7-1 (Continued) Global commands.

Command and Description Capability*  See...

i pm RorM 7.6
Accesses the P Multicast subsystem.

i px RorM 7.6
Accesses the IPX subsystem.

| ogout |l o RorM 75
Ends a command-line session. Equivalent to the by e command.

mai n RorM 7.6
Accesses the main subsystem.

nmgmnt Ror M 7.6
Accesses the management subsystem.

nvram RorM 7.6
Accesses the NVRAM subsystem.

ospf RorM 7.6
Accesses the OSPF subsystem.

rip RorM 7.6
Accesses the RIP subsystem.

snnmp Ror M 7.6
Accesses the SNMP subsystem.

subsystens| ss RorM 7.6

Displays alist of all the subsystems.

tcpstack RorM 7.6
Accesses the TCP subsystem.

tftp RorM 7.6
Accesses the TFTP subsystem.

unal i as| ual <nane> RorM 7.9.4

Removes a command dlias.

*R= Root, M=Monitor.

PowerHub commands are grouped into subsystems. You can access the global
commands (listed in Table 7-1) from any subsystem. If you want to be able to issue
additional commands (ex: i p pi ng) from any subsystem, you can create aliases for the
commands as described in Section 7.9 on page 134.
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CH. 7

/7.2 REBOOTING THE POWERHUB SOFTWARE

Y ou can boot (or reboot) the system software using any of thefollowing methods:

» Pressthereset switch (labeled RST), located on the front of the Packet Engine.

* Issuethengmnt r eboot command. (See Section 9.3.1 on page 157.)

* Issuetheboot (b) command at the <PROM 6pe> prompt.

» Turn the power supplies off, then back on.

The following example shows the types of boot messages you will see.

FORE Systens Power Hub 6000 Packet Engi ne
Prom version: 2.5 (sl1l.61) 1995.04.19 09: 35
| -cache 16K K

entering cached code

| -cache execution K

D-cache 4K OK

SRAM 128K K

DRAM . ............. 7680K OK

Shared Menory ...2048K XK

Entering Monitor

Flashinit: found 2MB Fl ash Menory Modul e

Board Type: 6PE , CpuType: MCPU, Instance:

Et her net address: 00-00-ef-01-e4-80

(nornal start)

Hit any key now to abort boot : [5]:

Trying flash nodul e boot. ..

Boot definition file: fmbootdef (default)
Usi ng di sk bootdef, parsed as version O
Loading file "fm 6pe" (AB fornat)

File | oading conplete

... hardware set-up nessages omitted for brevity.
...Ssegnent set-up nmessages onitted for brevity.
...cfg file read, if present on boot source.

| ogi n:
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/7.3 ISSUING COMMANDS

Regardless of whether you are accessing the PowerHub 6000 through a TTY
(RS-232) port or through a TELNET session, you issue commands at a command prompt
such as the one shown in Figure 7-1:

Command
Number ——» 1: Power Hub: mai n# ¢

f

System (hub) Management
Name Capability

Subsystem

FIGURE 7-1 PowerHub command prompt.

As shown in Figure 7-1, the command prompt has four components:

Command Number  The sequential number of thecommand in thissession (similar
to acommand number in the UNIX C-shell).

When you issue a carriage return, the hub attempts to execute
the command you have entered at the command prompt. A
message or data (if requested) is displayed, then a new
command prompt is displayed.

System Name The name assigned to this PowerHub 6000. The default name,
Power Hub, can be changed using thengmt sysnane
command. (See Section 9.3.3 on page 158.)

Subsystem The name of the subsystem currently in use. Commandsissued
at the command prompt must either be global commands or
commands within the current subsystem.

Management Capability

Indicates whether the session isin monitor capability or root
capability:

> Indicates monitor (display only) capability.
Monitor capahility lets you display statistics
and read configuration information. You
cannot issue commands that change the
configuration, clear statistics, or modify
internal tables.

# Indicates root (configuration) capability.
Root capability letsyouissue any command.

NOTE: If you start auser session andthel ogi n: prompt isdisplayed, rather than the
command prompt, you must enter the appropriate password before proceeding. (See
Section 7.4.)
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The command prompt described in this section lets you issue system software
commands. The <PROM 6pe> prompt also can be used to issue some commands,
including NVRAM commands, but does not allow most system software commands. See
Section 2.3.8 on page 28 and Section 3.1 on page 43 for information on the <PROW 6pe>
prompt.

7.3.1 Entering and Editing Command Text

All commands are typed at the command prompt using a keyboard attached to the
workstation, terminal, or PC you are using as a management station. The management
station must be attached to the TTY1 port or connected to the hub through a TELNET
session.

Commands and arguments are case-sensitive and should be entered only as shown in
the manual or on-line help. Each command must fit on asingle line and cannot exceed 128
charactersin length. The keys you use to edit and issue commands are the standard keys
used on most UNIX workstations:

e To issue a command, enter the command name and arguments (if needed) after the
command prompt, then press Enter or Return.

» Toeraseindividua charactersin acommand, use the Backspace or Delete key, or the
EraseChar character assigned in your TELNET session (usually CTRL + H).

» To cancel an entire line of input, use the reassign character (usually CTRL + U).

» To control the scrolling of output on the terminal, use CTRL + Sto stop the flow and
CTRL + Q to resume the flow. Y ou can set the scroll amount using thermai n stty
commands. (See Section 8.7 on page 143 for information.)

* You can use commands in the tcpstack subsystem to display or change the key
sequences used in current sessions, TELNET sessions, or all sessions. For more
information about these commands, see Chapter 3 in the PowerHub Software Manual,
V 2.6 (Rev C).

7.3.2 Terse Forms

For most commands and arguments, you can save keystrokes by using a terse form.
A terse formisan abbreviation for acommand or argument. Y ou can enter either the full
form or the terse form of any command or argument.

The on-line help and this book show the terse forms of commands and arguments
along with the fully spelled out forms. See pageiv for information about how terse forms
are shown.
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7.4 LOGGING IN

Unless you set the Lock Switch (or the Lock Switch jumper) on the Packet Engine to
Locked, you do not need to log in to the hub to use the command-line interface. To access
the command-line interface, you simply attach a modem or management terminal to the
TTY1 port and boot the software. (See Section 4.3 on page 52.)

If you set the Lock Switch jumper (or the Lock Switch jumper) to Locked, the hub
displays the | ogi n: prompt when you boot the software. You must enter “r oot ” or
“moni t or,” then enter a password. The password you enter depends upon the
management capability you specify:

* If you specify “noni t or ,” enter the monitor password.
* If you specify “r oot ,” enter the root password.

See Section 7.3 for information on the management capabilities. See Section 5.12 on
page 103 for the procedure to change the setting of the Lock Switch jumper.

When the hub is shipped from the factory, the password for each management
capability is blank. At the password: prompt, just press Enter. To set or change a
password, use the mai n passwd command. For information about the mai n passwd
command, see Section 8.4 on page 139.

7.4.1 Baud Rates

When you first boot the software, the PowerHub 6000 uses the default baud rates for
its TTY ports: 9600 for TTY1 and 1200 for TTY2. The first time you access the user
interface on the hub, the management terminal or modem attached to the TTY1 port must
be set to 9600 baud. If you need to use a different baud rate, you must use the ngnt
set baud command to specify the baud rate you need. See Section 9.7.1 on page 182
for instructions on setting the baud rate for aTTY port.

NOTE: When you set the baud rate using the mgnt set baud command, the
rateisrecorded in NVRAM. However, the baud rates recorded in NVRAM are
not used if the Lock Switch or the Lock Switch jumper switch is set to
Unlocked. The baud rates stored in NVRAM are ignored and the default rates
are used instead.
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7.5 LOGGING OoUT

To log out from a PowerHub session, issue one of the following commands:
* bye
* | ogout

These commands end the session from which the command isissued, but do not affect
other user sessions on the hub. You can end al sessions on the PowerHub 6000 by
powering down the hub or rebooting. (See Section 7.2.)

7.6 ACCESSING A SUBSYSTEM

The PowerHub commands are organized into subsystems. Each subsystem contains
commands that pertain to a particular aspect of PowerHub configuration or management.

Table 7-2 lists and describes the PowerHub subsystems. The subsystems are not
organized hierarchically. Y ou can switch the focus of the command line to any subsystem
by entering its name at the command prompt, then pressing Enter. Hereisan example:

4: Power Hub: mai n# ngnt
5: Power Hub: mgnt #

Notice that the subsystem portion of the command prompt changes to indicate the
current subsystem.

TABLE 7-2 PowerHub subsystems.

Subsystem Useto...
atalk Configure segments for AppleTalk routing.
bridge Configure segments for |EEE 802.1d bridging,

configure Spanning-Tree parameters, enable or
disable segments, and apply filtersto bridge

packets.
dec Configure segments for DECnet routing.
fddi Display FDDI standard and proprietary MIB

objects, display FDDI statistics, and adjust the
T-REQ and TV X hardware timers.

ip Configure segments for IP routing.
ipm Configure segments for IP Multicast routing.
ipX Configure segments for IPX routing.
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TABLE 7-2 PowerHub subsystems.
Subsystem Useto...

main Display software versions, set passwords, access
and create timed commands and environment files,
change management capability, allocate DRAM,
and display how long the system has been up.

mgmt Display hardware information, configure hardware
parameters, use configuration files, and monitor
segment traffic.

nvram Configure netboot parameters.

ospf Configure the hub as an OSPF router.

rip Configure the hub for RIP route reporting.

snmp Configure SNMP communities and managers.

tcpstack Configure TELNET command sequences, display
and kill TELNET sessions, and display TCP and
UDP tables.

tftp Upload, download, and display filesona TFTP
Server.

This manual describes the subsystems used to configure and manage the hub itself,
but does not describe the subsystems used to configure the hub for bridging and routing:

» For information on the subsystems for bridging, TCP, IP routing, IP Multicasting,
RIP, and SNMP, see the PowerHub Software Manual, V 2.6 (Rev C).

 For information on subsystems for AppleTalk, DECnet, and IPX routing, as well as
| P security, see the PowerHub Supplementary Protocols Manual, V 2.6 (Rev C).

* For information about the subsystem for OSPF, see the Power Hub OSPF Addendum.

When you begin a session, the command prompt beginsin the main subsystem.

Y ou also can issue acommand located in a particular subsystem from within another
subsystem by prefacing the command with the name of its subsystem, as shown in the
following example:

5: Power Hub: mai n# ngnmt showcf g
Accel erator board is present. Accelerator I10OP is being used.
Install ed DRAM Si ze: 16 MB
ttyl: not set - using 9600 baud
tty2: not set - using 9600 baud
PE: slot 1
PML: not present
PM2: present and good
01/01 UTP urp urp urp urp urp
urp urp urp urp urp urp
6: Power Hub: mai n#
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In this example, the physical configuration of the PowerHub 6000 is displayed by the
management (mgmt) subsystem’s showcf g command. Note that the command prompt
displayed following the output is still set to the main subsystem.

/.7 GETTING ON-LINE HELP

The PowerHub 6000 contains on-line help for each subsystem and command. At any
time, you can display:

e A list of al the PowerHub subsystems.

» Alist of al the commandsin each subsystem or in a particular subsystem.
» The subsystem(s) that contains a particular command.

» Complete syntax information for a specific command.

In addition, if you issue a valid command, but with incorrect syntax, the PowerHub
software automatically displays syntax information for that command.

7.7.1 Displaying a List of Subsystems

Asdescribed in Section 7.6, the PowerHub commands are organi zed into subsystems.
At any time, you can display alist of the PowerHub subsystems by issuing the following
command:

subsyst ens (or ss)

Hereisthe display produced by this command:

1: Power Hub: nai n# subsyst ens

atal k bridge dec fddi ip ipmipx main nmgnt nvram ospf rip snnmp tcpstack
tftp

2: Power Hub: mai n#

To access a subsystem listed by subsyst ens, type the subsystem name at the
command prompt, then press Enter.

7.7.2 Displaying a List of All the Commands

Todisplay alist of all the commandsin al of the subsystems, issue this command:
findcnd (or f cnd)

The commands are grouped by subsystem, and displayed in alphabetical order within
each subsystem. The global commands are shown first.

NOTE: If theinformation scrolls by too quickly for you to read, you can use the
mai n stty command to control scrolling. (See Section 8.7 on page 143 for
information.)
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7.7.3 Displaying a List of Commands Within a Subsystem

To display a list of al the commands within a specific subsystem, do one of the

following:

» Access the subsystem, then issue the following command: hel p

* |ssuethe following command:
<subsystenr hel p| h

where:

<subsyst enr Isthe name of the subsystem for which you want to display alist of

commands.

All the commands within the subsystem are listed. In the following example, this
command is used to list all the commands in the main subsystem.

2: Power Hub: mai n# hel p
Mai n subsyst em conmands

getnmem | gm
logout | lo
readenv | rdenv
saveenv | svenv
sysuptinme | sup
version | ver

help | h
passwd | pw
stty | sy

setuser | su
timedend | tc

7.7.4 Listing the Subsystem That Contains a Particular Command

To list the subsystems that contain a particular command, issue the following

command:
findcnmd| fcmd [ <conmand>]

where:

<conmand> Is the command name.

Here is an example:

3: Power Hub: mai n# findcnd showcf g
at al k: showcf g| scf
bri dge: showcfg| scf

i p: showcf g| scf

i pm showcf g| scf

i px: showcf g| scf
nmgnt : showcf g| scf
ospf: showcfg| scf
rip: showcf g| scf
snnp: showcf g| scf
tcpstack: showcfg| scf

In this example, all subsystems that contain the command showcf g arelisted. The
information displayed by the showcf g command differs depending upon the subsystem

from which it isissued.
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7.7.5 Displaying Syntax Information for a Command

To display complete syntax information for a specific command, issue the following
command:

hel p| h <conmmand>
where:

<conmmand> Specifies the command for which you want to display syntax
information. You must specify either aglobal command or a
command within the current subsystem.

Here is an example of the use of this command:

4: Power Hub: mai n# hel p | ogout
| ogout |l o
cl oses current command-|ine session

NOTE: If you specify a valid command name for <conmand>, but no help text is
displayed, make sure the command is part of the current subsystem. If the command is
part of a different subsystem, change to that subsystem, then reissue the
hel p <command>.

7.8 USING THE COMMAND HISTORY

For each session, the PowerHub software maintains a history of the 32 most recently
issued commands. Using the history commands, you can display the command history,
reissue commands, or edit and reissue commands.

To display the 32 most recently issued commands, issue the hi st or y command.

To reissue or edit commands listed in the command history, use the history control
characters. Here are the default history control characters:

! History-prefix character.
n Quick-substitution character.

Y ou use the history control characters to form commands to reissue (or modify and
reissue) commands from the command history. Here are the history commands you use to
edit and reissue commands listed in the command history. The syntax is shown using the
default history characters.

I Repeats the previous command.

I <n> Repeats acommand listed in the command history, where <n>
indicates the number of the command as listed in the history.

400-1464-0001, Rev C, Issue 1,V 2.6 PowerHub 6000 Installation and Configuration Manual



SEC. 7.8

l <-j>

| <substring>

N<ol d>" <news>
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Issues a previously issued command, where <i > is the offset
back from the current command. For example, the command
! - 1 givesthesameresultsas! !, reissuing the previous
command.

Repeats a previous command that begins with the string
identified by <subst ri ng>.

Modifies, then reissues the previous command, where <o/ d>
indicates the string to be replaced with <news.

7.8.1 Displaying and Changing the History Control Characters

Usethehi st char s command to display the current history control characters.
To change the history control characters, issue the hi st char s command with one

or both optional arguments:

hi st char s| hch <hi st-char> [ <qui ck- char >]

where:
<hi st - char >

<qui ck- char >

Specifies the new character you want to use in place of the current
history-prefix character.

Specifies the new character you want to use in place of the current
quick character.

Here is an example of the use of this command:

hi story sub:

5: Power Hub: mai n# hi stchars

qui ck sub: ~

7.8.2 Changing Only the Quick-Substitution Character

Although the history-prefix character is normally used only at the beginning of the
command line, it is recognized and active anywhere on the command line. To turn off the
special meaning of the history-prefix character, preface it with a backslash. Y ou must do
this, for example, to issue a hi st char s command that changes the quick-substitution
character but not the history-prefix character. Hereis an example:

hel p | ogout
| ogout|lo

6: Power Hub: mai n# hch \!~*
7: Power Hub: mai n# !4

cl oses current conmand-|ine session
8: Power Hub: mai n# "l ogout *sysupti me
Shows the tine of last reboot or the time el apsed since |ast reboot
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7.9 USING COMMAND ALIASES

The command-line interface provides an alias mechanism that lets you issue
frequently-used commands with just a few keystrokes. Each time you need to issue the
command, you can type the dlias instead of the command itself. The PowerHub alias
mechanism is asimplified version of the alias mechanism in the UNIX C-shell.

Aliases are loca to the current command-line session. That is, they are not
remembered across logins or resets of the PowerHub 6000 unless you save them to an
environment file. Each user session can have up to 32 aliases. Y ou can store aliasesin an
environment file by issuing the mainsaveenv <file-name> command (see
Section 7.9.3). See Section 8.10 on page 149 for information about environment files.

In general, when you issue an alias from the command line, it must be the first item
after the command prompt. However, you can enter a subsystem name before the alias; for

example:
mgm  box
where:
ng I's the subsystem name.
box Isthe dlias.

You also can use an alias to make a frequently used command global; for example:
al i as box mgm showcf g.

In addition to entering an dias directly from the command line, you can use an dias
as part of atimed command. (See Section 8.9 on page 145 for information about timed
commands.) When thetimed command is activated, the command represented by the alias
isissued.

7.9.1 Defining an Alias

To define an alias, issue the following command:
alias|al <string> <conmand>

where:
<string> Isthe string you want to type in place of the command.
<conmmand> Is the command (including arguments) to which you want to assign

the specified dias.

For example, to define“?” asan diasfor “hel p,” type:

9: Power Hub# alias ? help
Added ?: hel p
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The PowerHub software acknowledges that it has added ? to its list of aliases. To
define“hi st " asan aiasfor “hi st ory,” issue the following command:

10: Power Hub# al i as hist history

Note that only one level of alias substitution is performed. That is, strings within an
alias definition are not checked against the alias list. For instance, in the following
example, the“?” diasfor hel p still works even though “hel p” isdefined asan aliasfor
subsyst ens.

11: Power Hub# al i as hel p subsystens
12: Power Hub# hel p
atal k bridge dec fddi ip ipmipx main nmgnt nvramrip snnp tcpstack tftp

13: Power Hub# ?
d obal commands:

hi story| hi show command hi story
... help listing continues

7.9.2 Displaying an Alias

To display the definition of an alias, issue the following command:
alias|al [ <string>]

where:

<string> Istheaiasfor which you want to display the definition. 1f you do not
specify an dlias, all aliases defined for the current session are
displayed.

Here is an example of the display produced by this command:

14: Power Hub: mai n# al i as
? hel p
hel p  subsystens

7.9.3 Saving and Loading an Alias

Aliases apply to the current command-line session only. For example, if you define
aliases within a TTY1 session, then open a TELNET session, the aliases are not available
to the new session. Moreover, if you end the current session without saving the aliases
defined during that session, they arelost.

There are several ways to save aliases. The easiest way is to save them to an
environment file using the following command:

mai n saveenv <file-nane>

Y ou also can manually add aliasesto afile, thentypemai nr eadenv <fi/ e- nane>
to read (load) them in each time you log in. Note that environment files contain other
session parameters in addition to aliases. For information about environment files, see
Section 3.2 on page 44 and Section 8.10 on page 149.
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Alternatively, you can place the aliases in an externa file on your management
station, then load them into the command-line session each time you log in. For example,
if your management terminal isa PC running Kermit, you can put theminan“al i ases”
text file on the PC, then load them into the PowerHub 6000 by escaping into the Kermit
prompt and typing “transmit aliases”. The transnit aliases command
transmitsthetext fileasif you weretypingit. On UNIX systemsrunningthet i p program,
you can use the “~>" escape to send alocal text file to the hub.

7.9.4 Deleting an Alias

To delete an dlias, issue the following command:
unal i as|ual [ <string>]
where:

<string> Isthe alias you want to delete.

Hereis an example of the use of this command:

15: Power Hub: mai n# unal i as ?
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8 The Main Subsystem

This chapter describes the main subsystem commands, which you can use to perform

the following tasks:

Display the installed PROM and system software versions. (See Section 8.3 on
page 139.)

Change the root or monitor password. (See Section 8.4 on page 139.)

Change management capability (from root to monitor, or from monitor to root). (See
Section 8.5 on page 141.)

Allocate memory for an optional protocol or the Bridge MIB. (See Section 8.6 on
page 141.)

Set screen display (stty) parameters. (See Section 8.7 on page 143.)

Display the time elapsed since the most recent reboot. (See Section 8.8 on page 145.)
Define and activate timed commands. (See Section 8.9 on page 145.)

Save or read (load) an environment file. (See Section 8.10 on page 149.)

8.1 ACCESSING THE MAIN SUBSYSTEM

To access the main subsystem, issue the following command at any command

prompt:

mai n
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8.2 MAIN SUBSYSTEM COMMANDS

CH. 8

Table 8-1 lists and describes the main subsystem commands. For each command, the
tableindicates whether it isvalid under root or monitor capability (explained in Section 7.3
on page 125), and lists the section in this chapter that contains information about the

command.

TABLE 8-1 Main subsystem commands.

Command and Description Capability*

getmem gm i px| dec| atal k| brmi b R
get men| gm ospf [ <Kbyt es>]
getmen] gm i pm [ 4k| 8K]

Allocates memory for the specified routing subsystem or MIB. If you need to
use this command, issue it as soon as you boot the software.

8.6

passwd| pw [ root| nonitor] R
Changes the password for root or monitor capability.

84.1

readenv| rdenv <file-nane> RorM
Reads the operating environment from the specified file.

8.10.2

saveenv| svenv <file-nane> RorM
Saves the current operating environment to the specified file.

8.10.1

setuser|su [root| nmonitor] RorM
Sets the management capability of the current user session.

85

stty|sy [rows <nunrows>] | [nmore|nmo enl|dis] RorM
Sets the scroll amount and enables the “more” feature.

8.7

sysupti ne| sup RorM
Shows how much time has el apsed since the system software was booted.

8.8

timedend|tc RorM
timedcmd| tc add <id> <interval (secs)> <cnd-and-args>
timedcnd| tc on| of f| del <id>

Used without arguments, displays al timed commands and their status. Used
with add, adds the specified timed command. Used with on| of f | del ,
enables, disables, or deletes the specified timed command.

8.9

versi on|ver [ <slot-nunber>| all] Ror M
Displaysthe installed versions of software.

8.3

*R= Root, M=Monitor.
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8.3 DISPLAYING THE INSTALLED SOFTWARE VERSIONS

To display the software versions running on the PowerHub system, issue the
following command:

mai n version [ <sl/ot-nunber>|all]

where:

<sl ot - nunber >| al | Specifies either a specific NIM dlot or all NIM slotsin the
chassis. If you do not specify a slot number, the command
displays the software versions (system software and boot
PROM) installed on the Packet Engine.

Here is an example of the information shown by this command. In this example, the
ver si on command isissued without an argument.

1: Power Hub: mai n# versi on
HHBHAHBHAHBHAHE S| Ot 1 HHHHHEHBHBHBHE

Card Type: Packet Engine
Serial #: 538027795
Mbdel : 6101- 00
Revi sion: B
I ssue: 1
Power Hub Version: 6-2.6.3.0 (sl1.282) 1996.03.25 16: 56
PROM Ver si on: 6pep-2.5 (sl1.61) 1995.04.19 09: 35

This example shows that the hub contains the following software:
e System software version 6-2.6.3.0.
 Packet Engine boot PROM version 2.5.

The numbersin parentheses following the software version names are used by FORE
Systems TAC and might differ from the number shown in this example.

Notice that the date and time when the final versions of the software were officially
released by the factory are listed to the right of the software versions. (The release dates
and times shown in this example might differ from those actually displayed.)

If you need to upgrade some or al of the software installed on your system, see the
PowerHub 6000 Release Notes or contact FORE Systems TAC.

8.4 SECURING ACCESS TO THE POWERHUB 6000

As shipped from the factory, the PowerHub 6000 automatically begins a
command-line session on the modem or management terminal attached to the TTY1 port.
By changing the setting of the Lock Switch jumper, you can reconfigure the software to
require a login ID (“root” or “noni t or”) and a password at the beginning of each
session. Thus configured, the hub does not accept any commands until avalid password is
provided for the requested login.
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To ensure secured access to the PowerHub 6000:
e Install the hub in a secure room and control access to the room.

» MakesuretheLock Switch (or Lock Switch jumper) on the Packet Engineisset to the
Locked position. (See Section 5.12 on page 103.)

» Change the password for root and monitor access. When the hub is shipped from the
factory, the password for each management capability is blank. Section 8.4.1
describes how to change a password.

8.4.1 Changing a Login Password

You can change the password for the “r oot ” or “noni t or ” login ID using the
passwd command. Hereisthe syntax for this command:

passwd| pw [ root| nonitor]

where:

root | moni t or I ndicates the management capability for which you are changing the
password. The defaultisr oot .

The following example shows how a password for root management capability is
changed.

31: Power Hub: passwd root

a d password: root

New password: Lablnpjo

Re-enter new password: Lablnpjo
Password changed

After you enter the new password, you are prompted to enter the old password, and
re-enter the new password.

For security, the input shown with italicized characters in this example does not
appear when actually typed on the screen.

NOTE: Thed d passwor d: promptisnot displayed if the Lock Switch or the Lock
Switch jumper isset to Unlocked. Instead, the Newpasswor d: prompt isdisplayed.
Thus, if you forget the password, you can unlock the Lock Switch, log in, enter a new
password, then reset the Lock Switch or the Lock Switch jumper to the Locked
position. (See Section 5.12 on page 103.)
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8.5 CHANGING ACCESS LEVEL (MANAGEMENT CAPABILITY)

To change your management capability during a session, issue the following
command at the command prompt:

setuser|su [root| nmonitor]
where:

root | moni t or Specifieswhether you are changing the user session to root capability
or monitor capability. The defaultisr oot .

Here is an example of how to change the management capability from root to
monitor. Note that the management-capability portion of the command prompt changes
from # to >.

32: Power Hub: mai n# setuser nonitor
passwor d: <Password entered hereis not shown on screen. >

33: Power Hub: mai n>

Toreturn to the previous management capability, issuethel ogout (| o) command.
(You cannot “nest” set user commands.) Hereisan example:

33: Power Hub: mai n> | ogout
34: Power Hub: mai n#

8.6 ALLOCATING MEMORY FOR OPTIONAL PROTOCOLS

The default configuration for the PowerHub 6000 boots with a portion of the Packet
Engine main memory (DRAM) allocated to general bridging and routing functions. This
memory issufficient for standard bridging and | P routing. However, if you plan to use any
of thefollowing additional protocols or features, you must allocate memory specifically for
their use:

o AppleTak
» DECnet
* IPX

Bridge MIB |P Multicasting
OSPF

NOTE: We recommend that you allocate memory for additional protocols or features
before you begin bridging or routing. Otherwise, the necessary memory might not be
available when you need it.
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Depending upon the amount of memory in your system, you can allocate memory for
some or al of the features listed above. (See Section 2.3.7 on page 28.)

To allocate memory for AppleTalk, DECnet, IPX, or the Bridge MIB, issue the
following command:

get mem gm i px| dec| atal k] brm b
where:

i px| dec|atal k| brmi b
Specifiesthe protocol or MIB for which you are alocating memory:
i px IPX routing protocol.
dec DEChnet routing protocol.
atal k AppleTak routing protocol.

brm b Bridge MIB.

NOTE: The memory remains allocated until you reboot. To cause memory to
automatically be allocated when the PowerHub 7000 boots, allocate memory, then save
the current configuration.

Y ou can alocate memory for a specific protocol (such as AppleTalk) only onetime
during a power cycle. For example, after thermai n get memat al k command is
issued once within a power cycle (either from within the PowerHub configuration file
or by you), the command does not affect the amount of DRAM allocated to AppleTalk.

To change the amount of DRAM allocated to a protocol or the Bridge MIB, issue the
mai n get memcommand again (specifying the amount of DRAM you want to
allocate, if applicable), save the configuration file, then reboot the hub. When you
reboot, the hub reads the new DRAM amount from the configuration file.

See Section 9.8.2 on page 188 for information about saving the configuration file.

To allocate memory for |P Multicasting, issue the following command:
get mem gm i pm [ 4k| 8K]
where:

4k| 8k Specifiesthe size of the IP Multicasting routetable. If you do not
specify asize, the default allocation (2K) is used.
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To allocate memory for OSPF routing, issue the following command:
get mem gm ospf [ <Kbytes>]
where:

<Kbyt es> Specifies how many KB of the Packet Engine's main memory you
want to allocate to OSPF. Y ou can specify an amount from 10
through 500 KB, in 1-KB increments. The defaultis500 KB.

FORE Systems recommends that you try the default allocation first.
L et the PowerHub system act as an OSPF router in your OSPF
network for afew hours, then usetheospf st at s command to
check the memory usage. If the Fr ee field shows more than 25% of
the memory is unused, you might want to change the memory
alocation to asmaller amount. (See Chapter 3 in the PowerHub
OSPF Addendum.)

In general, you want to allocate enough memory so that about 25% s
free.

If the ospf st at s command indicates memory allocation
failures (in the Tot al Aut hori zati on Fai | ures field),
you need to allocate more memory to OSPF.

8.7 SETTING THE SCROLL (STTY) PARAMETERS

8.7.1

Usethest t y commandsto control the scrolling of data displayed on the management

terminal. These commands let you:

» Enable or disable the “more” feature, which controls scrolling of information on the

Sscreen.

* Specify the maximum number of rows displayed on the management terminal at one

time when the “more’ feature is enabled.

Enabling or Disabling the “More” Feature

To enable or disable the “more” feature, issue the following command:
stty|sy nore|no [enl]|dis]
where:

enl|dis Enables or disablesthe “more” feature. When thisfeatureis
disabled, the software does not control scrolling.

If you do not specify enl or di s, the current scroll control settings are displayed, as

shown in the following example.

Power Hub: nai n# ngnt nore
Number of rows on screen set to : 24
"more' is enabl ed
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When the “more” feature is enabled, output that exceeds the number of rows you
specified is paused until you press enter or the space bar to continue, or type “q” to end the
output. Thisisshown in the following example:

Power Hub: mai n# ngnt showfil e root. env

#

# stty

#

main stty rows 24
main stty nore dis

#

# aliases

#

main alias aarp atalk at *.1

main alias br bridge s all pi,po
main alias bru bridge s all pu,cu

main alias gilligan ip ping 181.17.45.17
mai n alias skipper ip ping 191.1.45.3
main alias marianne ip ping 131.24.45.2
mai n alias ginger ip ping 131.24.45.2
-- nore [<space> <ret>q] --

As shown in this example, you can respond to the mor e prompt with any one of the
following:

Pressthe Space Bar  Scrolls the display one screen-full forward.
Press Return Scrolls the display one line forward.
Pressq Ends the display.

8.7.2 Setting the Scroll Amount

To specify the maximum number of rows that can be displayed on the terminal,
issue the following command. Note that regardless of the number of rows you specify,
the software controls scrolling only if you enable the “more” feature, as described in
Section 8.7.1.

stty|sy [rows <nunrows>]

where:

rows [ <nunrows>] Specifies the number of rows of datathat are displayed at one
time. If afile or table contains more rows than the number you
specify, the PowerHub 6000 pauses until you are ready to display
the next group of rows. If youissuethest t y command without
ther ows argument, the current scroll control settings are

displayed.

Here is an example of how to use this command.

34: Power Hub: mai n# stty rows 20
Nunber of rows on screen set to 20
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8.8 DISPLAYING TIME ELAPSED SINCE LAST REBOOT

Usethesysupt i me command to display the amount of time that has elapsed since
the last reboot of the system software. Hereis an example of the display produced by this
command:

38: Power Hub: mai n# sysupti ne
El apsed tine since |ast reboot: 217 hours, 33 minutes, 24 seconds

8.9 USING TIMED COMMANDS

When you use a command-line session to monitor network behavior, you might want
to execute certain commands regularly and repeatedly. For example, you might want to
display a bridge or route cache at regular intervals to observe frequently requested bridge
or route destinations for certain segments.

Y ou can define and activate a timed command to automatically issue any command
string at aregular interval. A timed command is similar to an alias, but is automatically
issued by the PowerHub 6000 at an interval you specify. Y ou can define PowerHub 6000
commands and even aliases as timed commands. Each user session can have up to eight
timed commands.

Table 8-2 lists the commands used to define, display, activate, and delete timed

commands.
TABLE 8-2 Timed commands.

Use command... To...

timedend|tc Display all timed commands.

timedend|tc add Add atimed command.

<id> <interval (secs)> <cnd-and- ar gs>

timedenmd|tc on <id> Start the timer for atimed
command.

timedemd| tc off <id> Stop the timer for atimed
command.

timedenmd|tc del <id> Delete atimed command.

Aswith command aliases (see Section 7.9 on page 134), timed commands are local to
the current command-line session. That is, they are not remembered across logins, at the
close of command-line sessions, or resets of the PowerHub 6000 unless you save them to
an environment file.

To save timed commands to an environment file, issue the
mai n saveenv <fil e-name> command. See Section 8.10 for information about
environment files.
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8.9.1 Defining a Timed Command

Usetheti medcnmd add command to define atimed command. Here is the syntax
for this command:

timedend|tc add <id> <interval (secs)> <cnd-and-args>

where:

<i d> Specifies the name of the timed command. When you activate
the timed command, you use this name. 'Y ou can specify an
aphanumeric string up to 15 charactersin length.

<i nterval (secs)> Specifies, in seconds, the interval at which the timed command
isreissued. Y ou can specify aminimum of 1 second.

<cnd- and- ar gs> Specifiesthe command string that isissued each timetheinterval
specified by <secs> expires. You can specify a PowerHub
command, including its arguments, or an alias.

NOTE: You must include the subsystem name in each timed command. For example,
if you create atimed command that issuesthei nt er f ace-t abl e command from
within the atalk (AppleTak) subsystem, specify the command as

atal ki nterface-tabl e (orusetheterseform: at al ki t). Otherwise, you

might get unexpected results.

Here is an example of how to define a timed command. In this example, a timed
command named “bcache” isdefined to automatically display the bridge cache every 10
seconds. A command such asthisis useful for quickly observing bridge activity.

35: Power Hub: mai n# ti medcnd add bcache 10 bridge displ ay-cache 1-6
Added bcache: 10 secs, bridge display-cache 1-6 (timer not running)

For information about the bridge subsystem and bridge cache, see Chapter 2 in the
PowerHub Software Manual, V 2.6 (Rev C).

8.9.2 Starting a Timed Command

To use atimed command, you must start the timer for the command. When you start
the timer, the command is issued when the specified timer value expires. The PowerHub
6000 continues to issue the timed command each time the interval expires until you issue
thet i medemd of f command (discussed in Section 8.9.3), or until you log out. Note that
if you issue the mai n saveenv <fj [ e- name> command while the timed command is
running, the ti medcmd on <id> command is added to the environment file.
Consequently, the timed command is started again the next time you read the environment
file specified by <fi | e- nane>.
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Usethet i medcnd on command to start the timer for atimed command. Hereisthe

syntax for this command:
timedenmd|tc on <id>

where:

<i d>

Here is an example of the use of this command. The output is produced by the

Specifies the name of the timed command for which you are starting
thetimer. Make sure you specify the name of the timed command
itself, rather than the command string associated with the timed

command.
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timed command bcache, defined in the examplein Section 8.9.1.

bcach

Port
Port
Port

Port
Port
Port

Port
Port
Port

Port
Port
Port

e:

01:
02:
03:

04:
05:
06:

01:
02:
03:

04:
05:
06:

enpty
enpty
Dest :
Dest :
Dest :
enpty
enpty
enpty

Bri dgi ng cache

enpty
enpty
Dest :
Dest :
Dest :
Dest :
enpty
enpty
Dest :

36: Power Hub: mai n# ti medcnd on bcache
started at 10 seconds interva
Bri dgi ng cache

08- 00- 20- 08- 70- 54,
06- cc- df - 08- bb- aa
08- 00- 20- 08- 70- 54,

08- 00- 20- 08- 70- 54,
06- cc- df - 08- bb- aa
08- 00- 20- 08- 70-54
08- 00- 20- 08- 70- 54,

aa- bb-cc-dd-ee-ff,

Sour ce:
Sour ce:
Sour ce:

Sour ce:
Sour ce:
Sour ce:
Sour ce:

Sour ce:

08- 00- 20- Of - dd- 99
08- 00- 20- Of - dd- 99
08- aa- 20- bb- dd- 99

08- 00- 20- 0f - dd- 99
08- 00- 20- Of - dd- 99
08- aa- 20- bb- dd- 99
08- aa- 20- bb- dd- 99

01- 02- 04- 04- 04- 06

timed command i ssued repeatedly until stopped by user...

Note that the timed command (bcache) in this example is issued repeatedly by the
system. The different displays produced each time the command is issued reflect the
changing contents of the bridge cache. For information about the bridge subsystem and
bridge cache, see Chapter 2 in the PowerHub Software Manual, V 2.6 (Rev C).
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8.9.3 Stopping a Timed Command

Use the t i medcnd of f command to stop a command timer. When you stop a
command timer, the PowerHub software stops issuing the timed command. Here is the
syntax for thet i medcnd of f command.

timedend|tc of f <id>
where:

<i d> Specifiesthe name of thetimed command. Make sureyou specify the
name of the timed command itself, rather than the command string
associated with the timed command.

Alternatively, you can stop a timed command by ending the command-line session
from which the timed command was started.

You can restat the timed command by issuing the following command:
ti medcemd on <i d>.

Alternatively, if you save an environment file while the timed command is running,
or manualy add the timed command (and the t i medcnd on <i d> command) to the
environment file, the timed command starts again when you read (load) the environment
file. See Section 8.10 on page 149 for information about environment files.

8.9.4 Deleting a Timed Command

Usetheti medcnmd del command to delete atimed command. Here is the syntax
for this command:

timedemd|tc del <id>
where:

<i d> Specifies the name of the timed command you want to delete.

Here is an example of the use of this command:

37: Power Hub: mai n# ti nedcnd del bcache
bcache: del et ed
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8.10 USING ENVIRONMENT FILES

At any time during a command-line session, you can save or read (load) an
environment file. An environment file is an ASCII file that contains PowerHub 6000
commands defining the following parameters:

o Scroll (stty) parameters (maximum number of rows and “more” enable or disable;
defined using the st t y command).

e Command aliases (created using theal i as command).
» Timed commands (created using thet i medcnd command).

Normally, when you end a session by logging out or rebooting, any changes made to
these environment settings are lost. However, if you save an environment file before
logging out or rebooting, environment settings are placed into an environment file. If you
read (load) that file during a command-line session, the commands in the file recreate the
scroll parameters, command aliases, and timed commands that were active when you saved
thefile.

Hereis an example of an environment file:

#

# stty

main stty rows 24
main stty nore en

#

# aliases

#

main alias aarp atalk at *.1

main alias br bridge s all pi,po
main alias bru bridge s all pu,cu

main alias gilligan ip ping 181.17.45.17
mai n alias skipper ip ping 191.1.45.3
main alias marianne ip ping 131.24.45.2

mai n alias ginger ip ping 131.24.45.3
#

# timed conmands

#

main ti medend add bcache 10 bridge display-cache 1-6

Notice that the file contains three sections. stty, ali ases, and ti med conmands,
shown in bold type in the example. The sections are labeled by comment lines, which
beginwith#. Thest ty section contains commands to set the “more” feature and specify
the maximum number of rows to be displayed when the “more” feature is enabled. The
al i as section contains al i as commands that define various aliases. In this example,
aliases are created to display tables and packet statistics, and to ping IP addresses. The
ti med commands section contains a command that defines the timed command bcache,
described in the examplesin Section 8.9.
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Y ou can save or load multiple environment files during a command-line session; the
effects are cumulative. Note, however, that earlier settings can be overwritten by later
settings. For example, if you read afile that containsthe stty mor e enl command (to
enable the “more” feature), then read another file that contains the stty nore di s
command, the net effect will be that “more” is disabled. If you experience unexpected
results when using multiple environment files, examine the files to ensure that you are not
inadvertently overwriting some parameters.

Y ou can cause an environment file to be automatically loaded at the beginning of a
command-line session by saving the file as one of the following:

root. env

noni t or. env

If the PowerHub 6000 is booted from the Flash Memory
Module, and either the Lock Switchis Disabled or you login
under root capability, thisfileisloaded, if present.

If the PowerHub 6000 is booted from the Flash Memory
Module, the Lock Switch is Enabled, and you log in under
monitor capability, thisfileisloaded, if present.

NOTES: If you choose to manually edit an environment file, do not place any
commands associated with using the Flash Memory Moduleinto thefile. Thisincludes
commands such asr eadenv andr eadcf g, which read files.

Also, if the environment file containsthet i mredcnd on command and the timed
command it starts has been defined in the environment file or earlier in the user session,
the timed command is started when the environment file is read.

The following sections describe how to save the environment settings and how to
activate the settings during a user session.

8.10.1 Saving an Environment File

To save an environment file, issue the following command:
saveenv| svenv <file-nane>

where:

<fil e- nane>

Specifies the name of the environment file. Y ou can specify up to
eight alphanumeric characters plus a three-character extension. Use
aperiod to separate the name from the extension. We recommend
that you always usethe extension env (for example: Labl. env)to
distinguish environment files from other files.

NOTE: If you arein monitor mode, you cannot save to thefile namer oot . env. You
are in monitor mode if you logged on to the user session as “noni t or ”
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Here is an example of how to save a default environment file. In this example, the
command-line session isin monitor capability. Correspondingly, the current environment
settings are saved into afilecalled noni t or. env.

32: Power Hub: nmai n> saveenv nonitor. env
nmoni tor. env: Environnment saved

In the following example, the scroll parameters are set, then some aliases and atimed
command are defined. These environment settings are then saved into an environment file
named Labl. env. At any time during a command-line session, this file can be read
(loaded) to activate the environment settingsit contains.

Note that all current environment settings (aiases, timed commands, and scroll
parameters) are saved in the environment file. These commands create the environment
file shown in the following example. Asyou can see, environment files can save you alot
of typing.

33: Power Hub: mai n# stty rows 24

34: Power Hub: mai n# stty nore dis

35: Power Hub: mai n# alias aarp atalk at *.1

36: Power Hub: mai n# alias br bridge s all pi,po

37: Power Hub: mai n# alias bru bridge s all pu,cu

38: Power Hub: mai n# alias gilligan ip ping 181.17.45.17
39: Power Hub: mai n# al i as ski pper ip ping 191.1.45.3
40: Power Hub: mai n# alias marianne ip ping 131.24.45.2
41: Power Hub: mai n# al i as gi nger ip ping 131.24.45.2
42: Power Hub: mai n# timedcnmd add bcache 10 bridge displ ay-cache 1-6
43: Power Hub: mai n# saveenv nonitor.env

Labl. env: Environnment saved

8.10.2 Reading (Loading) an Environment File

Y ou can load an environment file and thereby activate the environment settings saved
in that file using the following command:

readenv|rdenv <file-nane>
where:

<fil e- nane> Specifiesthe name of thefile that contains the environment settings.
If thefileisfound, the commands in the file are executed; otherwise,
an error message is displayed.

8.10.3 Editing an Environment File

Asan aternative to setting environment parameters, then using saveenv to create or
edit an environment file, you can edit the file directly using a text or ASCII editor. See
Appendix C for a detailed description of the ways you can edit an ASCII file.

NOTE: Do not place any commands associated with using the Flash Memory Module
inthefile. Thisincludes commandssuch asr eadenv andr eadcf g, which read
files.
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9 The Management
Subsystem

This chapter describes the commands in the management (mgmt) subsystem. The
management commands control the configuration of the PowerHub 6000 and its
connections to your network segments.

Y ou can use the management commands to perform the following tasks:
» Reboot the software. (See Section 9.3.1 on page 157.)

» Display the chassis configuration, boot source, and MAC-layer hardware address.
(See Section 9.3 on page 157.)

* Disgplay or set the system name, location, time, and date. (See Section 9.3 on
page 157.)

 Display ID and power information or the current temperature for the Packet Engine or
aNIM. (See Section 9.4 on page 163.)

» Configure the traffic LEDs on the Ethernet segments. (See Section 9.4.3 on
page 164.)

» Assign a name to a segment; activate an EMA (Ethernet Media Adapter) or AUI
Media Cable, or re-activate a UTP connector; enable or disable automatic
segment-state detection for a segment. (See Section 9.5 on page 165.)

» Display state-change statistics for asegment. (See Section 9.5.5 on page 172.)
e Managefilesin the Flash Memory Module. (See Section 9.6 on page 176.)

e Set the baud rate for the TTY ports, or open or close a session on TTY2. (See
Section 9.7 on page 181.)

» Create, edit, and load configuration files. (See Section 9.8 on page 183.)

e Monitor segment traffic using the Port Monitoring feature. (See Section 9.9 on
page 193.)
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9.1 ACCESSING THE MANAGEMENT SUBSYSTEM

To access the mgmt subsystem, issue the following command at any command
prompt:

g mt

9.2 MANAGEMENT SUBSYSTEM COMMANDS

Table 9-1 lists and describes the mgmt subsystem commands and their syntax. For
each command, the management capability (explained in Section 7.3 on page 125) is
listed, as well as the section that contains additional information about the command.

TABLE 9-1 Management subsystem commands.

Command and Description Capability*  See...

activate-em| ae <seg-/ist> R 9.5.3
Activates an EMA or AUl Media Cable in systems containing the UMM.

activate-utp|au <seg-list> R 952

Activates a UTP connector bypassed by an EMA or AUI MediaCable. Applies
only to systems containing the UMM.

aut oport st at e| aps RorM # 954
[ <seg-list>all enl|dis [<threshold>]]
Enables or disables automatic segment-state detection.

booti nf o| bi RorM 9.3.2
Indicates the boot source (Flash Memory Module or TFTP server) used by the

hub.

checksun| sum <filespec> [ <fil espec>...] RorM 9.6.7

Computes and displays a checksum for the specified file(s).

copy|cp <src-file> <dest-file> R 9.6.4
Makes a copy of the specified file on the Flash Memory Module.

dat e| da [ <yymmddhhnmp| .<ss>] ] RorM # 9.34
Displays or sets the system time and date.

dir [<filespec>] RorM 9.6.2

Lists directory and volume information for the specified file(s) on the Flash
Memory Module.

*R= Root, M=Monitor
# R=display and manipulate, M=manipulate only.
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TABLE 9-1 (Continued) Management subsystem commands.

Command and Description Capability*  See...

endcf g| ecfg NA 9.8.1

Marks the end of a configuration file. Thiscommand applies only to
configuration files and must be the last command in thefile.

et haddr | ea RorM 9.35
Displays the MAC-layer hardware address of the PowerHub 6000.

format | fm <devi ce- name> R 9.6.8
Re-formats the Flash Memory Module.

fremove|frm[-f] [-i] <filespec> [<filespec>...] R 9.6.6
Removes afile from the Flash Memory Module.

i dpronlidp <s/ot-nuny RorM 94.1

Displays identification information and power requirements for the Packet
Engine or NIM in the specified chassis dlot.

| ed-config|lc [<slot-nune [ca| xr]] RorM # 9.4.3
Displays or changes the configuration of the traffic LEDs on Ethernet

segments.

listdir|ls [<filespec>] RorM 9.6.2

Displays directory data for the specified file(s) on the Flash Memory Module.

oper ati ng- nrode| om RorM # 9.5.6
[ <seg-list>all [fdx|normal]]

Changes the operating mode (half-duplex or full-duplex) on the specified
Ethernet segments.

port-aps-down-count | pad RorM # 9.5.5.1
<seg-list> show| s|clear|c [-1]

Lists or clears statistics for the number of times the automatic segment-state
detection feature has detected that the specified segment is down and
accordingly taken the segment out of service.

port-aps-up-count| pau RorM # 9.55.2
<seg-list> show| s|clear|c [-1]

Lists or clears statistics for the number of times the automatic segment-state
detection feature has detected that the specified segment is up and accordingly
brought the segment into service.

port-nmgm - down- count | pnd RorM # 9553
<seg-list> show| s|clear|c [-1]

Listsor clears statistics for the number of times the specified segment has
explicitly been put out of service by a user command.

*R= Root, M=Monitor
# R=display and manipulate, M=manipulate only.
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TABLE 9-1 (Continued) Management subsystem commands.

Command and Description Capability*  See...

port-ngm - up-count | prmu RorM # 9.554
<seg-list> show| s|clear|c [-1]

Lists or clears statistics for the number of times the specified segment has
explicitly been put into service by auser command.

port-monitor|pmview R 9.9
<options> all <seg-list> on <seg-Ilist>
port-nmonitor|pmviewpair
<segl> <seg2> on <seg-list> [r]
port-monitor|pm cl ose
port-nmonitor|pm

The Port Monitoring commands. These commands monitor traffic on one or
more PowerHub segmentsand display theresultson aprotocol analyzer attached

to a PowerHub segment.

readcfg| rdcfg <file-or-device-nane> R 9.8.3
Reads the specified configuration file or loads a configuration file from the

specified device.

r eboot R 931

Reboots the PowerHub 6000 software.

remove|rm|[-f] [-i] <filespec> [<filespec>...] R 9.6.6
Removes afile from the Flash Memory Module.

rename| ren <ol dfil ename> <newfi | enanme> R 9.6.5
Renames the specified file on the Flash Memory Module.

savecfg| svefg [ <file-or-devi ce-nane>] R 9.8.2
Saves the current PowerHub configuration to the specified file or device.

set baud| sb ttyl|tty2 <baud-rate> R 9.7.1
Sets the baud rate for the specified TTY port.

set - port nane| spn <seg> <nane> R 951
Renames a PowerHub segment.

showcf g| scf RorM 9.36
Displays configuration information for the PowerHub chassis.

showfil e| shf <file-name> RorM 9.6.3
Displays the contents of afile stored on the Flash Memory Module.

syslocn| sl [ <location-string>] RorM # 933
Defines or displays atext string describing the location of the PowerHub 6000.

*R= Root, M=Monitor
# R=display and manipulate, M=manipulate only.
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TABLE 9-1 (Continued) Management subsystem commands.

Command and Description Capability*  See...

sysnane| sn [ <nane>] RorM # 9.3.3

Defines or displays the PowerHub name. This name appearsin the runtime
command prompt.

tenperature|tenp <s/ot-nunp|all RorM 94.2
Displays the temperature of the inside of the chassis.

tty2open|t 2o R 9.7.2
Opens a management session on the diagnostic TTY port, TTY2.

tty2cl ose|t2c R 9.7.3
Closes a management on on the diagnostic TTY port, TTY2.

*R= Root, M=Monitor
# R=display and manipulate, M=manipulate only.

9.3 SYSTEM MANAGEMENT COMMANDS

The system management commands configure or display information about the
entire hub. Y ou can use these commands to perform the following tasks:

» Reboot the software (r eboot command).
* List the boot source used by the hub (boot i nf o command).

» Set or display the system (PowerHub) name and location (sysname and sysl ocn
commands).

» Set or display the system time and date (dat e command).

» Display the Packet Engine (and by extension the hub) MAC-layer hardware address
(et haddr command).

 Display the chassis configuration (showcf g command).

9.3.1 Rebooting the PowerHub Software

Y ou can reboot the PowerHub 6000 software from a command-line session using the
reboot command. This command performs a cold restart of the hub. During a cold
restart, the Packet Engine conducts a power-on self-test to check its various hardware
components. Following successful completion of the power-on self-tests, the hub bootsthe
software.

For an example of the boot messages displayed by the PowerHub 6000 and additional
methods for rebooting, see Section 7.2 on page 124.
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9.3.2 Displaying the Boot Source Used by the Hub

Y ou can boot the PowerHub 6000 software using files in the Flash Memory Module
oronaTFTPfileserver. After the software isbooted, it retains the following information
about how it was booted:

* The system time at startup.

e The boot order specified in NVRAM (using the nvram set bo command; see
Section 4.3.4 on page 60 or Section 11.4 on page 214).

» Theboot device used by the hub to boot. The value can be m(Flash Memory Module)
or n (network). This value shows the boot source actually used, rather than the boot
order specified in NVRAM.

e The parser version used in the boot definition (boot def ) file. The parser versionis
aways 1.

» The name of the system software “image” file that was loaded. (See Section 3.2 on
page 44.)

Hereis an example of the display produced by theboot i nf o command.

46: Power Hub: ngnt # booti nfo

Wed Jul 13 14:41:10 1994 start

Wed Jul 13 14:41:10 1994 nvram boot order: m

boot device: m

Wed Jul 13 14:41:11 1994 di sk bootdef parser version used: 1
Wed Jul 13 14:41:11 1994 disk image file name: 6pe

9.3.3 Setting and Displaying the System Name and Location

The system name is shown in the command prompt. The default system name for
each hubisPower Hub, as shown in the example below. Y ou can change the system name
using the following command:

sysnanme| sn [ <nane>]
where:

<name> Specifies the PowerHub name. Y ou can specify any aphanumeric
string up to 24 charactersin length. The name cannot contain blanks.

If you do not specify a name, the current name is displayed.

The following example shows how to display, then change the system name of
the hub.

68: Power Hub: ngnt # sysnane
Current system nanme is: PowerHub

69: Power Hub: mgmt # sysname Buck

70: Buck: mgnt # sysnamne
Current system name is: Buck
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In addition to setting the system name, you also can set the system location using the
following command:

sysl ocn| sl [<location-string>]
where:

<l ocation-string> Specifies the location of the PowerHub 6000. Y ou can
specify any alphanumeric string up to 24 charactersin
length. The location name cannot contain blanks.

If you do not specify alocation, the current location name
is displayed.
In the following example, the system location is defined as “MonkeyHouse.” (Note
that the system name is now “Buck,” as changed by the sysname command in the
example above.)

71: Buck: ngnt # sysl ocn MonkeyHouse

72: Buck: mgnt # sysl ocn
Current systemlocation is: MnkeyHouse

Note that the system name and location are available to SNMP-based management
stations. See Chapter 8 in the PowerHub Software Manual, V 2.6 (Rev C) for
information about configuring the hub for SNMP. For a description of the name,
location, and other system-related MIB objects, see Appendix A in the same manual.

9.3.4 Setting and Displaying the System Time and Date

Use the date command to display or set the system time and date. Hereisthe syntax
for this command:

dat e| da [ <yymmddhhnme[ . <ss>] ]
where:

<yyddnmhhnmv Specifiesthe year (yy), month (nm), day (dd) , hour (hh), and
minute (nm). If you want to set the time, but not the date, specify
<hhmme[ . <ss>] . (Actualy, the software readsthis argument from
right to left, so you can specify any additional arguments with
<hhnme. For example, you can specify <DDhhnme to also specify
the day. Note that you must specify the argumentsin the order
shown. For example, you cannot enter <YYhhnm® or
<DDMMYYhhnme.)

. <ss> Optionally specifiesthe seconds. If you usethisargument, make sure
to usetheperiod ( . ) in front of the seconds. If you choose not to
specify the number of seconds, the value is set to 00.

If you do not use either argument, the current system date and time
are displayed.
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Here are some examples of the use of this command. In the first example, the current
system time and date are displayed. 1n the second example, the time and date are changed.
The new time and date are then displayed.

73: Power Hub: ngnt # dat e
wed 03/01/95 16:02:00

74: Power Hub: ngnt # date 9503310800
date set to: fri 03/31/95 08:00:00

75: Power Hub: ngnt # date
fri  03/31/95 08:00:09

9.3.5 Displaying the MAC-Layer Hardware Address

Each PowerHub Packet Engine has a unique MAC-layer hardware address. This
address is assigned at the factory and identifies the Packet Engine, and by extension the
chassis containing the Packet Engine. A label on the PowerHub 6000 lists the MAC
address, and the MAC address is displayed in the boot messages. Alternatively, you can
display the MAC address on the management terminal using the et haddr (or ea)
command.

Hereis an example of the display produced by this command:

89: Power Hub: ngnt # et haddr
Et her net address: 00-00-ef-01-db-40

9.3.6 Displaying the System Configuration

To display information about the physical configuration of the PowerHub 6000, issue
the showcf g command. Hereis an example of the display produced by this command.
In this example, the PowerHub 6000 contains the Packet Engine, but it does not contain a
daughter card, nor does it contain any NIMs.

8: Power Hub: mgnt # showcf g

Accel erator board is present. Accelerator 10OP is being used.
Instal l ed DRAM Si ze: 16 MB

ttyl: not set - using 9600 baud

tty2: not set - using 1200 baud

PE: slot 1
PM Good
01/01 UTP UTpP UTpP UTpP UTpP UTpP
urp urp urp urp urpP urpP
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The showcf g command displays the following information.
Whether the Packet Accelerator has been installed on the Packet Engine.
The amount of DRAM installed on the Packet Engine.

The baud rates for the TTY (RS-232) ports, shown by ttyl: andtty2: . Inthis
example, port TTY1 isusing its default baud rate 9600 because no baud rate has been
explicitly setin NVRAM for that port. TheTTY2 isusingitsdefault baud rate of 1200.
Asnoted in Section 2.3.2 on page 26, the TTY2 port is not accessible from the Packet
Enginefront panel, and should be used only if recommended by FORE Systems TAC.

The Packet Engine (shown by PE: ) is present in slot 1.

The status of the power supply (or supplies), shown by PM . In this example, the
power supply (or supplies) are functioning normally. If a problem occursin a power
supply, the following message is displayed instead of Good:

Bad: Check Power Supply LEDS on the back of the PowerHub
Chassi s.

The starting segment number in each slot in the chassis. In this example, only slot 1
(the 12 UTP segment positions on the Packet Engine) contains segments. Slots 2
through 4 are unoccupied, so they are not displayed. The segments are numbered
sequentialy, beginning with 1. Remember that segments are numbered from left to
right, bottom to top (see Section 1.3 on page 17). The medium type in use in each
segment position also is shown. The labels used for the media types are described in
Table 9-2.

TABLE 9-2 Media-type labels.

L abel Medium Type

10FB 10Base-FB.

10FL 10Base-FL. (Note: In some software versions, 10Base-FL is
shown as Fl BER))

10T 10Base-T. (Note: In some software versions, 10Base-T is
shown as UTP.)

100FX 100Base-FX.

10074 100Base-T4.

100TX 100Base-TX.

AUI AUI.

BNC BNC, unterminated.

BNCT BNC, terminated.

FI BER (or 10FL) 10Base-FL.
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TABLE 9-2 (Continued) Media-type labels.

L abel Medium Type

MAU- FDX MAU, in full-duplex mode (SQE heartbeat disabled).

MAU- RPT MAU, in repeater mode (in half-duplex with SQE heartbeat
disabled).

MAU- SQE MAU, with SQE heartbeat enabled (in half-duplex mode).

MM MM FDDI with multimode A and B ports.

MM SM FDDI with multimode A port and single-mode B port.

NULL No FORE Systems EMA, AUl Media Cable, or other FORE

Systems segment connection is present. With the NULL
segment type, the segment hardware and software are actualy
configured the same as an AUI Media Cable, with one
exception: in the configuration it shows up as“NULL" rather
than one of the mediatypes. Thisallowsyou to run internal
loopback tests even when no connection is present. See
Section A.1 on page 220 for information about the internal

|oopback test.
SM MMV FDDI with single-mode A port and multimode B port.
SM SM FDDI with single-mode A and B ports.
UTP (or 10T) 10Base-T.
??7?7? No segment connector is present.
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9.4 PACKET ENGINE AND NIM MANAGEMENT COMMANDS

The Packet Engine and NIM management commands let you perform the following
tasks:

» Display ID and power requirements for the Packet Engine or a NIM (i dpr om
command).

 Digsplay the current temperature of the Packet Engine (t enper at ur e command).

e Configure the traffic LEDs on the 10 Mb/s and 100 Mb/s Ethernet segments
(I ed- confi g command).

9.4.1 Displaying ID and Power Information

The Packet Engine and all types of NIMs contain a special PROM called the
ID PROM. The ID PROM contains identification information and power requirements
for themodule. (Note that the UMM does not contain an ID PROM.)

You can display this information using the i dpr omcommand. Here is the syntax
for this command:

i dprom i dp <s/ot-nunp
where:
<sl ot - nun® Specifies the slot containing the module.

Here is an example of the display produced by this command. In this example,
information is displayed about the module in slot 1.

14: Power Hub: ngnt # i dprom 1
Card Type: Packet Engi ne
Serial #: 9442AL0094
Mbdel : 6201- 00
Revi sion: A
Issue: 1
Devi at i on:

Power Requirenents:
4000 mA at 5V

The ID PROM display shows the following information:

Serial #: The factory-assigned serial number.

Model : The factory-assigned model number.

Revi si on: The factory-assigned revision (REV) number.
| ssue: The factory-assigned issue number.
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Devi ati on: If applicable, the factory-assigned deviation
number. Only some modules have a deviation
number.

Power Requi renents: The maximum number of milliamps required by
the module at +12-volts, +5-volts, or +3.3-volts,
as applicable.

As noted above, the UMM does not contain an ID PROM. If you issue the
mgnt i dpr omcommand against a slot that does not contain the Packet Engine or aNIM,
the system displays the following message:

cannot read | DPROM information fromthat sl ot
This message also is displayed if you issue the command against an empty chassis
dot.

9.4.2 Displaying the Temperature of the Packet Engine

Asdescribed in Section 2.3.5 on page 27, the PowerHub 6000 contains atemperature
sensor that reads the temperature of the inside of the chassis with an accuracy of plus or
minus 0.5° C. Y ou can display the temperature by issuing the following command:

temperature|temp <s/ot-nunp| all

where:

<sl ot - nune Specifiesthe NIM dot that contains the module for which you want
to display the temperature.

al | Displays the temperature for all modules.

Note that the PowerHub 6000 is designed for operation over a range of externa
ambient temperatures. An additional temperature rise inside the chassis is accounted for
in the design of the product.

9.4.3 Configuring the Ethernet Traffic LEDs

Usingthel ed- conf i g command, you can configurethe traffic LEDs (C/X and A/R)
on Ethernet segments. The LEDs are set as a group for an entire module, not individually
on a segment-by-segment basis. You can set the LEDs on a module as C and A or as X
and R. (For a description of the information indicated by each setting, see Section 2.3.11
onpage 29.) Thedefault setting isC and A. The configuration of the LNK LED cannot be
changed.

Here isthe syntax for thel ed- conf i g command:
| ed-config|lc [<slot-num> [ca | xr]]

where:

<sl ot - nune Isthe dot that contains the LEDs you want to configure. To
configure the Packet Engine (and Fast Ethernet daughter card) traffic
LEDs, specify slot number 1. To specify the traffic LEDs on an
Ethernet NIM, specify the slot number that containsthe NIM (3 or 4).

If you specify a slot number, but not an LED setting, the current
setting for the specified slot is shown. If you do not specify aslot
number, the current LED settings for all the configurable traffic
LEDsin the chassis are shown.
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cal xr Configuresthe LEDs:

ca Reflects transmit collision and activity (transmit and
receive). Thedefaultisca.

Xr Reflects packet transmit and receive activity.

Here are some examples of the use of this command. In the first example, the

current setting for the Packet Engine and Fast Ethernet daughter card (if present) is
displayed. Although the command and system response refer only to sot 1, information
for ot 2 isaways included when the request isfor slot 1.

30: Power Hub: mgnmt # | ed-config 1
slot 01: ca (leds reflect collision and activity)

In the following example, the traffic LEDs on the Packet Engine (and Fast Ethernet

daughter card, if present) are configured to reflect receive and transmit activity.

31: Power Hub: mgnmt # | ed-config 1 xr
slot 01: xr (leds reflect transmt and receive activity)

9.5 SEGMENT MANAGEMENT COMMANDS

The segment management commands configure or display information about

individual segments. Y ou can use these commands to perform the following tasks:

Assigh aname to a segment (set - por t name command).

In systems containing the UMM (Universal Media Module), activate a UTP
connector bypassed by the UMM (act i vat e- ut p command).

In systems containing the UMM (Universal Media Module), re-activate an EMA or
AUI MediaCableinthe UMM (act i vat e- ema command).

Enable or disable automatic segment-state detection for asegment (aut opor t st at e
command).

List how many times the automatic segment-state detection feature has detected that
a particular segment is down or up and marked it as down or up in the PowerHub
software (por t - aps- down- count andport - aps- up- count commands).

List how many times you have enabled or disabled a particular segment
(port-mgnt - down- count andport - ngnt - up- count commands).

Change the operating mode (half-duplex or full-duplex) of an Ethernet segment
(oper ati ng- nnde command).
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9.5.1 Setting a Segment Name

Use the set - por t name command to assign a name to a segment. The segment
nameisused in tablesthat contain information that relates to the segment. 'Y ou can specify
an alphanumeric string up to 23 characters in length. The string can include underscores.
The segment name cannot contain embedded blanks.

Hereisthe syntax for this command:

set - portnane| spn <seg> <nane>

where:
<seg> Specifies the segment number.
<nane> Specifies the name you are assigning to the segment.

Here are some examples of this command. The commands in this example assign
descriptive names to segments 1 through 6. These names appear in place of the default
names “port 1,” “port 2,” and so on in table displays.

81: Power Hub: ngmt # set - port nane 1 Labl
Port 1 naned: Labl

82: Power Hub: ngnt # set-portnane 2 Lab2
Port 2 naned: Lab2

83: Power Hub: ngnt # set-portnane 3 Lab3
Port 3 naned: Lab3

84: Power Hub: ngnt # set-portname 4 Lab4
Port 4 named: Lab4

85: Power Hub: ngnt # set-portnane 5 Lab5
Port 5 naned: Lab5

86: Power Hub: ngnt # set-portnane 6 Lab6
Port 6 naned: Lab6

9.5.2 Activating a UTP Connector

This section applies only to systems that contain the UMM (Universal Media
Module). If your PowerHub chassis contains the UMM, the EMA (Ethernet Media
Adapter) or AUl Media Cable for each segment (1-6) is activated by default. However,
if you need to activate any of the six UTP connectors bypassed by the UMM, issue the
following command:

activate-utp|au <seg-/ist>

where:

<seg-list> Specifies the segments for which you are activating the
corresponding UTP connector. Y ou can specify a single segment, a

comma-separated list, or a hyphen-separated range. Only segment
numbers 1 through 6 are valid.
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When you activate the UTP connector, the corresponding EMA or AUl Media
Cable is deactivated and no longer receives or transmits traffic. The green Status (S)
LED to the left of the EMA or AUI Media Cable goes dark.

To reactivate an EMA or AUl Media Cable, use the acti vat e- ut p command,
described in Section 9.5.3 on page 167

9.5.3 Activating an EMA or AUI Media Cable

If your system contains the UMM, and you previously activated a UTP connector
(thereby de-activating the corresponding EMA or AUI Media Cable), you can re-activate
it using the following command:

activate-emn| ae <seg-/ist>
where:

<seg-list> Specifies the segments for which you are activating the
corresponding EMAsor AUl MediaCables. Y ou can specify asingle
segment, acomma-separated list, or ahyphen-separated range. Only
segment numbers 1 through 6 are valid.

When you re-activate an EMA or AUl Media Cable, the green S (Status) LED to the
left of the EMA or AUl Media Cable lights up, indicating that the EMA or cable has
been selected.

9.5.4 Setting Automatic Segment-State Detection

The automatic segment-state detection feature can recognize that a sesgment is down
and automatically disable bridging and routing on that segment. When this feature detects
that a segment’s state has changed, it disables the segment (takes the segment out of
service) and marks the change in the software as appropriate. The updated segment state
is displayed when you issue the aut oportstate command without its optional
arguments.

NOTE: If you disable automatic segment-state detection on a segment, the segment’s
state is always reported as “good” and interface states are always reported as “up” in
the software. For information about a segment’s or interface’s state, enable automatic
segment-state detection for that segment.

The automatic segment-state detection feature also updates segment-state data
displayed by other commands, such asthebr i dge st at e command. (See Chapter 2 in
the PowerHub Software Manual, V 2.6 (Rev C).)

The method used by the software to determine whether a segment is down differs
depending upon the type of segment. Table 9-3 lists the methods the PowerHub software
uses to determine the state of each type of segment.
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TABLE 9-3 Segment-state detection methods.

Type of segment

Segment is determined to be down if...

10Base-FB

No link-test pulses are present on this segment.

10Base-FL

No link-test pulses are present on this segment.

100Base-FX

No data or idle symbols are being received on this segment.

100Base-T4

No link-test pulses are present on this segment.

100Base-TX

No data or idle symbols are being received on this segment.

AUI

No packets are received and a“loss of carrier” is detected T times over a
1-second period, where T is specified by the <t hr eshol d>argument on
theaut oport st at e command. Note that the PowerHub 7000 does
not send test packets, but relies on client and network management traffic
to detect carrier loss.

The state is changed to UP if at least one packet is received.

When automatic segment-state detection isfirst enabled (for example,
when the hub is booted), each AUI segment beginsin the“down” state but
is changed to the “up” state as soon as it receives packets.

BNC/BNCT

No packets are received and transmit-buffer errors occur over a T-second
time period, where T is specified by the <t hr eshol d>argument on the
aut oport st at e command.

The state is changed to UP if at least one packet is received.

Aswith AUI segments, when automatic segment-state detection isfirst
enabled (for example, when the hub is booted), each BNC segment begins
in the “down” state but is changed to the “up” state as soon asit receives
packets.

FDDI

The attachment configuration of the segment is “isolated.”

MAU

No AUI cable carrying +12-volt current (standard for AUI) is connected
tothe MAU.

UTP

No link-test pulses are present on this segment.

9.5.4.1 Software Behavior When Automatic Segment-State Detection | s Disabled

When asegment is disabled, no packets are bridged or routed on that segment. Thisis
true whether the segment is disabled by the automatic segment-state detection feature or by
you, issuing the bri dge port command. See Chapter 2 in the PowerHub Software
Manual, V 2.6 (Rev C) for further information about the br i dge port command. Note
that if you usethebri dge st at e command to display state information for a segment,
the state displayed in the Managenent fieldis“disabled” if the segment is disabled by the
bri dge port command, but remains “enabled” if the segment is disabled by automatic
segment-state detection.
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9.5.4.2 Default Setting

Thedefault setting for the automati c segment-state detection feature differs depending
upon the segment type. Table 94 lists the default setting for each segment type.

TABLE 9-4 Default setting for automatic segment-state detection.

Segment Type Default

10Base-FB Enabled
10Base-FL Enabled
10Base-T (UTP) Enabled
100Base-FX Enabled
100Base-T4 Enabled
100Base-TX Enabled
AUI Disabled
BNC/BNCT Disabled
FDDI Enabled
MAU Enabled

As shown in Table 94, al segment types except AUl and BNC/BNCT have
automatic segment-state detection enabled by default. In general, you should leave the
automatic segment-state detection feature at the factory default settings.

9.5.4.3 Automatic Segment-State Detection Is Disabled on AUI, BNC, and BNCT

When automatic segment-state detection is enabled, the PowerHub software does not
enable AUI, BNC, and BNCT segments until the segments receive traffic. In most
configurations, the AUI, BNC, and BNCT segments are connected to devices that are
prepared to generate traffic. However, if you connect AUI, BNC, and BNCT segments to
AUI, BNC, and BNCT segments on another PowerHub system, and the other PowerHub
system has automatic segment-state detection enabled on these segments, no traffic is
exchanged by the segments. Each end of the segment waits to receive traffic before
becoming enabled. Asaresult, neither end of the segment becomes enabled and no traffic
is exchanged.

If the device at the other end of the AUI, BNC, or BNCT segment is prepared to
generate traffic, you can enable automatic segment-state detection on the segment. When
the segment receives traffic from the other device, the PowerHub software enables the
segment.
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9.5.4.4 Automatic Segment-State Detection Must Remain Enabled on 10Base-T

You must leave automatic segment-state detection enabled for al 10Base-T (UTP)
segments, even if you do not plan to use the segments. If automatic segment-state detection
is disabled, the Ethernet controllers on the corresponding 10Base-T segments do not stop
using the forwarding buffer for those segments. Instead, they fill their transmit buffers,
even though no traffic needs to be forwarded. Full buffers can negatively affect packet
throughput.

9.5.4.5 Unused Segments Should Be Explicitly Disabled

For AUI, BNC, and BNCT segments, heuristics are used to determine the segment
state. Occasionally, electronic noise can make an AUI, BNC, or BNCT segment appear
active when it is not. When this occurs, automatic segment-state detection believes the
segment is active and does not disable it. Accordingly, we recommend that you
explicitly disable segments when you remove them from service.

To disable a segment, issue the following command:

bri dge port <seg-/ist> dis

where:

<seg-list> Specifies the segments you want to disable.

For 10Base-T, 10Base-FB, and 10Base-FL segments, link-test pulses are used to
determine the segment state. The Attachment Configuration state is used to determine the
state of FDDI segments. Each of these methods is more dependable than the heuristics
used for the AUI, BNC, and BNCT segments. Therefore, you do not need to worry about

€l ectronic noise causing these segment typesto appear to be enabled when they actually are
disabled.

9.5.4.6 Displaying the Automatic Segment-State Detection Settings

To display the current automati c segment-state detection settings, to enablethefeature
on a segment, or to change the threshold for AUl or BNC segments, issue the following
command:

autoportstate|aps [<seg-list>all enl|dis [<threshol d>]]

where:

<seg-list>| all Specifies the segment(s) for which you want to enable or disable
automatic segment-state detection.

enl|dis Specifies whether you are enabling or disabling automatic

segment-state detection on the specified segments.

NOTE: Automatic segment-state detection must remain enabled on al 10Base-T
(UTP) segments. The Ethernet controllers refuse to transmit packets on any segment
that does not have a“good” link status. As aresult, buffers can become “stuck” on the
output queue of 10Base-T segments that do not have a “good” link status. This can
adversely affect the performance of the rest of the hub. By enabling automatic
segment-state detection, you can prevent buffers from being enqueued on the segments,
and allow any enqueued buffersto be recovered if the segments go down.
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<t hr eshol d> For AUl segments, specifies the “loss-of-carrier threshold”; that is,
the number of times aloss of carrier must be detected in a 1-second
period for the segment to be considered down and therefore be
disabled by the software.

For BNC segments, specifiesthe “idle period threshold”; thet is, the
number of seconds during which the segment must remain idleto be
considered down and therefore be disabled by the software.

The default is 10 for AUI, or 5 for BNC. This argument does not
apply to other mediatypes, such as 10Base-T and 10Base-FL.

NOTE: The threshold setting applies only to AUI and BNC segments.

Hereisan example of the display produced when this command is issued without any
of the optional arguments. In this example, the PowerHub 6000 contains the UMM.
Segments 1 through 3 in the UMM are BNC segments. Segments 10 through 12 are AUI
segments.

59: Power Hub: ngnt # aut oportstate
Automatic port-state detection of ports state

Port 1: enabled (currently good), idle period threshold = 5 seconds
Port 2: enabled (currently good), idle period threshold = 5 seconds
Port 3: enabled (currently good), idle period threshold = 5 seconds
Port 4: enabled (currently good), loss of carrier threshold = 10
Port 5: enabled (currently good), loss of carrier threshold = 10
Port 6: enabled (currently good), loss of carrier threshold = 10
Port 7: enabled (currently bad)

Port 8: enabled (currently bad)

Port 9: enabled (currently bad)
Port 10: enabled (currently bad)
Port 11: enabled (currently bad)
Port 12: enabled (currently bad)

This display shows information appropriate to each segment type:

» Because BNC segments are determined to be down if they are idle for the period
specified by <t hr eshol d> (in this case, 5 seconds), their “idle period threshold” is
shown.

» Because AUI segments are determined to be down if a“loss of carrier” is detected the
number of times specified by <t hr eshol d>inal-second period, the“loss of carrier”
threshold (in this case, 10 seconds) is listed.

The other types of Ethernet segments are determined to be down in the absence of
regular link-test pulses, or dataor idle symbols. FDDI segmentsare down if the attachment
configuration of the segment is “isolated.” In either case, no threshold is shown.
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9.5.5 Displaying Segment-State Statistics

At any time, you can display the following segment-state statistics for any segment:

e The number of times the automatic segment-state feature has detected that the
segment is down, and therefore marked the segment as down in the software.

» The number of times the automatic segment-state feature has detected that the
segment is up, and therefore marked the segment as up in the software.

e The number of times the segment has been disabled using the
bridge port <seg-/ist>dis command. (See Chapter 2 in the PowerHub
Software Manual V 2.6 (Rev C).)

e The number of times the segment has been enabled using the
bridge port <seg-/ist>enl command. (See Chapter 2 in the PowerHub
Software Manual V 2.6 (Rev C).)

* You can clear the counters for any of these statistics. In addition, you can display the
count since the most recent system reset (reboot), or since you last cleared the
counters. By default, the count since the last clear is displayed. Use the optional - t
argument to display the count since the last system reset.

9.5.5.1 Displaying How Many Times the Segment Has Been Detected to be Down

Use the port-aps-down-count command to display how many times the
automatic segment-state feature has detected that a particular segment is down and taken
the segment out of service. Hereisthe syntax for this command:

port -aps-down-count | pad <seg-/ist> show s|clear|c [-t]

where:

<seg-list> Specifies the segment(s) for which you want to display or
clear the statistic. Y ou can specify a single segment, a
comma-separated list of segments, or a hyphen-separated
range of segments.

show| s| clear|c Specifieswhether you want to display the statistic or clear the
counter. If you specify cl ear , the counter isreset to 0
(zero) and begins counting again.

-t Optionally specifiesthat the count sincethelast system reset,

rather than the last clear, be displayed.
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Here are some examples of the use of this command:

59: Power Hub: ngmt # port - aps- down-count 1 show

Count of port(s) going down because of APS: (Since |ast stats clear)
Sl ot/ Port Count

01/01 1
60: Power Hub: ngnt # port-aps-down-count 1 show -t

Count of port(s) going down because of APS: (Since |ast systemreset)

Sl ot/ Port Count

01/ 01 3
61: Power Hub: ngnt # port-aps-down-count 1 clear
Ckay

In this example, the first command shows that the state of segment 1 has been taken
out of service one time subsequent to the last time this statistic was cleared.

The second command uses the optiona -t argument to show the statistics for the
current power cycle, rather than since the last time the counter for this statistic was
cleared. Notice that the count (shown under Count ) is different.

The final command clears the counter for the statistic, resetting it to O (zero).

9.5.5.2 Displaying How Many Times the Segment Has Been Detected to be Up

Use the port-aps-up-count command to display how many times the
automatic segment-state feature has detected that a particular segment is up and put the
segment back into service. Hereisthe syntax for this command:

port-aps-up-count | pau <seg-/ist> show s|clear|c [-t]

where:

<seg-list> Specifies the segment(s) for which you want to display or
clear the statistic. Y ou can specify a single segment, a
comma-separated list of segments, or a hyphen-separated
range of segments.

show| s| clear|c Specifieswhether you want to display the statistic or clear the
counter. If you specify cl ear , the counter isreset to 0
(zero) and begins counting again.

-t Optionally specifiesthat the count sincethelast system reset,

rather than the last clear, be displayed.

The output produced by this command is similar to the por t - aps- down- count
output. (Seethe examplesin Section 9.5.5.1.)
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9.5.,5.3 Displaying How Many Times the Segment Has Been Manually Disabled

Use the port - mgnt - down- count command to display how many times the
segment has been disabled using the br i dge port di s command. (See Chapter 2 in
the Power Hub Software Manual V 2.6 (Rev C).) Hereisthe syntax for this command:

port-mgmnt - down- count | pmd <seg-/ist> show s|clear|c [-t]

where:

<seg-list> Specifies the segment(s) for which you want to display or
clear the statistic. Y ou can specify a single segment, a
comma-separated list of segments, or a hyphen-separated
range of segments.

show| s|clear|c Specifieswhether you want to display the statistic or clear the
counter. If you specify cl ear , the counter isreset to 0
(zero) and begins counting again.

-t Optionally specifiesthat the count since the last system reset,

rather than the last clear, be displayed.
Here is an example of the use of this command:

59: Power Hub: ngnt # port - mgnt - down- count 1-4 show

Count of port(s) goi ng down because of user command: (Since |last stats clear)

Sl ot/ Port Count Sl ot/ Port Count Sl ot/ Port Count
01/01 0 01/ 02 2 01/03 0
01/ 04 3

In this example, statistics are displayed for segments 1 through 4. Because the
optional -t argument was not used, the statistics shown are those collected after the last
time the statistic counter was cleared. Segment 2 and segment 4 have been explicitly
taken down by thebr i dge port di s command subsequent to the last time the counter
was cleared. Segment 2 has been taken down twice. Segment 4 has been taken down
three times.

9.5.5.4 Displaying How Many Times the Segment Has Been Manually Enabled

Use the port-ngnt - up- count command to display how many times the
segment has been enabled using the bri dge port enl command. (See Chapter 2 in
the PowerHub Software Manual V 2.6 (Rev C).) Hereisthe syntax for this command:

port-mgmt - up- count | pnu <seg-/ist> show s|clear|c [-t]

where:

<seg-list> Specifies the segment(s) for which you want to display or
clear the statistic. Y ou can specify a single segment, a
comma-separated list of segments, or a hyphen-separated
range of segments.

show| s| clear|c Specifieswhether you want to display the statistic or clear the

counter. If you specify cl ear , the counter isreset to 0
(zero) and begins counting again.
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-t Optionally specifiesthat the count since the last system reset,
rather than the last clear, be displayed.

The output produced by this command is similar to the output produced by the
port - mgnt - down- count command. (Seethe examplesin Section 9.5.5.3.)

9.5.6 Changing the Operating Mode of an Ethernet Segment

You can change the operating mode for the following types of Ethernet segments
using the oper at i ng- node command:

» 10Base-FL
* 10Base-T

» 100Base-FX
* 100Base-TX

Hereisthe syntax for this command:
oper ati ng-node| om [ <seg-/ist>all [fdx|normal]]

where:

<seg-list>|all Specifies asingle segment, a comma-separated list of segments, or a
hyphen-separated range of segments. If you specify al | , the
operating mode for all private UTP, 10Base-FL, 100Base-TX, and
100Base-FX segmentsis displayed or changed.

f dx| nor mal Specifies whether you are placing the segment(s) into full-duplex

mode (f dx) or half-duplex mode (nor mal ).

If you leave out the f dx| nor mal argument, the operating mode for the specified
segmentsis displayed, rather than changed. If thiscommand isissued with no arguments,
the operating mode for all segments capable of full-duplex operation is displayed.

NOTE: The remote connection must be compatible with the PowerHub
implementation of full-duplex operation. Because full-duplex operation has not
become fully standardized yet, the PowerHub full-duplex mode might not be
compatible with some third-party devices supporting full-duplex mode. Full-duplex
mode is always compatible among like 10Base-FL, 10Base-T, 100Base-TX, and
100Base-FX Fast Ethernet segments in the PowerHub 6000. The PowerHub 6000
accomplishes full-duplex operation simply by disabling collision detection.
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9.6 FILE MANAGEMENT COMMANDS

The Flash Memory Module uses a DOS-based file system that provides file services
to the Packet Engine. For example, when you read or save an environment file or
configuration file, the DOS-based file system is used to read or write the appropriate file.

Y ou can use thisfile system to perform the following tasks:
» Display adirectory of files(di r command).
 Display volume information as well asadirectory of files(l i st di r command).
» Digplay afile on the management terminal (showf i | e command).
e Copy afile (copy command).
* Rename afile (r ename command).
* Removeafile(f r emove or r enove command).
» Generate a checksum for verifying the integrity of afile (checksumcommand).

» Reformat the Flash Memory Module (f or mat command).

9.6.1 File Naming Conventions

File names conform to the following rules:

» The maximum length is eight characters, optionally followed by an extension from
oneto three charactersin length (ex: fi | ename. ext) .

» File names are not case sensitive. For example, the file names fi | ename and
FI LENAME are considered to beidentical by the file system.

* You can use any combination of letters, numbers, or special characters except the
following in afilename: *,-,!,?,: .

* You can use the following wildcards in place of any portion of afile name:

* Allows any character string. For example, the file specification * . env
yields all file names that end with the extension “env.”

? Allows any single character. For example, the file specification
hub?. cf g yieldsall file names that begin with “hub,” contain one
additional character following “hub,” and have the extension “cfg.”

You can combine both wildcards in the same file specification. For example,
hub?. * isavalid file specification.
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9.6.2 Displaying Directory and Volume Information

Use the | i stdi r command to display a directory of the Flash Memory Module.
Here is the syntax for this command:

listdir|ls [<filespec>]
wher e:

[ <filespec>] Specifiesafile name. You can use the wildcards (* and ?) for any
portion of the file name.

Thiscommand is designed to present directory information in away familiar to UNIX
users. Hereisan example of the type of display produced by thel i st di r command:

File Name
File Size | 61: Power Hub: mgmt # | i stdir
\
| I
3116 5-17-1995 3:50p FM FORE. DWP
3322 12-15-1994 11:49a FM | NTLOOP
2807 12-15-1994 11:49a FM EXTLOOP
902117 5-05-1995 2:18p FM 6PE
226 4- 26- 1995 1: 00p FM ROOT. ENV
27 5-17-1995 2:59p FM BOOTDEF
1622 5-17-1995 3:07p FM LAB. 1
1000 7-13-1995 3: 07p FM HAVERTY. PAT
Date that file was written L Device on which file is stored

or changed on the device . . .
9 Vi Time that file was written

or changed on the device

The “FM " in front of each file name merely indicates that the file is on the Flash
Memory Module.

NOTE: The PowerHub 6000's DOS-like file system does not support hierarchical
directories.

Use the di r command to display a file directory that includes volume information
and available space for the storage device. Hereisthe syntax for this command:

dir [ <filespec>]
where:

<fil espec> Specifiesafile name. You can use the wildcards (* and ?) for any
portion of the file name.
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Whereasthel i st di r command presents a UNIX-like directory, thedi r command
presents a DOS-like directory. Here is an example of the display produced by the di r

command:
File Size
File Name | 62: Power Hub: ngnt # di r
Volune in device is 6-2.6.3.0
FORE DvP 3116 5-17-1995 3: 50p
| NTLOOP 3322 12-15-1994 11:49a
EXTLOOP 2807 12-15-1994 11:49a
6PE 902117 5-05-1995 2:18p
ROOT ENV 226 4-26-1995 1: 00p
BOOTDEF 27 5-17-1995 2:59p
LAB. 1 1622 5-17-1995 3: 07p
HAVERTY. PAT 1000 7-13-1995 3:07p
8 File(s) 540760 bytes fjree

Time that file was written
Date that file was written or changed on the device
or changed on the device

9.6.3 Displaying a File

Use the showfi | e command to display a file contained in the Flash Memory
Module. The file's contents are written to the management terminal. Here is the syntax
for this command:

showfil e| shf <file-nane>
where:

<fil e- nane> Specifies the name of the file you want to display.

NOTE: You can control the number of lines displayed at one time using the
mai n stty command. (See Section 8.7 on page 143 for information.)
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9.6.4 Copying a File

Usethecopy command to copy afile contained in the Flash Memory Module. Here
isthe syntax for this command:

copy|cp <src-file> <dest-file>

where:
<src-file> Isthe name of the file you are copying.
<dest-fil e> Isthe name of the new file into which you are copying the contents

of the<src-fil e>.

CAUTION: If the destination file you specify is an existing file, the copy command
overwrites that file. No warning message is displayed.

If the storage medium (Flash Memory Module or floppy diskette) contains enough
free space to hold the copy, the file is copied. |f the storage medium does not contain
enough free space for the copy, the following message is displayed: device is full.

9.6.5 Renaming a File

Use ther ename command to rename afile contained in the Flash Memory Module.
Here is the syntax for this command:

renanme| ren <ol dfil enane> <newfi| enane>

where:
<ol dfi | enane> Is the name of the file you are renaming.
<newfi | enane> Is the new name for thefile.

If you specify the name of an existing file for the new file name, the software does
not overwrite the existing file, but instead displays the following error message:
file exists.

9.6.6 Removing a File

Usethef r emove command or ther emove command to remove afilefrom the Flash
Memory Module. Both commands do the same thing.

NOTE: Thefrenmove and r enmove commands prompt you to enter y or n to
confirm removal of afile. Thereisno “unremove’ command, so be careful! Also, the
software image files are not protected. They can be removed by PowerHub commands.
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Here is the syntax for this command:
fremove|frm [-f] [-i] <filespec> [<filespec>...]

where:

- f Forces the software to remove the file(s), without presenting a
warning prompt.

- Overridesthe - f (Force) flag, presenting awarning prompt before
removing each file. The prompt gives you the opportunity to cancel
your request to remove thefile. The defaultis- i .

<fil espec> Specifies the name of the file you want to delete.

The syntax for ther emove command is the same.
Here is an example of thef r emove command:

63: Power Hub: ngnt # frenove bridge. cfg
renove FM BRI DGE. CFG? y
frm FM BRI DCE. CFG del et ed

9.6.7 Calculating a Checksum

Use the checksumcommand to generate a checksum of afilein the Flash Memory
Module. The checksum aways produces the same result for identical files. Therefore,
you can use the checksum to verify the integrity of duplicate files or files transmitted
from one PowerHub Intelligent Switching Hub to another over the network.

For example, suppose you want to copy an environment file from one hub to another
over the network. Before copying the file, use the checksumcommand to calculate the
checksum for the file. Then usethetftp put command to write the file to a TFTP
server. From a command-line session on the target hub, download the file onto that hub
using thet f t p get command. (For information on the TFTP commands, see Chapter 4
in the Power Hub Software Manual, V 2.6 (Rev C).)

To ensure that the file has arrived intact, you can issue the checksum command
against the copy of the file received on the target hub. If the checksums match, the file
very likely is intact. However, if the checksums do not match, an error must have
occurred during transmission or storage.

Here is the syntax for the c heck s umcommand:

checksum sum <filespec> |[<filespec>...]

where:

<fil espec> Specifiesafile name. You can use the wildcards (* and ?) for any
portion of the file name.

<fil espec>. .. Specifies additional files. To calculate individual checksumsfor al

the files on the Flash Memory Module, enter checksum* .
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Here is an example of the use of this command:

67: Power Hub: ngnt # checksum hubl. cfg
0x0f cf 9636 HUBL. CFG

The software calculates the checksum for the specified file(s) and displays the
checksum(s).

9.6.8 Reformatting the Flash Memory Module

Generaly, you can prevent filling up your Flash Memory Module by removing files
you nho longer need. The module contains more than enough space to hold the system
software and self-test scripts, as well as your configuration files, environment files, and
dump file(s). However, you can usethef or mat command to reformat the Flash Memory
Module. When you reformat the module, all the system software and data files are
physically removed from the module.

WARNING: This command does not display a confirmation message. The software
begins reformatting the Flash Memory Module as soon as you issue the command.
Before you reformat the Flash Memory Module, make sure you copy any files you want
to keep onto another device, such as a floppy diskette or afile server.

Hereisthe syntax for this command:
format | fnmt <device-name>

where:

<devi ce- nane> Specifiesthe file device. Specify f mas the device name.

9.7 TTY PORT MANAGEMENT COMMANDS

In addition to the RS-232 session through TTY1, you can have, additional,
simultaneous command-line sessions on the hub.

The sessions differ according to the connection type:

TTY Asynchronouslink from your workstation or PCtothe TTY10or TTY2
port.

TELNET Network (IP) link from your network node (workstation or PC) to the
hub.

The command-line interface looks and behaves the same whether the sessionison a
TTY (RS-232) port or aTELNET connection. A standard terminal with 80-character lines
is assumed. The interface does not use the cursor-positioning, screen-clearing, or other
display features of VT100 or other “smart” terminals.
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The TTY management commands let you perform the following tasks:
» Setthebaudrateon TTY1 or TTY2 (set baud command)
* Openasessiononthe TTY2 port (t t y2open command).

» Closethe sessiononthe TTY2 port (t t y2cl ose command).

NOTE: TheTTY2 port is not accessible from the Packet Engine front panel. This port
is used for diagnostic purposes. Use this port only if advised to do so by FORE
Systems TAC.

9.7.1 Setting the Baud Rate for a TTY Port

You can set the baud rate (data transmission rate) for the TTY ports using the
following command:

set baud| sb ttyl|tty2 <baud-rate>

where:
ttyl|tty2 Specifies the port for which you are setting the baud rate.
<baud-r at e> Specifies one of the following baud rates: 1200, 2400, 4800,

9600, or 19200. Thedefaultis9600 for TTY1; 1200 for TTY2.

The newly-specified baud rate is stored in NVRAM and takes effect immediately. It
is retained across logins and across power cycles.

NOTES: If the Lock Switch is unlocked when you boot the hub, the TTY ports use
their default baud rates (9600 for TTY1 and 1200 for TTY2), regardless of the baud
rates stored in NVRAM.

Before you can set the baud rate for TTY2, a session must be opened on the port. To
openaTTY2 session, issuethet t y2open command.

Here is an example of the use of this command:

97: PoweHub: mgmt # set baud tty2 19200
Changed tty2 baud rate to 19200; witten to nvram

9.7.2 Opening a Session on the TTYZ2 Port

If advised to do so by FORE Systems TAC, you can attach a management terminal or
modem to the TTY2 port and open a management session on that port. Usethett y2open
command to open the session.

Aswith other command-line sessions, if the Lock Switch (or jumper) is Locked, you
must enter a login (root or nonit or) and the corresponding password before the
command prompt is displayed.
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9.7.3 Closing the Session on the TTYZ2 Port

To close the TTY2 session, issue this command from the command prompt inaTTY1
or TELNET session: tty2cl ose.

NOTE: No warning message is displayed for the user on the TTY2 session. Closing
the TTY 2 session is equivalent to logging the user out of the session on TTY2.

9.8 CONFIGURATION FILE COMMANDS

A configuration file is an ASCII file containing PowerHub commands that set
configuration parameters and definitions including:

» Segment enable or disable.

» Network (bridge) groups and filters.

» Spanning-tree enable or disable.

* Protocol interfaces and filters.

* TELNET control characters.

» PowerHub system name and location description.
* Segment names.

Normally, when you power down the PowerHub 6000 or reboot the software, any
changes made to these configuration items are lost. However, if you save a configuration
file before powering down or rebooting, commands to create or set the current
configuration items are placed into an ASCI| file. If you read (load) that file at boot time
or during a command-line session, the commands in the file recreate the saved
configuration items and settings.

Note that configuration parameters, unlike environment parameters, affect the entire
hub, rather than just the current command-line session. Consequently, if you read a
configuration file during a command-line session, configuration changes caused by the
commands in the file have global effect. Users on other command-line sessions are
affected by the changes.

Just aswith environment files, you can save or load multiple configuration filesduring
a command-line session; also like environment files, the effects of multiple configuration
files are cumulative.

Y ou can load a configuration file automatically during power on or areboot. When
you boot the software, the software checks for afile named cf g, the default configuration
filename. If thisfileis present, the software assumesit isaconfiguration file and loads the
file. Thecommandsinthefileare executed to configurethe hub. If the hubisbooted from
a TFTP server, the software looks for the configuration file name specified in the hub’s
boot def file on the boot server. (See Section B.4 on page 238.)
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Whenever you make configuration changes that you want to add to the default
configuration file, you can add those changes by saving the configuration file.

* If the configuration file is located on the Flash Memory Module, issue the
savecf g cf g command.

 If the configuration file is located on a TFTP server, save it by issuing the
tftpsvcfg <renfil e>command.

* |f you use both the Flash Memory Module and a TFTP server as boot sources, issue
both commands.

See Section 9.8.2 for information on these commands.

NOTE: If you are booting from a TFTP server (“netbooting”), you need to add a line
to the boot definition file on the boot server that identifies the directory location and
name of the configuration file; the cf g fileis not read from the Flash Memory Module
when you netboot.

9.8.1 Example Configuration File

Example 9-1 shows a PowerHub configuration file. Notice that the file contains
comments (preceded by #) and PowerHub commands. Configuration files are organized
according to subsystem. The commands shown under each subsystem are ordinary
PowerHub commands. Y ou could issue these commands manually (and in the same order)
to achieve the same configuration thisfile achieves. Configuration filessimply make using
the PowerHub 6000 more practical by issuing the commands automatically when the
system is booted.

In every configuration file, the last command is endcf g. This command must be
present at the end of the configuration file. If you edit a configuration file using an ASCI|
editor, make sure you add this command to the end of thefile.
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HHHHBHBHBHBHBHBH BB R R R AR A H R H R R R R R
#

# Mai n Configuration

#

mai n

g g g g g g g g g g g )

A e

#

# Bri dge Configuration

#

bri dge

HHHHAHBHBHBHBHBH BB R R R A A H R H R R R R R
#

# Bri dge Configuration (filter tenplates)

#

HHHHAHBHBHBHBHBH BB R R R A A H R H R R R R R
#

# Bridge Configuration (logical filtering rules)

#

HHHHAHBHBHBHBHBH BB R R R A A H R H R R R R R
#

# Bri dge Configuration (spanning tree)

#

set agi ng 60

set st bridge-priority 8000

set st timer-threshold 21 4 16

set st port-priority 1,2,3,4,5,6,7,8 80 80 80 80 80 80 80 80

set st port-priority 9,10,11,12 80 80 80 80

st dis

HHHHBHBHBHBH B HBH BB R AR A A H B H R R R R R R
#

# Bri dge Configuration (port configuration)

#

po 1 en

po 2 en

...remaining segnent enabl e conmands onitted for brevity.

g g g g g g g g g g g g )
L L R A R

#

# Bri dge Configuration (groups)
#

set group del default

set group all default

g g g g g g g g g g g g g )

R A R

g g g g g g g g g g g g
L R AR

#

# Bridge Configuration (IPX translation table)
#

ibt dis

EXAMPLE 9-1 PowerHub configuration file.
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HRHT R T R T R R R T T R T TR i

#

# Myt Confi guration
#

gt

dcd dis

spn 1 Port_1
spn 2 Port_2
spn 3 Port_3
spn 4 Port_4
spn 5 Port_5
spn 6 Port_6
spn 7 Port_7
spn 8 Port_8

spn 9 Port_9

spn 10 Port_10

spn 11 Port_11

spn 12 Port_12

sn Power Hub

sl Undefi ned

aps enl

aps enl

aps enl

aps enl

aps enl

aps enl

aps enl

aps enl

aps enl

aps 10 enl

aps 11 enl

aps 12 enl

THEHHF R PP TR R P
#

# Di ag Configuration

#

di ag

rs rdis

rs xenl

brk dis

THEHHF R PP TR R P
#

# FDDI paraneters

#

f ddi

HHHH R
#

# IP interface configuration
#

ip

©CoO~NOOOWNE

EXAMPLE 9-1 PowerHub configuration file.
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BRI T R R R T R R T T R T TR i

#

# I P Routing table

#

ip

HHHHBHBHBHAH B H B H BB R R R R A A R R R R
#

# I P address trnslation table

#

ip

saa 5

HEHHHH TR H R
#

# SNMP Communi ti es Tabl e

#

snnp

add c public ro

HEHHHH TR H R H R
#

# TCP connection tiners

#

t cpst ack

se ci 20

se ka 75

HEHHH T R R R R R
#

# TELNET control characters

#

tcpstack

scd ec "H

scd el "U

scd ew "W

scd i ~C

scd rl "R

scd xof f 7S

scd xon "Q

HEHHH T R R R R R

#

# RI P configuration
#

rip

rip-ctrl-type norma

set 1 ta,li,rs,rd, ad yes
set 2 ta,li,rs,rd,ad yes

...additional R P settings onitted for brevity.
set 1 po no

set 2 po no

...additional RIP settings onmtted for brevity.
ip ahp 37

ip ahp 42

ip ahp 53

ip ahp 67

ip ahp 68

ip ahp 69

ip ahp 98

ip ahp 137

ip ahp 138

EXAMPLE 9-1 PowerHub configuration file.
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THEHF P TR R O
#

# DECnet configuration

#

THEHF R P TR R O
#

# I PX configuration

#

THEHF R P TR R O
#

# Appl eTal k configuration

#

THEHF R P TR R O
#

# IP Multicast Routing Paraneters

#

i pm

se inf dis

se po enl

se po 2 enl

se po enl

se po 4 enl

se po enl

se po 6 enl

se po enl

se po 8 enl

se po enl

se po 10 enl

se po 11 enl

se po 12 enl

THEHHF R PP TR R P
#

# End config

#

endcfg

©CoO~NOOOWNE

EXAMPLE 9-1 PowerHub configuration file.

9.8.2 Saving Configuration Changes

Y ou can save configuration changesto the cf g file (or the hub’s configuration file on
the TFTP server), in which case they are automatically applied each time you reboot the
software. Alternatively, you can save the changes to a different file name or to a device
attached to TTY1 or TTY2. If you save configuration changesto afile other than cf g, you
must load thefile after the hub is booted to apply the configuration settingsin thefileto the
hub.

9.8.2.1 Savingthe Configuration to the Flash Memory Module

To save a configuration file to the Flash Memory Module, issue the following
command:

savecfg| svcfg <file-or-device-nane>
where:

<fil e-or-device-nane> Specifiesafilenameor oneof the TTY ports(TTY1 or
TTY2).
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Here are some examples of the use of this command. In the following example, the
current configuration is saved to afile named Lab1. cf g.

99: Power Hub: mgmt # savecfg Labl.cfg
Configuration saved to Labl.cfg

The following example shows how the current configuration is saved to port TTY2.

100: Power Hub: mgnt # savecfg tty2
Configuration saved to tty2

This command simply prints the configuration file to port TTY2. This process might
take awhile to complete.

9.8.2.2 Savingthe Configuration toa TFTP Server

To save aconfiguration fileto a TFTP server, issue the following command:
tftp svefg [-h <host>] <renfile>

where:

-h <host > Specifiesthe|Paddress of the TFTP server. Unlessyou have aready
specified adefault TFTPserver usingthet f t p set command, you
need to include this argument. For information onthet f t p set
command, see Chapter 4 in the PowerHub Software Manual, V 2.6
(Rev C).

<renfil e> Specifies the configuration file name. Specify anamethat is

meaningful to the TFTP program on the server. For example, if the
server contains a subdirectory called f or e and this directory is
specified asthe TFTP home directory, do not specify f or e as part of
the file name.

NOTES: Some TFTP servers require that the remote file name exist on the server
before you can write to that file name. If your server requires that the file name
already exidt, create a zero-length file (named the same as your configuration file) on
the server, then specify that file namefor <renfi | e>.

On some TFTP servers, including servers running Sun/OS 4.x, files that you overwrite
on the server are not properly truncated. When you overwrite an existing file on the
TFTP server, if the older version of the file is longer than the new file, the older
version is not truncated properly by the server. As aresult, the new version of the file
contains part of the older version of thefile.

Here is an example of the use of this command.

99: Power Hub: mgmt # tftp svcfg 147.128.128.7 Labl.cfg
Configuration saved to Labl.cfg

400-1464-0001, Rev C, Issue 1,V 2.6 PowerHub 6000 Installation and Configuration Manual



190 THE MANAGEMENT SUBSYSTEM CH.9

9.8.3 Reading (Loading) a Configuration File

When you boot the software, the system looks for a configuration file:

* If you boot from the Flash Memory Module, the system looks in the boot definition
file on the Flash Memory Module for the configuration file name. The default
configuration file nameiscf g.

* If you boot from the network, the system looksin the boot definition file on the TFTP
server for the configuration file name. This name is manually specified by you or
another system administrator when you configure the PowerHub 6000 for netbooting.
(See Section 4.3.4.3 on page 62 and Section B.4 on page 238.)

Even if the system finds and loads a configuration file when the software is booted,
you can read (load) additional configuration files during a PowerHub session using the
readcf g command.

NOTE: The new configuration information does not undo the configuration
information used from the cf g file. Instead, the new configuration is added to the
current configuration, until the hub is powered down or rebooted.

9.8.3.1 Loading a Configuration From the Flash Memory Module

To load a configuration file located on the Flash Memory Module (or a configuration
file saved on aterminal connected to the TTY1 port), issue the following command:

readcfg| rdcfg <file-or-device-nane>

where:

<fil e-or-device-nane> SpecifiesafilenameoraTTY port. To specify TTY1,
enterttyl.

9.8.3.2 Loading a Configuration Froma TFTP Server

Toload aconfigurationfilelocated onaTFTP server, issuethefollowing command:
tftp rdcfg [-h <host>] <renfile>

where:

-h <host > Specifiesthe P address of the TFTP server. Unlessyou have already
specified adefault TFTPserver usingthet f t p set command, you
need to include this argument. For informationonthet ft p set
command, see Chapter 4 in the PowerHub Software Manual, V 2.6
(Rev C).

<renfile> Specifies the configuration file name. Specify anamethat is

meaningful to the TFTP program on the server. For example, if the
server contains a subdirectory called f or e and this directory is
specified asthe TFTP home directory, do not specify f or e as part of
the file name.
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9.8.4 Rebooting Without Loading the Default Configuration File

If you need to reboot the software without loading the configuration file, use the
r ename command to temporarily rename the default configuration file. For example, if
the boot definition file names the configuration file cf g, renamecf g tot enp. cf g. (See
Section 9.6.5 on page 179 for information about ther ename command.)

9.8.5 Editing a Configuration File

Although you can automatically write changes to a configuration file using the
savecf g command, you aso can manually edit the file directly using a text or ASCII
editor. To move the file to a machine that contains an ASCI| editor:

« If the editor is on afile server, use thet f t p put command to write the file to the
server, edit thefile, thenusethet f t p get command to download the edited file back
onto the Flash Memory Module.

« |f the editor is on a PC or Macintosh, use the boot PROM zs command to write the
file to the PC or Macintosh, edit the file, then use the zr command to transfer the
edited file to the Flash Memory Module. (See Section 10.7 on page 207.)

9.8.6 Capturing Configuration Information

The system software diskettes and Flash Memory Modul e contain a configuration file
that enablesyou to capture configuration information about the PowerHub system. Thefile
is called di spcfg. When you read the file (using the ngmt readcfg di spcfg
command), the commandsin thefile display configuration information on the management
terminal.

If you experience problems with your PowerHub system, FORE Systems TAC might
ask you to read the di spcf g file so they can use the information displayed on your
management terminal when you read the file to help you resolve the problems with your
system.

Toread the di spcf g file, issue the following command:
mgnt readcfg dispcfg
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This command reads the following configuration file.

mai n
main s

mgnt d
main s
main v

bri dge
bri dge
bri dge
bri dge
bri dge

y nore dis

a

up
er

s all all
sa
scf
bt
dc

bri dge sc

it

sh

at

rt

scf

s arp
sip
s icnp
dc

sc arp
scip
sc icnp

T T TOTTOTTOTTOTTTO

rip scf
rips

atal k scf
atalk it
atal k dc
atal k czt
atalk cit
atal k nt
atalk rt
atal k at

i px dc
ipx it

i px s ipx
i px scf
i px st

di ag bu
diag Ir
diag swd

nvram show

ngnt aps
ngnt pm

idp all
ngnt om

mgnt dir
sum 6pe
sum 6f

EXAMPLE 9-2 Contents of the di spcf g configuration file.
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mgnt da

bridge s all all
ips arp
ipsip
ipsicnm
tcpstack scf
snnp scf

fddi ssmall all

EXAMPLE 9-2 (Continued) Contents of the di spcf g configuration

9.9 PORT MONITORING

The Port Monitoring feature lets you connect a protocol analyzer (such as a Sniffer,
LANalyzer, or Network Pharaoh) to a PowerHub segment and monitor the traffic on any
other segment or set of segments on the same hub. Rather than separately attaching your
traffic analyzer to each segment you want to monitor, you can attach the analyzer to one
segment, then use the Port Monitoring commands to select the segments you want to
monitor.

Y ou can change which segments are being monitored without moving the protocol
analyzer to another segment. In addition, you can monitor traffic on more than one
segment simultaneously, without needing to use multiple protocol analyzers on multiple
segments.

To use the Port Monitoring feature:
* You must be logged on with root capability.

» Forwarding must be disabled on the segment to which you attach your analyzer (the
monitoring segment). To disable forwarding, issue the following command:

bridge port <seg-list> dis
where:

<seg-list> Specifies the monitoring segment(s).

NOTE: If you find that you frequently use the Port Monitoring feature, but do not want
to disable forwarding on the monitoring segment each time you use this feature, you
might want to dedicate one of the PowerHub segments solely to Port Monitoring.
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9.9.1 How Port Monitoring Works

Conceptually, Port Monitoring “copies’ packets from the monitored segments to the
monitoring segments.  Actually, packets are not really copied because this would
dramatically reduce performance. Instead, a pointer to amonitored packet is placed on the
transmit queue for the monitoring segment(s), and the packet buffer is freed up only after
the packet has been transmitted both to its normal destination, if any, and to the monitoring

segment(s).

For monitoring purposes, packets are classified into three types:

Incoming A packet that is received on the monitored segment. An
incoming packet might or might not be forwarded by the
PowerHub 6000, according to the usual bridging and routing
rules.

Forwarded A packet that the PowerHub 6000 receives on one of its
segments, then transmits on the monitored segment.

Generated A packet that the PowerHub 6000 transmits on the monitored
segment as required by the hub’sinternal protocol stacks,
including:

e Qutgoing TCP packetsin TELNET sessions.

* UDP packets for RIP updates and SNMP replies.
* ARPrequests and replies.

» |CMP packets for various | P routing errors.

* Spanning-Tree hello and topol ogy-change packets.

e Various packets generated by the IPX, AppleTak, and
DECnet protocol stacks.

Port Monitoring monitors packets regardless of any filters defined on the monitoring
segment. Thisincludes any filters that normally block traffic from the monitored segment
to the monitoring segment. Filters defined on the monitored segment do remain in effect.
In addition, incoming packets are monitored regardless of a segment’ s Spanning-Tree state
(blocked or forwarding) or the enabled state (enabled or disabled) of the segment.
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9.9.2 Performance Considerations and Operation Notes

In general, the Port Monitoring feature does not adversely affect PowerHub
performance on the monitored segments or other segments. However, if the monitored
traffic load is greater than the capacity of the monitoring segment, then not all monitored
packets are successfully queued. Packets not queued onto the monitoring segment for this
reason are still delivered to their normal destinations.

When multiple segments are monitored, packets from all segments are queued onto
the monitoring segment in the approximate order in which they were received, forwarded,
or generated. Y ou must determine which traffic belongs to which segment in the resulting,
combined, outgoing stream. Notethat if apacket is"incoming” on one monitored segment
and “forwarded” on another monitored segment, only one copy of the packet is queued onto
the monitoring segment.

When outgoing (forwarded or generated) and incoming packets are monitored on a
segment, the packets might not appear on the monitoring segment in the same order as
they appear on the monitored segment. This can happen because the software queues
outgoing packets for transmission on the monitoring segment at the same time the
software queues the packets for transmission on the monitored segment. This means that
packets appear on the monitoring segment when they are queued for transmission, not
when they are actually transmitted.

Therefore, it is possible for one or more packets to be received on the monitored
segment and queued up after the outgoing packet on the monitoring segment, even
though they appear on the monitored segment before the outgoing packet is actually
transmitted. However, the order of packets within either the incoming stream or the
outgoing stream on the monitored segment is preserved on the monitoring segment.

NOTES: Incoming runt packets, giant packets, and packets with FCS or
frame-alignment errors are not monitored. Long (larger than 1518 bytes) packets on
FDDI segments are fragmented by the hub and the fragments appear on the protocol
analyzer. This applies even if the monitoring segment and monitored segment both are
FDDI segments.

Do not use the monitoring segment for routing or any other purpose except monitoring.
The monitoring segment should not have any devices connected to it other than a
protocol analyzer. Other types of connected devices (workstations, servers, and so on)
can get very confused by packets from monitored segments.

9.9.3 Packet Modifications

During normal bridging and routing, the PowerHub 6000 modifies certain packets
before forwarding them. For example, it modifies both the MAC-layer and network-layer
(routing) headersin routed packets. Moreover, when the hub forwards packets from FDDI
to Ethernet, or vice versa, it modifies the packets accordingly.

With Port Monitoring, the modified packet, not the origina packet, is transmitted to
the monitoring segment. Asaresult, the packet displayed by your protocol analyzer isthe
modified packet. Theway the packet is modified depends upon the segment type (Ethernet
or FDDI) and the forwarding algorithm that is used, as summarized in Table 9-5.
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TABLE 9-5 Packet modifications on monitoring segment.

Traffic Type Monitored Segment Monitoring Segment Packet is...

Type Type
Bridged Ethernet Ethernet U

Ethernet FDDI T
Description: Forwarded,
or incoming but not FDDI Ethernet T
forwarded.

FDDI FDDI TT/U
Routed Traffic Ethernet Ethernet M, I,R

Ethernet FDDI M IR T
Description: Forwarded. FDDI Ethernet M.LRT

FDDI FDDI M, IR, TT/U
Routed Traffic Ethernet Ethernet I

Ethernet FDDI I, T
Description: Incoming FDDI Ethernet LT
Generated Traffic Ethernet Ethernet U

Ethernet FDDI T
Description: Generated. FDDI Ethernet U

FDDI FDDI U

KEY:

I=IP TTL and checksum changed

M=MAC address changed
R=Routing header changed

U=Unmodified
T=Trandated

TT/U=Double Translated but Unchanged.
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The modifications made to packets appearing on the monitoring segment are further
explained by the following key:

U

400-1464-0001, Rev C, Issue 1,V 2.6

The packet is not changed in any way. If the packet also undergoes a
double-trandation (denoted in Table 9-5 by TT), this means the packet is
double-tranglated by the hub, but the resulting packet that is displayed on the
protocol analyzer isidentical to the packet before double trandation.

The destination MAC address is changed to the address of the next hop. The
source MAC address is changed to the address of the hub.

If the packet is an | P packet, certain fields in the | P header are changed.
Specifically, the TTL field is decremented and the |P-header checksum is
incremented. The IP header and payload are otherwise unmodified.

Certain fields in the network header (for example, the 1P header) might be
changed, depending upon the routing protocol:

AppleTak

The hop count isincreased by one. Also, if the packet containsa
checksum, the checksum is changed appropriately.

IP  If the packet has an options field specifying source routing or route
tracing, the appropriate modifications are made. If IP security options
(RFC 1108) are used, then option fields may be added to or removed
from the header. Inrare cases, adding options fields causes the packet
to exceed 1518 bytes, and consequently become fragmented.

IPX Theonly IPX field that is changed in the header is the “ Transport
Control” field. Thisfield isincremented by 1 for each router that the
packet passesthrough. (Thisfieldissimilartothe TTL fieldinthe IP
header.) Note, however, that the MAC header can change in many
different ways.

In the simplest case, where there is no header translation, the MAC
header is changed as follows:

Src- mac- addr Changed to address of the hub.
dst - mac- addr Changed to address of either the destination
node or the next hop gateway.

When header trand ationisinvolved, in addition to thetwo fields above,
the header type changes from the configured type for the receiving
network to the configured type for the destination/next-hop network.
The four different encapsulation types used for IPX are |IEEE 802.3
(Raw), |IEEE 802.2 (LLC), IEEE 802.2 (SNAP) and Ethernet-I1.
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DECnet
The following fields in the MAC header are changed:
src- nmac- addr Changed to address of this router.
dst - mac- addr Changed to address of either the destination

node or the next hop gateway.

In addition, a change is made to the DECnet long data packet headers
(these are normal data packets). The long data header contains a
“flags’ field. Thisfieldis modified as follows:

« |If the source and destination nodes of the packet are both on the same
segment, the “INTRA ETHERNET PKT” bit is set.

« If the source and destination nodes are on different segments, the
“INTRA ETHERNET PKT" hit iscleared.

» |f the destination node is not reachable and the sender has set the
“RETURN TO SENDER REQ” hit, the hub clears this bit and sets
the“RETURNING TO SENDER?” bit. Inthis case, the MAC header
is changed as follows:

Src- mac- addr Changed to the PowerHub MAC-layer
hardware address.
dst - nac- addr Changed to the MAC-layer hardware

address of the sender.

T The packet undergoes tranglation between Ethernet and FDDI
formats. In the case of long FDDI IP packets (larger than 1518
bytes), the packet also undergoes | P fragmentation. (Long non-IP
packets are not monitored.)

TT/U The packet undergoes adoubletrandation, from FDDI to Ethernet
format and back. The end result normally appears unchanged,
except for fragmentation in the case of long | P packets. (Long
non-1P packets are not monitored.)
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9.9.4 Monitoring a Segment

Use the port - noni t or command to monitor one or more segments. Here is the
syntax for this command:

port-nmonitor|pmview <options> all <seg-list>

on <seg-/ist>

where:
<options>| all Specifies which packets are to be monitored. <opt i ons> can be
one or more of the following:
i ncom ng| i Monitors al traffic received on the
segment(s) by the hub.
f orwar ded| f Monitors al traffic forwarded to the
segment(s) by the hub.
generated| g Monitors al traffic generated on the
segment(s) by the hub.
Separate each option with acomma. To
specify all three options, use al | .
<seg-list> Specifieswhich segmentsareto be monitored. For most applications
of Port Monitoring, this segment list contains just one segment.
on Isarequired argument that introduces the monitoring segment(s).
<seg-1list> I ndicates the monitoring segmentsto which themonitored trafficisto

be sent. For most applications of Port Monitoring, this segment list
contains just one segment.

Here are some example of the use of this command. In the first example, the
command sets up segment 12 to monitor all incoming packets received on segment 10.

1: Power Hub: mgnt # pm view i 10 on 12
Port 10 (i) being viewed on: 12

The following example sets up segment 6 to monitor all packets forwarded by the
PowerHub 6000 to segment 2.

2: Power Hub: mgnt # pmview f 2 on 6
Port 2 (f) being viewed on: 6

The next example sets up segment 4 to monitor al packets generated by the
PowerHub 6000 on segment 13.

3: Power Hub: ngnt# pmview g 13 on 4
Port 13 (g) being viewed on: 4
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The following example sets up segment 7 to monitor al packets on segment 10. This
includes all incoming, forwarded, and generated packets on segment 10.

4: Power Hub: mgmt # pm view all 10 on 7
Port 10 (all) being viewed on: 7

This final example sets up segments 11 and 12 to monitor all packets that are
generated on segments 5,6, and 8.

6: Power Hub: mgmt # pmview g 5,6, 8 on 11, 12
Ports 5,6,8 (g) being viewed on: 11,12

9.9.5 Monitoring Traffic Between a Pair of Segments

In addition to monitoring traffic on specific segments, you also can monitor traffic that
the PowerHub 6000 forwards between a specific pair of segments, using this command:

port-mnonitor|pmviewair <segl> <seg2> on

<seg-list>[r]

where:

Vi ewpai r Isarequired argument specifying that you want to monitor
traffic between a specific pair of segments.

<segl> Specifies which segment is to be monitored as the receiving
segment.

<seg2> Specifies the segment to which packets received on <seg1>
are forwarded.

on Isarequired argument that introduces the monitoring
segment(s).

<seg-list> Specifies the segment(s) to which your protocol analyzer is
attached.

r Specifies that traffic received on <seg2> and forwarded on

<segl> asoismonitored.

Here are some examples of the use of this command. The first example sets up
segment 1 to monitor all packets that are forwarded from segment 2 onto segment 9.

5: Power Hub: mgnt # pmviewpair 2 9 on 1
2->9 being viewed on 1

The next example sets up segment 10 to monitor al packets that are forwarded from
segment 6 onto segment 8, and all packets forwarded from segment 8 to segment 6.

5: Power Hub: mgmt # pm viewpair 6 8 on 10 r
6<->8 being viewed on 10
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9.9.6 Using Multiple Port Monitoring Commands

You can use multiple port-nonitor commands to establish complex Port
Monitoring arrangements.  If you issue multiple port-nonitor view and
port-nonitor viewpai r commands, their effects are cumulative. That is, the
PowerHub 6000 monitors all of the traffic specified by all of the commands, with one
exception. If aport-nonitor vi ew command specifies the same option (incoming,
forwarded, or generated) on the same monitoring segment as a previous
port - nonitor vi ewcommand, then the new <noni t or ed- seg-1i st > replaces the
one given in the previous command(s).

Here are some examples of how multiple por t - noni t or commands can be used.
In the following example, multiple commands set up segment 12 to monitor all packetsthat
are generated by the PowerHub 6000 on segment 2, forwarded by the hub from segment 3
or 4 to segment 2, or received on segment 2.

8: Power Hub: mgnmt # pm view g 2 on 12

Port 2 (g) being viewed on: 12

9: Power Hub: mgnt # pm viewpair 3 2 on 12
3->2 being viewed on 12

10: Power Hub: ngnt # pm viewpair 4 2 on 12
4->2 being viewed on 12

11: Power Hub: ngnt # pmview i 2 on 12
Port 2 (i) being viewed on: 12

The following command example shows how:

» Segment 6 is set up to monitor all packets that are forwarded by the PowerHub 7000
on segment 2, forwarded by the hub from segment 2 to segment 3 or 4, or forwarded
in any direction between segments 3 and 4.

» Segment 7 is set up to monitor all packets that are generated by the PowerHub 7000
on segment 3 or 4.

12: Power Hub: ngnt# pmview f 2 on 6

Port 2 (f) being viewed on: 6

13: Power Hub: ngnt # pm vi ewpair 2 3 on 6
2->3 being viewed on 6

14: Power Hub: ngnt # pm vi ewpair 2 4 on 6
2->4 being viewed on 6

15: Power Hub: ngnt # pm viewpair 3 4 on 6 r
3<->4 being viewed on 6

16: Power Hub: ngnt# pmview g 3,4 on 7
Ports 3,4 (g) being viewed on: 7

9.9.7 Displaying the Current Monitoring State

To display the current Port Monitoring state, issue this command:
port-nonitor|pm
This command displays alist of all currently-monitored segments and pairs.
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9.9.8 Stopping Port Monitoring

To make the hub stop monitoring traffic, issue this command:
port-monitor|pm cl ose

Issuing this command cancels the effect of all previous port - moni t or vi ewand
port-nonitor vi ewpai r commands.
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10 The Boot PROM
Commands

This chapter describes the commands in the Packet Engine boot PROM. The boot
PROM commands are accessible from the <PROM 6pe> prompt. The <PROM 6pe>
prompt is not accessible during normal runtime operation, but is displayed if you
interrupt the boot process or an error occurs during booting. (See Section 4.3.3 on
page 59.)

Some of the boot PROM commands let you configure values in the Packet Engine’s
NVRAM (non-volatile RAM). These commands also are available in the nvram
subsystem. The NVRAM settings remain in effect regardiess of whether you set them
from the nvram subsystem or from the <PROV 6pe> prompt.

Y ou can use boot PROM commands to perform the following tasks:
» Boot the PowerHub software. (See Section 10.2 on page 205.)

* Display the MAC-layer hardware address of the Packet Engine. (See Section 10.3 on
page 205.)

» Display adirectory of thefiles contained on afloppy diskette or on the Flash Memory
Module. (See Section 10.4 on page 205.)

» Digplay afile contained on afloppy diskette or in the Flash Memory Module. (See
Section 10.5 on page 205.)

» Configure valuesin the Packet Engine’ sNVRAM. (See Section 10.6 on page 206.)

« Upload afile from aPC or Macintosh to the PowerHub floppy drive or Flash Memory
Module. (See Section 10.7.1 on page 207.)

» Download afile from the PowerHub floppy drive or Flash Memory Maodule to a PC
or Macintosh. (See Section 10.7.2 on page 209.)

NOTE: To upload or download files between the PowerHub 6000 and a PC or
Macintosh, the PC or Macintosh must support ZMODEM or XMODEM.
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10.1 PACKET ENGINE BOOT PROM COMMANDS

Table 10-1 lists the commands in the Packet Engine boot PROM. No management
capability is associated with these commands. For each command, this table lists the
section in this chapter that contains more information about the command.

TABLE 10-1 Packet Engine boot PROM commands.

Command and Description Capability*  See...

boot|b [fd|net|fni n/a 10.2
Boots the PowerHub software, using the device you specify as the boot source.

et haddr | ea n/a 10.3

Displaysthe MAC-layer hardware address of the Packet Engine (and therefore
the system). Equivaent tothengm et haddr command.

Is|dir [<file-spec> [<file-spec>. ..]] n‘a 104

Displaysadirectory of thefilesin the Flash Memory Module. Equivalent to the
mgnt di r command.

more [-<rows>] <file-nane> [ <file-nane>...] n/a 10.5

Displays afile located in the Flash Memory Module. Similar to the mgmnt
showf i | e command, except nor e letsyou specify how many linesto display
at atime.

nvram [ set | unset | show n/a 10.6

Sets, displays, or removes the setting from an NVRAM parameter. In the
runtime software, you can display, set, or remove the setting from NVRAM
parameters using commands in the nvram subsystem. See Chapter 11 for
information about the NVRAM commands.

zreceive| zr|rz [-+27abcehtw] [ <file-nane>] n/a 10.7.1

Uploads afile from a PC or Macintosh that supports ZMODEM or XMODEM
onto the Flash Memory Module.

zsend| zs| sz [-+27abehkLl Nnopt wXYy] <file-nane> n/a 10.7.2

Downloads afile from the Flash Memory Module onto a PC or Macintosh that
supports ZMODEM or YMODEM.

* R= Root, M=Monitor
# R=display and manipulate, M=manipulate only.
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10.2 BOOTING THE POWERHUB SOFTWARE

Use the boot command to boot the PowerHub software from the <PROM 6pe>
prompt. Hereisthe syntax for this command:

boot| b [net]|fni

where:
net Boots the software over the network (the hub must be configured for netbooting).
fm Boots the software from the Flash Memory Module.

If you do not specify a boot source, the boot order configured in NVRAM is used.
If you have not configured a boot order, the Flash Memory Module (f m) is used.

Note that the system software image file (6pe) must already be present on the boot
source you specify. The boot command does not affect the boot order specified in
NVRAM. (See Section 11.4 on page 214.)

10.3 DISPLAYING THE PACKET ENGINE'S HARDWARE ADDRESS

Use the et haddr | ea command to display the MAC-layer hardware address of the
Packet Engine. This command is equivalent to the ngnt et haddr command. (See
Section 9.3.5 on page 160.)

10.4 DISPLAYING A DIRECTORY

Use the I s| dir command to list a directory of the files in the Flash Memory
Module. These commands are similar to the ngnt di r command. (Section 9.6.2 on
page 177.) Each command displays the volume name, the files contained on the volume,
and the amount of free space on the volume. Hereisthe syntax for these commands:

Is|dir [<file-spec> [<file-spec> ..]]

<fil e-spec> Specifiesafile name. You can use the wildcards (* and ?) for any
portion of the file name. (See Section 9.6.2 on page 177.)

10.5 DISPLAYING A FILE

Use the nor e command to display afile located in the Flash Memory Module. Here
isthe syntax for this command:

more [-<rows>] <file-nane> [<file-nane>. ..]

where:
- <rows> Specifies how many rows of the file are displayed at atime.
<fil e- nane> Specifiesafilename. Thefileisassumed to be located on the Flash

Memory Module.
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10.6 DISPLAYING, SETTING, OR UNSETTING AN NVRAM PARAMETER

Use the following nvr amcommands to display, set, or remove the setting from the

following NVRAM parameters:

Boot source order.

Boot definition fileto be used for local booting (Flash Memory Module) or netbooting
(TFTP server).

PowerHub I P address.
PowerHub local subnet mask.

Gateway address (when a gateway (router) separates the client hub from the BOOTP
server).

A TFTP server address.
Post system-crash behavior.
Segment allocations for chassis sots.

All parameters except the last two are used to configure boot parameters for the hub.

The post-system crash behavior determines whether the hub attempts a reboot following
a system crash. The segment allocations determine how many segments are allocated to
each chassis slot.

The NVRAM commands in the Packet Engine boot PROM are identical to their

counterparts in the nvram subsystem. The only difference is in whether you preface the
command with “nvr ani’:

If you issue an NVRAM command from the <PROM 6pe> prompt, or from a
subsystem other than nvram, preface the command with “nvr ant'.

If you issue the command from within the nvram subsystem, you do not need to
preface the command with “nvr and'.

See Chapter 11 for a description of the NVRAM commands and parameters.
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10.7 UPLOADING AND DOWNLOADING FILES

The PowerHub software supports ZMODEM, a file transfer protocol widely
available for PCs and Macintoshes. Using the PowerHub ZMODEM commands, you
can copy files between the PowerHub Flash Memory Module and a PC or Macintosh that
is running a ZMODEM application. If your PC or Macintosh supports XMODEM, you
can use the ZMODEM commands to perform XMODEM transfers.

To use the ZMODEM commands, a PC or Macintosh that supports ZMODEM must
be connected to TTY1 or TTY2:

* If your management terminal on TTY1l contains the ZMODEM or XMODEM
application, you can issue the PowerHub command to set up the transfer, then switch
to your ZMODEM or XMODEM application to activate the transfer.

 Alternatively, you can set up thetransfer from the management terminal on TTY1, then
use the ZMODEM or XMODEM application on the device connected to TTY2 to
complete the transfer.

10.7.1 Uploading a File to the PowerHub 6000

The zr ecei ve command prepares the PowerHub software to receive a file to the
Flash Memory Module. After you issue the zr ecei ve command, you then must use the
ZMODEM or XMODEM application on the PC or Macintosh to actually begin the
transfer.

The zr ecei ve command gives you numerous options, but the defaults for those
options are appropriate for most file transfers. The defaults are the same for XMODEM
transfers, except you must specify the file name when performing an XMODEM transfer.
Y ou do not specify the file name when performing aZMODEM transfer.

Here isthe syntax for the zr ecei ve command:

zreceive|zr|rz [-+27abcehtw] [ <fil e-nane>]

where:

- Introduces the argument list. If you specify any arguments, the
argument list must be preceded by the - . If you do not use any
arguments, do not specify the - .

+ Causes the file you are receiving to be appended to an existing file.
Specify the file name at the end of the argument list
(ex: zr -+ae hubl. | og).

2 Causes the file transfer to take place through the TTY2 port, rather
thanthe TTY1 port. By default, the transfer takes place over the
TTY1 port.

7 Uses 7-bit bytesfor the transfer. By default the ZMODEM program
uses 8-bit bytes.

a Performs the transfer in ASCII mode, using the appropriate newline
trandlation. By default, the transfer takes place in binary mode.

b Performs the transfer in binary mode. Binary isthe default transfer
mode.
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C XMODEM only. Usesa16-bit CRC.

e Ignores control characters.

h Sets the serial baud rate to 19.2 Kbps.

t Sets the receive timeout to N/10 seconds (10 <= N <= 1000).
Specify the file name at the end of the argument list
(ex: zr -at 500). Thedefaultis100; that is, 10 seconds.

w Setsthe protocol window to N bytes. Specify thefile nameat the end
of theargument list (ex: zr -aw 10).

<fil e- nane> Causes the XMODEM program to be used. Do not specify afile

name if you intend to use ZMODEM. The PowerHub software
assumes that you want to write the file to the Flash Memory Module.

If you specify none of the optional arguments nor a file name, the PowerHub
software prepares to use the ZMODEM protocol to receive a file on TTY1, in binary
mode, using 8-bit bytes. When you have issued the zr command on the hub, you then
need to use the ZMODEM application on the PC or Macintosh to specify the file to be
transferred and perform the transfer.

If you specify only a file name, the PowerHub software prepares to receive the
named file using the XMODEM protocol, using the same default settings used for the
ZMODEM protocol. After you issue the zr command and specify afile name, you then
need to use the XMODEM application on the PC or Macintosh to perform the transfer.

Here are some examples of the use of this command. For each example, after
issuing the command on the PowerHub 6000, you use the ZMODEM or XMODEM
application on the PC or Macintosh to send thefile.

In the first example, ZMODEM is used to prepare the PowerHub 6000 to receive a
binary file from the PC or Macintosh. All the defaults are used. Notice that no file name
is specified. When using ZMODEM, you specify the file name on the PC or Macintosh.

<PROM 6pe> zreceive

In the following example, the PowerHub 6000 is prepared to receive a configuration
file from a PC or Macintosh. All defaults are accepted, except the default for transfer
mode. The a argument is used to change the transfer mode to ASCII, which is
appropriate for PowerHub configuration, environment, and boot definition files. Notice
that the hyphen (- ) isused to introduce the argument list.

<PROM 6pe> zreceive -a

The following example shows how the PowerHub system is prepared to upload a
fileussing XMODEM. Because XMODEM, unlike ZMODEM, does not send file names
from the sending device, the receiving device (the hub in this case) must supply the file
name.

<PROM 6pe> zrecei ve 6pe
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10.7.2 Downloading a File to a PC or Macintosh

Use the zsend command to download a file from the PowerHub 6000 to a PC or
Macintosh. You can use this command to perform transfers to devices that support
ZMODEM or YMODEM. Likethezrecei ve command, the zsend command provides
many options, but the defaults for these options are appropriate for most transfers.

Here is the syntax for this command:

zsend| zs| sz [ - +27abehkLl Nnopt wXYy] <fil e- nane>

where:

- Introduces the argument list. If you specify any arguments, the

argument list must be preceded by the - . If you do not use any
arguments, do not specify the - .

+ ZMODEM only. Causesthefileyou arereceiving to be appended to
an existing file. Specify the file name at the end of the argument list
(ex: zs -+a hub2.1 og).

2 Causes the file transfer to take place through the TTY2 port, rather
thanthe TTY1 port. By default, the transfer takes place over the
TTY1 port.

7 Uses 7-bit bytesfor the transfer. By default the ZMODEM program
uses 8-bit bytes.

a Performs the transfer in ASCII mode, using the appropriate newline
trandlation. By default, the transfer takes place in binary mode.

b Performs the transfer in binary mode. Binary isthe default transfer
mode.

ZMODEM only. Escapesall control characters.
Sets the serial baud rate to 19.2 Kbps.
YMODEM only. Transfersthefilein 1024-byte packets.

ZMODEM only. Limitsthe subpacket length to N bytes. Specify the
file name at the end of the argument list (ex: zs -aL 64).

ZMODEM only. Limitsthe framelengthto N bytes(I>=L). Specify
the file name at the end of the argument list (ex: zs -al 64).

N ZMODEM only. Transfersthefile only if the version onthe hubis
both newer and longer than the version on the PC or Macintosh.
Otherwise, the fileis not transferred.

r X - O

n ZMODEM only. Similar to N, except the fileistransferred if it is
newer, even if it is not longer than the identically named file on the
PC or Macintosh.

o] ZMODEM only. Usesa16-bit CRC rather than the default 32-bit
CRC.

p ZMODEM only. Protectsthefile specified by <fi | e- nanme>if it
aready exists on the PC or Macintosh. If thefileis already present
on the device, it is not overwritten by the file on the hub.

t Sets the receive timeout to N/10 seconds (10 <= N <= 1000).
Specify the file name at the end of the argument list (ex:
zs -at 500). Thedefaultis600; that is, 60 seconds.
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<fil e- nane>

CH. 10

ZMODEM only. Setsthe protocol window to N bytes. Specify the
file name at the end of the argument list (ex: zs -aw 10).

Uses the XMODEM protocol, rather than the ZMODEM protocol.
Note that some of the other arguments are not valid with the
ZMODEM protocol.

ZMODEM only. Overwritesthefile specified by <fi | e- name>,
but skipsthe file altogether if the file is not present on the PC or
Macintosh. If thefile specified by <fi | e- nane>isnot aready
present on the PC or Macintosh, the file is not written to that device.

ZMODEM only. Overwritesthefile specified by <fi | e- nane>.

Unlike Y, they argument does not skip thefileif it is not on the PC
or Macintosh. Evenif thefileisnot on the device, the hub writesthe
file to the device.

Specifies the file name you want to send. The PowerHub software
assumes the fileis located on the Flash Memory Module.

Here are some examples of the use of this command. In the first example,
ZMODEM is used to send a software image file to the PC or Macintosh. All the zsend

defaults are used.

<PROM 6pe> zsend fore/inages/ 6pe

In the following example, an environment file is sent to the PC or Macintosh
connected to TTY1. The a argument is used to change the transfer mode to ASCII, which
is appropriate for PowerHub configuration, environment, and boot definition files. In
addition, the N argument is used to ensure that the file is transferred only if it is newer
and longer than the identically named file on the PC or Macintosh. Notice that the
hyphen ( - ) is used to introduce the argument list and no spaces separate the arguments
inthelist. A space does separate the file name from the argument list.

<PROM 6pe> zsend -aN root. env
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11 The NVRAM Subsystem

This chapter describes the NVRAM commands, located in the nvram subsystem.

These commands let you configure values stored in the Packet Engines NVRAM
(Non-Volatile RAM). Using these commands, you can set, remove the setting from, or
display the following values:

Boot source order.

Boot definition fileto be used for local booting (Flash Memory Module) or netbooting
(TFTP server).

PowerHub | P address.
PowerHub local subnet mask.
|P address of the TFTP server.

IP address of the gateway (when a gateway router separates the client hub from the
BOOTP/TFTP server).

Post system-crash behavior.
Segment allocations on NIM slots (overrides default segment numbering).

The following sections describe how to display, set, or remove the setting for the

NVRAM variables.

» Todisplay the current setting of an NVRAM variable, see Section 11.3 on page 213.
* Toset an NVRAM variable, see Section 11.4 on page 214.
* Toremove an NVRAM setting, see Section 11.5 on page 216.
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11.1 ACCESSING THE NVRAM SUBSYSTEM

To access the nvram subsystem, issue the following command at the runtime
command prompt:

nvram

11.2 NVRAM SUBSYSTEM COMMANDS

Table 11-1 lists the nvram commands. For each command, the management
capability (explained in Section 7.3 on page 125) is listed, as well as the section that
contains additional information about the command.

TABLE 11-1 NVRAM commands.

Command and Description Capability*  See...
set <vari abl e> R 11.4
Setsavariable.

set <vari abl e> <val ue> R 11.4

Sets avariable to the specified value.

show <vari abl e> RorM 11.3
Displays the current settings for the specified variable.

unset <variabl e> R 115
Removes the setting from the specified variable.

*R= Root, M=Monitor.
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11.3 DISPLAYING AN NVRAM VARIABLE

Use the following command to display the current setting of an NVRAM variable:

show <vari abl e>
where:
<vari abl e>

Specifies one of the following:

bo

| ocbdfile

net bdfil e

myip
nmysm
fsip
gwi p

crashreboot

The boot source order. Y ou can specify one of the
following:

m Attempt to boot only from the Flash
Memory Module. (Thisisthe default.)

n Attempt to boot only from the network.

m Attempt to boot from the Flash Memory
Module first. If unsuccessful, boot from
the network.

nm Attempt to boot from the network first. If
unsuccessful, boot from the Flash Memory
Module.

The boot definition file the hub uses when the
softwareisbooted from the Flash Memory Module.

The boot definition file the hub uses when the
software is booted from aBOOTP/TFTP server.

The PowerHub | P address.
The PowerHub | P subnet mask.
A TFTP server’s |P address.

An intervening router’s (gateway’ s) | P address.

Whether the PowerHub 6000 automatically
attempts a reboot following an unexpected system
crash. Thedefaultisset , which causesthe hub to
attempt areboot following acrash. Werecommend
that you do not change this setting unless advised to
do so by FORE Systems TAC.

sl ot segs|[ <s/ ot >]

The number of segments you have allocated to the
dot specified by <s/ ot >.

NOTE: You must include the brackets around the slot number. They are part of the
command you type.
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Here are some examples of the use of this command:

25: Power Hub: nvr am# show bo
bof (boot order: net)

26: Power Hub: nvram# show nyi p
nyi p 165.128. 128. 27

11.4 SETTING AN NVRAM VARIABLE

You canusethenvr amset command to set the values used by the PowerHub 6000
for:

» Netbooting (see Section B.2.3 on page 235).
» Behavior following an unexpected system crash.
» The number of segments allocated to each NIM slot.

To set one of these NVRAM variables, issue the following command:
set <vari abl e> <val ue>

where:
<vari abl e> Specifies one of the following:

bo The boot source order. Y ou can specify one of the
following for <val ue>:

m Attempt to boot only from the Flash
Memory Module. (Thisisthe default.)

n Attempt to boot only from the network.

m Attempt to boot from the Flash Memory
Modulefirst. If unsuccessful, boot from
the network.

nm Attempt to boot from the network first. If
unsuccessful, boot from the Flash Memory
Module.

NOTE: If you specify more than one boot source, make sure the configuration files on
each source match. Otherwise, the hub'’s configuration might differ depending upon
the boot source.

| ocbdfil e Theboot definition file the hub uses when the
softwareisbooted from the Flash Memory Module.

net bdfi |l e Theboot definition file the hub uses when the
software is booted from a TFTP server.

nyip The PowerHub I P address.
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mysm The PowerHub I P subnet mask.

fsip A file server’s | P address.

gwi p An intervening router’s (gateway's) | P address.
crashr eboot

Whether the PowerHub 6000 automatically attempts a
reboot following an unexpected system crash. Thedefault
isset , which causes the hub to attempt a reboot
following acrash. Werecommend that you do not change
this setting unless advised to do so by FORE Systems
TAC.

sl ot segs|[ <s/ ot >] <nunp

The number of segments you want to allocate to the slot
specified by <s/ ot >.

NOTE: Y ou must include the brackets around the slot number. They are part of the
command you type.

Here are some examples of the use of thiscommand. In thefirst example, values are
configured into the hub’s NVRAM to support “ semi-prescient” netbooting.

27: Power Hub: nvram# set bo m

28: Power Hub: nvram# set nyip 147.128.16.1
29: Power Hub: nvran# set nysm 255. 255, 255.0
30: Power Hub: nvran# set fsip 147.128.16.2
31: Power Hub: nvram# set gw p 147.128.16.3

In the following example, thenvr amset sl ot segs command is used to override
the default segment numbering for slot 2. This command ensures that the system allocates
two segment numbersto slot 2, regardless of the presence or type of daughter card installed
inslot 2.

Normally, the system numbers all the segments according to the connectors actually
present in the chassis. (See Section 1.3.1 on page 18.) Accordingly, the segment numbers
for the NIM in slot 2 depend on the presence and type of daughter card installed in slot 2.
By overriding the default segment numbering, the command in this example ensures that
the NIM in slot 3 always begins at segment number 15. (There are 12 segments allocated
for slot 1 and 2 segmentsallocated for dot 2, totalling 14. The next segment number is15.)

1: Power Hub: nvram# set sl otsegs[2] 2

400-1464-0001, Rev C, Issue 1,V 2.6 PowerHub 6000 Installation and Configuration Manual



216 THE NVRAM SUBSYSTEM CH. 11

11.5 REMOVING THE SETTING FROM AN NVRAM VARIABLE

To remove the setting from an NVRAM variable, issue the following command:
unset <vari abl e>

where:

<vari abl e> Isany one of the variables listed for the set command in
Section 11.4.

Here is an example of the use of this command:

29: Power Hub: nvram# unset nyip
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Part 4: Appendices

This part contains the following appendices:

Appendix A:  Self-Tests  Describes how to run and interpret the loopback
self-tests.

Appendix B: Netboot Options

Describes the different types of netbooting
implementations. In addition, this appendix describes
boot definition files, macros, parsers and sharing
methods.

Appendix C:. Pinouts Liststhe pinouts (pin signals) for 10Base-T,
100Base-TX, and 100Base-T4 segments.
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Appendix A: Self-Tests

The PowerHub 6000 is shipped with test scripts that let you verify the complete
functional operation of the system at maximum performance. These tests can help you
verify that the hub was not damaged during shipping. The self-tests can simultaneously test
both Ethernet and FDDI operation. Self-tests should be run only when the hub is not

carrying live network traffic.

The PowerHub system software is shipped with the following self-test scripts:

i ntloop

ext | oop

Configuresaninternal loopback test. Thistest checks
the majority of amodule s digital circuits, excluding
the modul€’ s on-board transceivers that drive and
receive packets on the segment connectors." Packets
are transmitted, looped back internally on the
Ethernet chips, and received on the same segment that
they were transmitted on.

Configures an external loopback test. In addition to
the circuitry checked by the internal loopback test,
this test checks the on-board transceivers that drive
and receive packets on the segment connectors.
Packets are transmitted on one segment and received
on another segment. To run thistest, you need to
remove your network cables and attach |oopback
cables between pairs of segments to be tested.

Each test script contains a series of configuration commands that set up the
PowerHub 6000 for atest. To run aself-test, you perform the following steps:

« Execute the test script.

» Use the commands described in this appendix to inject one or more test packets into

each segment to be tested.

1. For the Packet Engine, thistest concentrates on the digital circuits used by the 10 Mb/s segments (slot 1) and

by the daughter card (slot 2).
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The following sections describe how to set up and run each test. When you finish
running a self-test, always reboot the PowerHub 6000.

CAUTION: Do not conduct loopback tests in a live network. To accomplish
loopback, the tests put the bridging software into a special mode in which packets
received on a particular segment are forwarded on the same segment, which is
prohibited during normal operation. After running a loopback test, always reset the
hub.

A.1 RUNNING THE INTERNAL LOOPBACK TEST

Theinternal loopback test checks most of the digital circuitry on aNIM, including the
network interface chips. In addition, the internal loopback tests the 10 Mb/s circuitry and
100 Mb/s circuitry on the Packet Engine. It does not check the internal components of
EMASs (Ethernet Media Adapters), nor does it check AUI Media Cables. It performs the
test by placing each network interface chip into a mode where every packet that is
transmitted on a particular segment is internally looped back and received on the same
segment. For example, during the test, segment 1 both sends and receives the same packet
continuously.

A.1.1 Setting up the Test

To run the internal loopback test:

(1) If the PowerHub 6000 is connected to a live network, disconnect the network
cables, making a note of the segments to which they are attached.

(2) Reboot the PowerHub 6000.

(3) Ifthel ogi n: promptisdisplayed, enter “r oot ”. When the passwor d: prompt
is displayed, enter the password, if you have defined one. Otherwise, issue a
carriage return (press Return or Enter).

(4)  Issuethefollowing command, then issue a carriage return.
mgmt rdcfg intloop

As soon as you issue a carriage return, the PowerHub software begins reading and
executing the commands in the script file named i nt | oop. As the system reads the
commands in the script, it echoes them to the screen. Y ou do not need to read or otherwise
interpret these commands; they are not test results.

Thecommandsinthei nt | oop file attempt to set up 64 segments for loopback. (This

allows for the fullest possible configuration.) If not all segments are present, you will see
error messages as the script attempts to configure nonexistent segments. Ignore these error

Mmessages.
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After the commandsini nt| oop are executed, you can inject one or more packets
into aloop asexplained in Section A.1.2. Thei nt | oop script configures the hub so that
when an injected packet is looped back and received, it isimmediately retransmitted back
out the same segment. Thus, the same packet continuesto loop forever, unlessit is dropped
due to a hardware error.

NOTE: No cf g file (default configuration file) can be present on the Flash Memory
Module when you run the ext| oop test. Activities enabled by non-default
configurations (such as the generation of Spanning-Tree and RIP packets) can interfere
with the loopback test. This means you must perform these tests before using the
ngnt savecf g cf g command to save your configuration. If you have saved the
cf g file to the Flash Memory Module, use the ngnt renane <fi/l e-nane>
command to renamethe cf g file.

A.1.2 Starting the Test

Use the di ag x command to inject packets into aloop. Here is the syntax for this
command:

di ag x <seg-list> all <length> <num pkts>

where:

<seg-list>|all Specifiesthe segmentsyou want to test. Y ou can specify a
single segment, a comma-separated list of segments, or a
hyphen-separated range of segments. If you specify al | ,
all segments are tested.

<l engt h> Specifies the length of the packet(s) to be injected into the
PowerHub 6000 for testing.

<num pkt s> Specifies how many packets of the specified length you

want to inject into the specified segments.

To start aloopback test on all segmentsin the system, issue the following command:
diag x all 256 1

This command injects one 256-byte packet on each looped-back segment and starts
the loopback test.

NOTE: For best results, limit the total number of packets sent out by asingledi ag x
command to 30. That is, make sure the product of <num pkt s> and the number of
segmentsin <seg-/ i st >inadi ag x command is 30 or less.

CAUTION: The diag subsystem contains additional commands that are not intended
for customer use. Do not attempt to use commands in the diag subsystem except as
advised by FORE Systems TAC.
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A.1.3 Increasing the Test Rate

It is possible to inject more than one packet into each loop. The PowerHub 6000
passes moretraffic, as measured in both bits per second and packets per second, when there
are multiple packetsin each loop. This occurs because the hardware can send and receive
astream of packets back-to-back without waiting for the software when there are multiple
packets waiting in the transmit queue.

Y ou can add more packets to each loop simply by executing the di ag x command
multiple times, for example:

: Power Hub: mai n# diag x all 256 1
: Power Hub: nai n# diag x all 256 1
: Power Hub: mai n# diag x all 256 1
: Power Hub: mai n# diag x all 256 1
: Power Hub: nai n#

o ~NOo oA

The above commandsinject four more 256-byte packetsinto each loop.> Asyouinject
more packets, the performance of the PowerHub 6000, as measured by current utilization
on the segments, continues to increase until you reach the processing limits of the Packet
Engine for this test.

At this point, you may notice a slight irregular flickering of the LEDs on each
segment. This occurs because the Packet Engine no longer has spare time to schedule
packets for forwarding in a perfectly fair order, and from time to time some segments may
forward fewer packets than others. Also at this point, the current-utilization statistics for
different segments might be different.

NOTE: When multiple packets are injected into the loop, you no longer can detect the
loss of asingle packet, because there are more packetsin the loop to take its place.

A.1.4 Measuring Performance During a Test

Y ou can determine the approximate performance of the PowerHub 6000 at any point
during a loopback test by observing the number of packets transmitted during a fixed
interval, using the following steps:

(1) Useawatchto measurea10-second interval between entering the carriage returns
in steps (2) and (3) below.

(2) Typethecommand bri dge sc followed by a carriage return.
(3) Typethecommandbri dge s al | po followed by acarriage return.

(4) Cdculate the number of packets per second (PPS) forwarded by the PowerHub
6000 as the sum of the numbers displayed in the previous step, divided by 10.

2. Youcanissuemultipledi ag x commandsonly for theinternal loopback test. Do notissuemultipledi ag x
commandsfor the external loopback test. If you do, the segmentswill experience excessive collisions and the test
resultswill beinvalid. You will need to re-start the test.
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The amount of network bandwidth handled by the PowerHub 6000 in this test is
calculated according to the following formula:

PPSx bpp x 2

where:

PPS Is packets-per-second.

bpp s bits-per-packet.

This equation accounts for both transmit and receive bandwidth.

The number of bits per Ethernet packet can be calculated as follows:

bpp = (L+20)x8

where L is the packet length in bytes. The additional 20 bytes account for the
packet preamble and the interpacket gap.
For example, if 256-byte packets are used in the test, then the network bandwidth is
PPS times 2208.

NOTE: The accuracy of your measurements depends, of course, on how accurately
you time the 10-second interval between commands. For better accuracy, you can
measure the time over a longer interval, such as 100 seconds, then divide the sum in
step (4) by the longer interval.

A.1.5 Interpreting the Test Results

The loopback test does not produce areport file or other formatted results. To assess
whether the PowerHub 6000 is passing or failing the test, observe the segment LEDs.
When the test is running, all the green activity (A/R) LEDs for the segments being tested
should glow steadily. If al these LEDs begin to glow as soon as you begin the test and
continue to glow steadily without faltering until you end the test, the PowerHub 6000 has
passed this test.

NOTES: The traffic LEDs are configurable. If you have used the
ngnt | ed- confi g command to change the setting for the traffic LEDs from A and
C to X and R, then both the A/R and X/C LEDs light up during this test. See
Section 2.3.11 on page 29 and Section 9.4.3 on page 164 for information.

You also can look at statistics on the management terminal attached to port TTY1 to
verify correct operation of thetest. In particular, the following command shows for each
segment the number of packetsthat are successfully looped back and the current utilization
of the segment:

bridge s all po,pi,cu

Theloopback test is successful only if the one packet that has been injected into aloop
is successfully transmitted, received, and looped back indefinitely. If this packet islost at
any time, then there is nothing left to loop back and activity on that segment ceases. The
transmit and receive LEDs go dark, and the packet statistics for that segment stop
increasing.
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Thus, if any of the transmit or receive LEDsfail to glow, or if they flicker or hesitate
tolight immediately, stop thetest as described in Section A.1.6, then repeat the test. |f you
till observe dark, lagging, or flickering transmit or receive LEDs during the second run of
the test, the PowerHub 6000 might be damaged. Contact FORE Systems, TAC or your
service representative for assistance.

A.1.6 Stopping the Test

The internal loopback test continues to run indefinitely until you stop it. One way to
stop the test is to reboot the hub by pressing the reset switch (marked RST) located on the
Packet Engine, to the right of the TTY1 port.

Another way to stop the test isto issue the bri dge po al | di s command. In this
case, you then can start another test by issuing bri dge po al I enl followed by more
di ag x commands. You do not need to read thei nt | oop fileagain.

CAUTION: After running loopback tests, always reset the PowerHub 6000 before
reconnecting it to your live network.

A.2 RUNNING THE EXTERNAL LOOPBACK TEST

The external loopback test checks the segment connection hardware, including the
EMAs installed in the UMM (if present) and the 100 Mb/s daughter card, by sending a
packet out one segment to another segment in a continuous loop. The segments are
“paired” as one transmit segment and one receive segment. Each pair is connected by a
loopback cable. Depending on how many loopback cables you have, you can create as
many pairs as you like, provided the pairs are of similar media—10 Mb/s UTP segments
must be attached to other 10 Mb/s UTP segments, MAUs connected to AUIs, and so on.

During the test, one or more packets are sent by each transmitting segment through
the loopback cable to the receiving segment to which it is attached. The configuration
established by the ext | oop script ensures that regardless of which segment a packet is
received on, it is bridged and transmitted back out the same segment on which it was
originaly transmitted.

A.2.1 Setting up a Test

For this test, you need one or more loopback cables (one cable for each pair of
segments). Loopback cables can be purchased from FORE Systems and other sources.

To set up the external loopback test:

(1) If someor al of the segments are attached to network cables, note what cables are
attached to what segments, then disconnect the cables.

(2)  Connect pairs of segments together with loopback cables. When looping BNC
segments, be sure to set the termination switch at each end to the“T” (terminated)
position.
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(3) Reboot the PowerHub 6000.

(4) If thel ogi n: prompt is displayed, enter root. When the passwor d: prompt is
displayed, enter the password, if you have defined one. Otherwise, issue a
carriage return (press Return or Enter).

(5) Issuethefollowing command, followed by a carriage return:
mgnmt rdcfg extloop

As soon as you issue the carriage return, the PowerHub software begins reading and
executing the commands in the script file named ext | oop. As the system reads the
commands in the script, it echoes them to the screen. Y ou do not need to read or otherwise
interpret these commands; they are not test results.

The commands in the ext | oop file attempt to set up 64 segments for |oopback.
(Thisallowsfor thefullest possible configuration.) 1f not all segments are present, you will
see error messages as the script attempts to configure nonexistent segments. Ignore these
error messages.

After the commands in ext | oop are executed, you can inject one or more packets
into a loop as explained in Section A.2.2. The ext| oop configuration creates the
following environment: when an injected packet is transmitted out one segment and
received on another, it isimmediately retransmitted back out the original segment. Thus,
the same packet will keep looping forever, unless it is dropped due to a hardware error
inside the PowerHub 6000 or a bit error on the loopback cable.

NOTE: No cf g file (default configuration file) can be present on the Flash Memory
Module when you run the extl| oop test. Activities enabled by non-default
configurations (such as the generation of Spanning-Tree and RIP packets) can interfere
with the loopback test. This means you must perform these tests before using the
ngm savecf g cf g command to save your configuration. If you have saved the
cf g file to the Flash Memory Module, use the mgnt renane <fil e- nane>
command to renamethe cf g file.

A.2.2 Starting the Test

Asin the internal loopback test, you use the di ag x command to inject packets into
aloop. Thiscommand has the following format:

di ag x <seg-list>lall <length> <num pkts>

where:

<seg-list>| all Specifiesthe segmentsyou want to test. Y ou can specify a
single segment, a comma-separated list of segments, or
even ahyphen-separated range of segments. If you specify
al |, al segments are tested.

<l engt h> Specifies the length of the packet(s) to be injected into the
PowerHub 6000 for testing.

<num pkt s> Specifies how many packets of the specified length you

want to inject into the specified segments.
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NOTE: For best results, limit the total number of packets sent out by asingledi ag x
command to 30. That is, make sure the product of <num-pkts> and the number of
segments in <seg-list> in any onedi ag x command is 30 or less.

CAUTION: The diag subsystem contains additional commands that are not intended
for customer use. Do not attempt to use commands in the diag subsystem except as
advised by FORE Systems TAC.

In the simplest application of the external loopback test, you send packetsin only one
direction on each loop. Therefore, for each loop, you must pick one segment to be the
transmitting segment and the other to be the receiving segment, and transmit only on the
transmitting segments.

For example, suppose you want to test the twelve UTP Segments on the Packet
Engine. You could attach the loopback cables as shown in Figure A—1. Y ou then could
decide to transmit on all the odd-numbered segments by issuing the following command:

diag x 1,3,5,7,9,11 256 1

Segment
connectors

AR ATANATA NN
TUUUUUUT

Loopback
Cables

FIGURE A-1 Possible setup for external loopback test—UTP segments.
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Alternatively, if the UUM is installed, bypassing the first six UTP segments in the
Packet Engine, you could attach the loopback cables as shown in Figure A-2.

—C 3 3

OOOOOO?)(Y?)
AW,

i

’

Py O

—O

LC

Loopback
Cables

FIGURE A-2 Possible setup for external loopback test—chassis with UMM.

A.2.3 Interpreting the Test Results

Like the internal loopback test, the external loopback test does not produce a report
file or other formatted results. To assess whether the PowerHub 6000 is passing or failing
this test, observe the segment LEDs. Recall that each transmitting segment repeatedly
sends one or more packets to a receiving segment. When a transmitting segment sends a
packet, its transmit (X) LED flashes. When a receiving segment receives a packet, its
receive (R) LED flashes.

Observe the LEDs for a few moments. |f the transmit and receive LEDs for the
corresponding segments are on, the PowerHub 6000 is passing the test.

However, if any of the transmit or receive LEDs fail to glow, or if you notice strange
fluctuationsin the pattern, end the test, then repeat thetest. If you see the symptoms again,
the PowerHub 6000 might be damaged. Contact FORE Systems TAC or your service
representative for assistance.

A.2.4 Testing Both Directions

Referring again to Figure A—1, note that the loopback test that isstarted by thedi ag x
command in Section A.2.2 checks the transmit circuitry on the odd-numbered segments
and the receive circuitry on the even-numbered segments. To check the transmit and
receive circuitry in the opposite direction, you first must stop the test as described in
Section A.2.8, then restart the test by transmitting on the other segment of each pair. Inthe
example test setup shown in Figure A—1, you would issue the following command:

diag x 2,4,6,8,10,12 256 1
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A.2.5 Testing a Subset of the Segments

It is not necessary to perform the loopback test on all segments simultaneously. For
example, if you have only a limited number of loopback cables available, you can start a
test by only transmitting on one segment of each pair that actually has a loopback cable
installed.

A.2.6 Bidirectional Testing

When looping back BNC, 10Base-FL, 10Base-FB, or UTP segments, it is possible to
simultaneously transmit and receive in both directions. Collisions can occur in this case,
but the bidirectional traffic usually “synchronizes’ so that transmission and reception are
interleaved on the loopback cable.

FORE Systems-supplied AUI loopback cables do not support bidirectional testing,
because they do not deal with the collision signal. However, bidirectiona testing is
possibleif the AUl segments are connected instead through a pair of external UTP, BNC,
or 10Base-FL MAUSs.

CAUTION: In bidirectional testing, the traffic on a pair of segments can synchronize
in an undesirable way. If both segments repeatedly begin their transmissions in perfect
synchrony, they will experience multiple collisions. When 15 collisions occur in arow,
the packet is dropped in accordance with the 802.3 Ethernet specification. Theresultis
that transmission in one or both directions might cease. This behavior is especialy
likely if you inject multiple packets into each loop by issuing multiple di ag x
commands.

A.2.7 Full-Duplex Testing

Y ou can perform full-duplex bidirectional testing on pairs of 10Base-FL or private
UTP segments. To set up a full-duplex test, after reading in the ext | oop file use the
mgnt oper ati ng- nnde command to configure the desired segments for full-duplex
operation:

mgnt operati ng- node <seg-/ist> fdx

In the above command, <seg- /i st > contains both segment numbers of each pair
that is to undergo full-duplex testing. You start a bidirectional test using the di ag x
command to inject a packet into both segments of each pair. No collisions can occur in

full-duplex operation, so you can expect thistest to run without dropping a packet until the
test isterminated.
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A.2.8 Stopping the Test

The external loopback test continues to run indefinitely until you stop it. One way to
stop the test is to reboot the PowerHub 6000 by pressing the reset switch (marked RST)
located on the Packet Engine, to the right of the TTY1 port.

Another way to stop the test is to unplug, then re-insert, the loopback cables. If you
do not want to unplug and re-insert the loopback cables, you can stop thetest by issuing the
bri dge po al | di s command. Inthiscase, you then can start another test by issuing the
bri dge po al |l enl command followed by more di ag x commands. Y ou do not need
to read the ext | oop file again.

CAUTION: After running loopback tests, always reset the PowerHub 6000 before
reconnecting it to your live network.

A.3 RESUMING NORMAL OPERATION

To begin or resume normal operation of the PowerHub 6000:

(1) If yourantheexternal test, unplug all theloopback cables and storethem in asafe
place.

(2)  If youremoved the cablesfor any of your real network segments, reconnect them
to the segments.

(3) If you renamed the cf g (configuration) file, name it cf g again by issuing the
following command:

nmgnt renane <file-nanme> cfg
where:
<fil e- nane> Is the name you gave thefilein place of cf g.

(4 Resetthehub. (See Section 7.2 on page 124.)
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Appendix B: Netboot Options

Section 4.3.4 on page 60 describes how to configure a single PowerHub 6000 to
boot from a BOOTP/TFTP server. This appendix describes the netbooting process in
detail and describes how you can share a common boot definition file among multiple
PowerHub 6000s.

The PowerHub 6000 implementation of netbooting uses the Boot Protocol (BOOTP)
and the TFTP (Trivia File Transfer Protocol). PowerHub netbooting is designed to be
fully compliant with RFCs 951, 1048, and 1350. The PowerHub 6000 can netboot over
any type of Ethernet or Fast Ethernet segment, but not over FDDI.

After you configure the PowerHub 6000 for netbooting, you can begin the netboot
process by booting (or rebooting) the system, using any of the following methods:

» Pressthe reset switch (labeled RST), located on the front of the Packet Engine.
e Issuethemgnt r eboot command. (See Section 9.3.1 on page 157.)

* Issue the boot (b) command at the <PROM 6pe> prompt. (See Section 10.2 on
page 205.)

 Turn the power supply off, then back on.

B.1 CHOOSING A NETBOOTING METHOD

The boot process differs depending upon whether the client PowerHub 6000 and
server are on the same subnet or different subnets. Accordingly, the netbooting
implementation you need depends upon your network configuration.

You can use point-to-point netbooting if the client PowerHub 6000 and the
BOOTP/TFTP server are on the same subnet. The subnet can be a single segment or
multiple segments connected by bridges. Point-to-point netbooting is the simplest to
implement. We recommend that you use point-to-point netbooting when the client
PowerHub 6000 and the BOOTP/TFTP server are al on the same subnet. See
Section 4.3.4.3 on page 62 for procedures.
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If the client PowerHub 6000 and server are on different subnets, you can do one of
the following:

» Implement a boot helper service on the client PowerHub subnet. The PowerHub
software provides aservice called | P Helper that can forward UDP packets (including
BOOTP packets) between a netboot client and a remote server. See Section 4.3.4.4
on page 64 for procedures.

» Manually insert information (such as the client and server IP addresses and the IP
address of the gateway) into the client PowerHub 6000's non-volatile RAM
(NVRAM). The NVRAM contains a battery backup and retainsits data across power
cycles. See Section 4.3.4.4 on page 64 for procedures.

The boot parameters you can configure in NVRAM override the corresponding
parameters returned by the BOOTP server. If you want to the hub bypass the BOOTP
process, you can configure all the applicable boot values in NVRAM. See Section 11.4
on page 214 for details.

B.2 THE BOOT PROCESS

The netbooting process takes place in the following phases:

BOOTP BOOTP packets are exchanged. (The BOOTP phaseis
bypassed if you configure all applicable boot parametersin the
PowerHub 6000's NVRAM.)

BOOTDEF Boot definition file is received via TFTP from server and
parsed. The boot definition file specifiesthe configuration file
and system software to be used.

IMAGE Image files (system software) are received via TFTP from
server and executed.

CONFIG Configuration fileisreceived via TFTP from server and
executed.

RUN-TIME Normal run-time operation begins.

The last four phases are identical for each netbooting implementation. However, the
first phase (BOOTP) differs according to the implementation. For reference, the tablesin
the following sections summarize the netbooting process used by each method of
netbooting. You do not need to know the netbooting phases in detail to implement
netbooting, but these tables can help if you need to troubleshoot your netbooting
implementation.
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B.2.1 Point-to-Point

Table B-1 summarizes the netbooting process used when the client hub and the
BOOTP server are on the same subnet.

TABLE B-1 Point-to-point netbooting.

Phase Process

BOOTP «  Client hub (PowerHub 6000) sends a BOOTP broadcast packet out each
Ethernet segment. The BOOT P packet contains client hub’sMAC address,
but no other address information.

e Server receives broadcast packet and sends BOOTP reply packet to client
hub (provided the hub’s MAC addressin theboopt ab file, or equivalent,
on the BOOTP server). Reply packet contains server’s | P address, client
hub'’s 1P address, client hub’ s 1P subnet mask, and name of boot definition
file

e Client hub receivesBOOTP response and stores information from server in
memory.

NOTE: During the boot process, each Ethernet segment is configured as

an |Pinterface by default. Thissegment configuration hasnorelationtothe
configuration of the segments during run-time operation.

BOOTDEF e Client hub uses TFTP to transfer boot definition file from server.
e Client hub parses boot definition file.

¢ Whileparsing boot definitionfile, client hub obtainsnamesof imagefiles
and configuration file and stores the names in memory.

IMAGE *  Client hub uses TFTP to transfer image files from server and loads them
into memory, then executes them.

CONFIG e Client hub gets, from memory, the name of the configuration file.

e Client hub recalls which interface (segment) received BOOTP reply from
server and configures that interface for TFTP exchanges.

e Client hub uses TFTP to transfer configuration file from server and saves
filein memory.

e Client hub deconfigures interface.
e Client hub executes configuration file.

RUN-TIME »  Client hub begins normal bridging and routing according to settingsin
configuration file.
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B.2.2 Cross-Gateway (Boot Helper Service Used)

Table B—2 summarizes the netbooting process used when the client hub and BOOTP
server are on separate subnets, and a boot helper service (such as IP Helper) is
implemented. The intervening gateway that connects the segments can be another
PowerHub Intelligent Switching Hub or any other device that implements a boot helper

service.

TABLE B-2 Helper-assisted netbooting.

Phase

Process

BOOTP

Client hub (PowerHub 6000) sends a BOOTP broadcast packet out each
Ethernet segment. The BOOT P packet contains client hub’sMAC address,
but no other address information.

BOOTP request is received by intervening gateway on a segment
previously configured with an IP Helper address.

IP Helper facility in intervening gateway forwards BOOTP packet to
server.

Server receives BOOTP request forwarded by intervening gateway and
sends response packet to gateway. Response packet contains name of boot
definition file, server’s IP address, client hub’s IP address, client hub’s P
subnet mask, and intervening gateway’s | P address.

Gateway forwards response packet to client hub.

Client hub receives BOOT P response and storesinformation from server in
memory.

NOTE: During the boot process, each Ethernet segment is configured as
an IP interface by default. This segment configuration has no relation to
the configuration of the segments during run-time operation.

BOOTDEF

Identical to point-to-point process.

IMAGE

Identical to point-to-point process.

CONFIG

Identical to point-to-point process.

RUN-TIME

Identical to point-to-point process.
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B.2.3 Cross-Gateway (No Boot Helper Service Used)

Table B-3 summarizes the netbooting process used for cross-gateway netbooting
when the gateway does not have a boot helper service. If you prefer, you can implement
this method even if the intervening gateway does contain a boot helper service.

TABLE B-3 Cross-gateway netbooting—no boot helper service used.

Phase Process

BOOTP »  Client hub uses boot parametersin NVRAM as substitute for BOOTP
parameters. Thefollowing parameters can be specified in NVRAM: client
hub’s | P address and subnet mask, gateway’ s | P address, server's |P
address, name of the client hub’s boot definition file. The boot definition
file contains the file names and pathnames of the software image files and
configuration file.

Unless all BOOTP parameters were supplied from NVRAM, client hub
(PowerHub 6000) sends a BOOTP broadcast packet out each Ethernet
segment configured asIPinterface. Parametersnot configuredin NVRAM
are sought in the response from the BOOTP server.

« BOOTPrequest isreceived by intervening gateway. If boot parametersin
NVRAM include information needed by gateway to forward the BOOTP
packet, the packet is forwarded to server. Thisinformation includesthe
client hub’s I P address and subnet mask and the server’s | P address.

e Server receives BOOTP request forwarded by intervening gateway and
sends response packet, through the gateway, to the client hub.

¢ Client hub receives BOOTP response and stores information from server,
including name of boot definition file, in boot PROM.

NOTE: During the boot process, each Ethernet segment is configured as
an IP interface by default. This segment configuration has no relation to
the configuration of the segments during run-time operation.

BOOTDEF * ldentical to point-to-point process.
IMAGE e ldentical to point-to-point process.
CONFIG e ldentical to point-to-point process.

RUN-TIME e ldentical to point-to-point process.
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B.3 CONFIGURATION NOTES

This section describes the configuration requirements for your BOOTP server,
TFTP file server, and client PowerHub 6000 for point-to-point netbooting. Implement
this type of netbooting if your client hub, BOOTP server, and TFTP server are al
attached to the same subnet. The subnet can be a single segment or multiple segments
connected by bridges.

B.3.1 TFTP Server

Regardless of the netbooting method you choose to implement, you must perform
the following configuration tasks for the TFTP server (even if the BOOTP server and
TFTP server are the same device):

* Install the system software image files.

» Edit and install the boot definition file(s). Y ou can install a separate boot definition
file for each client hub or you can use boot definition macros to share a single boot
definition file among multiple client PowerHub systems. (See Section B.4.1 on
page 239.)

* For each client PowerHub system, install its configuration file.

You can install these files in the TFTP home directory or set up subdirectories. |If
you set up subdirectories, make sure you specify the pathnames in the boot definition file
when you edit the file.

B.3.2 BOOTP Server

You can configure the same host device as both a BOOTP server and a TFTP
server, or you can configure separate BOOTP and TFTP servers.

NOTE: Although BOOTP and TFTP services can be provided by different hosts, using
the same host results in faster booting because the client hub does not need to search
across its interfaces multiple times for a server. In fact, some BOOTP servers do not
support the file service from another host, so in such cases you do not have a choice.

Unless you configure all the required values into NVRAM, you must configure your
BOOTP server to provide the following information to the client hub (even if the
BOOTP server and TFTP server are the same device):

* Client hub’s |P address.

* Client hub's subnet mask.

» Gateway’s |P address (if the client hub and server are on different subnets).
* TFTP server’s|P address.
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» Name of the boot definition file (often called boot def ) you plan to use to boot the
client hub. You instal this file on the TFTP server, but specify the name on the
BOOTP server or in NVRAM. Note that the boot definition file is neither the image
file (6pe) nor aconfiguration file (such ascf g).

The procedures for configuring your BOOTP server depend upon the BOOTP
software you are using. In some BOOTP software, a single database file contains the
information items listed above for each client hub that will use the server. In some
implementations, this file is called the boot pt ab file. See your BOOTP software
documentation for information.

B.3.3 Intervening Gateway

If a gateway separates the client hub from the server, you must do one of the
following:

 If the gateway has a boot helper service, such as IP Helper, configure the helper
service to help BOOTP packets sent from the client hub to reach the BOOTP server.
If the gateway is another PowerHub Intelligent Switching Hub, use the
i p add- hel per command. (See Chapter 5 in the PowerHub Software Manual,
V2.6 (Rev C).)

« If the gateway does not have a boot helper service, configure the following valuesin
the client hub’'sNVRAM:

* Client hub’'s IP address.

* Client hub’s subnet mask.

» Gateway’s|P address (if the client hub and server are on different subnets).
* TFTPserver's|P address.

* Name of the boot definition file.

B.3.4 Client PowerHub

To configure the hub for netbooting:

* Specify the boot order in NVRAM. You must do this regardless of the type of
netbooting you implement.

* If needed, configure boot parametersin NVRAM. See the previous section.
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B.4 BOOT DEFINITION FILES

A boot definition file contains instructions for loading the system software files and
the configuration file used by a PowerHub 6000 when it boots. This section describes
boot definition files and boot definition macros, then tells you how to edit and copy boot
definition files and configuration files onto the TFTP server.

The TFTP server must contain at least one boot definition file. You can edit and
install a separate boot definition file for each client hub, or you can share a single boot
definition file among multiple client hubs. The software diskettes contain a boot
definition file called boot def . This boot def file supports booting from the Flash
Memory Module, but you can copy and modify the file for netbooting.

Here is an example of the boot def filethat is shipped with the PowerHub 6000:

vstart 1
6pe m
%vend 1

To prepare a boot def file for netbooting, copy the file from one of the floppy
diskettes shipped with the PowerHub system onto the TFTP server, then modify the file
asfollows:

» Add or modify a line to load the configuration file. (If you aready saved the
configuration file before copying theboot def file, theboot def fileaready contains
aline for loading the configuration file. Y ou need to modify the line))

+ Add the pathname and file name for the software image on the TFTP server.

Hereis an example of aboot def file that is modified for netbooting:

Yvstart 1

forel/ ph/ confi gs/ 0000EF014A00. cfg c
fore/ ph/inages/ 6-2.6.3.0/6pe m
%vend 1

In this example, the client hub’'s MAC-layer hardware address is used as the
configuration file name. The pathnames for the configuration file and the software image
file are included with the file names. Whether you need to specify a pathname depends
upon how your TFTP server is configured. When you edit the boot def file, make sure
you enter the pathnames that are meaningful to your TFTP server.
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B.4.1 Using the Same Boot Definition File with Multiple Hubs

If you need to configure only one PowerHub system for netbooting, using the hub’s
MAC-layer hardware address to name the configuration file is a simple way to name the
file. However, if you need to configure more than one hub for network booting, you
might want to do one of the following:

+ Create a unique boot definition file for each client hub. If you choose this method,
you must usethenvr amset net bdf i | e command to set the boot definition filein
each client hub’s NVRAM. Otherwise, each hub will attempt to use the default boot
definition file name (boot def ). See Section 11.4 on page 214 for information about
thenvr amset net bdfi | e command.

» Use a single boot definition file, but use boot definition macros in place of the
configuration file name. A boot definition macro is a2-character sequence consisting
of a‘$’ followed by a single letter. The macros are expanded by the client hub’'s
Packet Engine boot PROM when it reads the boot definition file. Table B4 liststhe
boot definition macros.

TABLE B—4 Boot definition macros.

Macro Expandsinto...

$E ASCII representation of the MAC-layer hardware address of the client
hub; for example, “0000EF014A00". $E aways expandsto 12
characters.*

$e ASCII representation of the three least significant octets of the MAC-layer
hardware address of the client hub. $e always expandsto 6 characters.*

$D Directory part of the path name of the boot definition file.

$B Base name of the boot definition file (the directory part of the path name

and anything following the rightmost dot of the file name are removed).

$$ Expandstoasingle‘$’ character. Usethisif you ever need to usethe‘$’
character with a boot definition macro.

*$E and $e expand hex digits A-F in uppercase

Here is an example of aboot definition file that uses boot definition macros.

Yvstart 1
$D/ $E. cf g
fore/ ph/inmages/ 6-2. 6. 3.0/ 6pe m
Wend 1

O

In this example, the $D macro expands into the pathname of the boot definition file.
The $E macro expands into the client hub’s MAC-layer hardware address. Assume that
this boot definition file is used with the same client hub supported by the example boot
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definition file in Section B.4 on page 238. When that client hub’s Packet Engine parses
the macros in the boot definition file, it expands $D into f or e/ ph/ confi gs/ and $E
into 0000EF014A00.

Both the example boot definition file in Section B.4 on page 238 and the one shown
above can be used with the same client hub. However, the first file (without boot
definition macros) can be used only with a particular hub, whereas the second file (with
boot definition macros) can be used with many client hubs.

B.4.2 Sharing Methods

If you choose to share a common boot definition file among multiple client hubs,
you must decide on one of the following sharing methods:
MAC-address Each configuration file is named according to the following

convention: <MAC- addr >. cf g, where <MAC- addr > isthe
MAC-layer hardware address of the client hub.

Link On boot servers that support symbolic linksto files, you can
give meaningful names to configuration files according to the
following pattern: <nane>. cf g, where <nane>isan
arbitrary name you assign to the client hub.

These methods are very similar. They differ only in that you can use any name for
the configuration files if you use the link method. However, you must use the
MAC-layer hardware addresses in the configuration file names if you use the
MA C-address method.

NOTE: To use the link method, your TFTP server must support symbolic links. To
determine if your server supports symbolic links, see your server’s documentation.

The following sections contain examples of each sharing method.
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B.42.1 MAC-Address Method

Here is an example of a TFTP server directory and file structure used to implement
the MAC-address sharing method.

fore

ph
i mges
6-2.6.3.0
6pe

6-2.6.3.1
6pe

6-2.6.3.2
6pe

configs
boot def -
boot def -
boot def -

>
NN N
o oo
N RO

014A00. cf g
015AD0. cf g
015AEQ. cfg
015AFO0. cf g
016AD0. cfg

This example shows TFTP subdirectories, but you can just as easily install the files
into the TFTP home directory. As shown in this example, the conf i gs subdirectory
contains a single boot definition file for each system software version, but a separate
configuration file for each client hub that uses this TFTP server. Each configuration file
is named after the last six hexadecimal digits of a client hub’'s MAC-layer hardware
address.

Recall that the boot definition file contains the name of the configuration and system
software image files to be loaded. The BOOTP server tells the client hub which boot
definition file to use. The boot definition macros are expanded to form the unique name
of the configuration file for that client.

To name your configuration files according to the MAC-address sharing method,
use the following procedure for each client hub that will use the server.

For each configuration file, copy the file onto the server:
<MAC- addr >. cf g

where:

<MAC- addr > Isthe MAC-layer hardware address (in hex double-digit format) of
the client hub. Y ou can specify the full hardware address (12 hex
digits) or, for systemsthat do not support long file names, the last
three octets (six hex digits) of the hardware address. The extension
“cf g” identifies the file as a configuration file.

NOTE: Hex digitsA-F must bein uppercase.
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When you complete this procedure, your TFTP server should contain a separate
configuration file for each client hub that will use the server to netboot.
B.4.22 Link Method

Here is an example of a TFTP server directory and file structure used to implement
the link sharing method.

fore

ph
i mages
6-2.6.3.0
6pe

6-2.6.3.1
6pe

6-2.6.3.2
6pe

configs
boot def -
boot def -
boot def -

QPP
NN
SIS
N RO

ph- 1. bd
ph- 2. bd
ph- 3. bd

ph-1.cfg
ph-2.cfg
ph-3.cfg

This example shows TFTP subdirectories, but you can just as easily install the files
into the TFTP home directory. As shown in this example, the confi gs subdirectory
contains a single boot definition file for each version of runtime software, and a
configuration file for each client PowerHub that uses this TFTP server. It also contains a
link to each configuration file. Each link has the same base name as the corresponding
configuration file, but has the extension . bd. This base name is associated with a
particular client hub by aboot pt ab file or other file containing I P information and other
information needed by your BOOTP software. See the documentation for your file
server to determine how to associate the link names with the configuration files.
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Assume that a client hub's Packet Engine is parsing the example boot definition file
shown in Section B.4. When it parses the configuration file line,

$D $B. cf g c

the file name expands into the directory of the configuration file ($D) and the base hame
($B) of the boot definition file. This tells the client hub which directory and boot
definition file on the TFTP server to use. Moreover, because a link has been defined
between the boot definition file and a particular configuration file, that configuration file
is used by the client hub.

To name your configuration files according to the link sharing method, use the
following procedure for each client hub that will use the server.

For each configuration file, copy thefileintothe/ f or e/ ph/ conf i gs directory as:
<name>. bd

where:

<nane> Is ameaningful name that you give thefile. You can use any file
namethat islegal onyour server. The extension “bd” indicates that
thisisasymbolic file name.

When you complete this procedure, your TFTP server should contain a separate
configuration file for each client hub that will use the server.
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Appendix C: Pinouts

This appendix shows the pinouts for the 10Base-T (UTP), 100Base-TX, and
100Base-T4 segments.

As shown in Figure C-1, the RJ-45 connector has 8 pinouts. The 10Base-T connector
uses only four of these pinouts. The 100Base-TX and 100Base-T4 connectors use all 8.

o o o o0 o0 O O O

FIGURE C-1 Pin locations on RJ-45 connector.

The tables that follow list the pinouts for the specific media types that use the R}-45
connector.

NOTE: Although the pinouts used by 10Base-T and 100Base-TX are identical to each
other, they are different from the standard used by TP-PMD, the FDDI-over-copper
standard.
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C.1 10BASE-T (UTP) PINOUTS

APP.C

Table C-1 lists the pinouts for the 10Base-T segments using the RJ-45 connector.
In this table, the signal names are defined with respect to a TP-MAU at the workstation
or other network node. For example, the “transmit” signals (pins 1 and 2) are indeed
transmit outputs at the TP-MAU, but they are receive inputs at the PowerHub 6000.

TABLE C-1 RJ-45 pinouts—10Base-T.

Pin No. Signal Name Hub Workstation
(TP-MAU)
1 MAU XMT POS Input Output
2 MAU XMT NEG Input Output
3 MAU RCV POS Output Input
4 unused unused n‘a
5 unused unused n/a
6 MAU RCV NEG Output Input
7 unused unused n/a
8 unused unused n/a
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100BASE-TX PINOUTS 247

Table C-2 lists the pinouts for the 100Base-TX segments using the RJ-45 connector.
The signal names are defined with respect to a workstation with a DTE interface. For
example, the “transmit” signals (pins 1 and2) are indeed transmit outputs at the
workstation, but they are receive inputs at the PowerHub 6000. Note that unlike the
10Base-T segments, pins 4, 5, 7, and 8 are used as pseudo-grounds to reduce EMI

(electro-magnetic interference).

TABLE C-2 RJ-45 pinouts—100Base-TX.

Pin No. Signal Name Hub Workstation (DTE)
1 MAU XMT POS Input Output
2 MAU XMT NEG Input Output
3 MAU RCV POS Output Input
4 Pseudo-ground Pseudo-ground Pseudo-ground
5 Pseudo-ground Pseudo-ground Pseudo-ground
6 MAU RCV NEG Output Input
7 Pseudo-ground Pseudo-ground Pseudo-ground
8 Pseudo-ground Pseudo-ground Pseudo-ground
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C.3 100BASE-T4 PINOUTS

Table C=3 lists the pinouts for the 100Base-T4 segment on the RJ-45 connector. In
this table, as in Table C-2, the signal names are defined with respect to a workstation
with a DTE interface. For example, the “transmit” signals (pins 1 and 2) are indeed
transmit outputs at the workstation, but they are receive inputs at the PowerHub 6000.

TABLE C-3 RJ-45 pinouts—100Base-T4 Connectors.

Pin No. Signal Name Hub Workstation (DTE)
1 TX D1+ Input Output
2 TX_D1- Input Output
3 RX_D2+ Output Input
4 Bl_D3+ Input Output
5 Bl_D3- Output Input
6 RX_D2- Output Input
7 Bl_D4+ Input Output
8 Bl_D4- Output Input
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Figure C-2 shows the pin locations on each Champ connector. Note that the leftmost
pins, 25 and 50, are not connected to a 10Base-T segment; they are unused.

25 24 23 22 21 20 19 18 17 16 15 14 13 12 11 10

9

8

7 6 5 4 3 2 1

GI0I0I0]010I0010I00I0]0I010]0)010/0)0I0I0I0I0l0)
OOO000O000OO0O0OOOOOOOOOOOOOO

50 49 48 47 46 45 44 43 42 41 40 39 38 37 36 35 34 33 32 31 30 29 28 27 26

FIGURE C-2 Pin locations on Champ connector.

Figure C-3 shows the location of the pin signals for each segment on the Champ
connector. Use this information along with the pinouts listed in Table C—4 to wire your
network cables for the Champ segments. The segment numbers are for the Champ
connector on the 12x1 NIM and the bottom Champ connector on the 24x1 NIM. The
segment numbers in parentheses are for the top Champ on the 24x1.

Pin 25

Segment 11 (23) ‘

Segment9 (21) ‘

Segment 7 (19) ‘

Segment5 (17) ‘

Segment 3 (15) ‘

Segment1 (13) ‘

Pin 1

Pin 50
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Q0

Q0 ‘
Q0O

Q0
OQ

Q0

ol®)

ole

ol®)
oQ

Segment 12 (24)

Segment 10 (22)

Segment 8 (20)

Segment 6 (18)

Segment 4 (16)

Segment 2 (14)

Pin 26

FIGURE C-3 Segment positions on Champ connector.
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Table CH4 lists the pinouts for the Champ connectors. Segment numbers 1 through
12 arelisted in the table. The pinout information also applies to segments 13 through 24.
(See Figure C-3 on page 249.)

TABLE C-4  Champ connector pinouts.

Segment No. Pin No. Signal
1,13 26 HUB RVC POS
1 HUB RCV NEG
27 HUB XMT POS
2 HUB XMT NEG
2,14 28 HUB RVC POS
3 HUB RCV NEG
29 HUB XMT POS
4 HUB XMT NEG
3,15 30 HUB RVC POS
5 HUB RCV NEG
31 HUB XMT POS
6 HUB XMT NEG
4,16 32 HUB RVC POS
7 HUB RCV NEG
33 HUB XMT POS
8 HUB XMT NEG
5,17 34 HUB RVC POS
9 HUB RCV NEG
35 HUB XMT POS
10 HUB XMT NEG
6, 18 36 HUB RVC POS
11 HUB RCV NEG
37 HUB XMT POS
12 HUB XMT NEG
7,19 38 HUB RVC POS
13 HUB RCV NEG
39 HUB XMT POS
14 HUB XMT NEG
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TABLE C—4 (Continued) Champ connector pinouts.

Segment No. Pin No. Signal
8,20 40 HUB RVC POS
15 HUB RCV NEG
41 HUB XMT POS
16 HUB XMT NEG
921 42 HUB RVC POS
17 HUB RCV NEG
43 HUB XMT POS
18 HUB XMT NEG
10, 22 44 HUB RVC POS
19 HUB RCV NEG
45 HUB XMT POS
20 HUB XMT NEG
11,23 46 HUB RVC POS
21 HUB RCV NEG
47 HUB XMT POS
22 HUB XMT NEG
12,24 48 HUB RVC POS
23 HUB RCV NEG
49 HUB XMT POS
24 HUB XMT NEG
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Symbols

1132
11132
$$ 239
$B 239
$D 239
$E 239
$e 239
* 176
?176
N 132

Numerics

100 Mb/s daughter card 30
installing 77
removing 79
100Base-FX
automatic segment-state detection 168
full-duplex mode 5
configuring 175
100Base-T4
automatic segment-state detection 168
100Base-TX
automatic segment-state detection 168
full-duplex mode 5
configuring 175
10Base2 connection
UTP EMA (Ethernet Media Adapter) 41
10Base5 connection
AUl Media Cable 37
10Base-FB
automatic segment-state detection 168
EMA (Ethernet Media Adapter) 40
ST connectors 40
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10Base-FL
automatic segment-state detection 168
EMA (Ethernet Media Adapter) 38
full-duplex mode 5
configuring 175
ST connectors 39
10Base-T
full-duplex mode
configuring 175
NIM 33
6pe 44

A

A/R (Activity/Receive) LED 29
access
changing to root or monitor 141
securing 139
subsystem 128
adapter kit
TTY (RS-232) cable 55
address
broadcast
all-0s 69
al-1s 69
style 69
Alarm (A) LED
Packet Engine 25
dias
environment parameter 149
loading 135
saving 135
alias command 134
all-0s broadcast address 69
all-1s broadcast address 69
alocating memory 141
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allocations
displaying 213
AppleTalk
alocating memory 141
ASCII file 149
AUl Media Cable 37
automatic segment-state detection 168
DB-15 connector 38
installing 97
removing 96
automatic segment-state detection 15, 16, 167
autoportstate command 170

B

B (Boot) LED 59
backplane 22
backslash 133
Backspace key 126
bandwidth
full-duplex mode 5
baud rates
displaying 161
required rate for first login 55
RS-232 (TTY) ports 26
setting 182
bit error 225
BNC EMA (Ethernet Media Adapter) 41
terminating 64
BNC Media Adapter
automatic segment-state detection 168
Boot (B) LED
Packet Engine 25
boot command 124, 231
boot definition file 238
sharing 240
boot methods 26
boot PROM 28
displaying installed version 139
Packet Engine 60
command prompt 29
commands 204
boot source 6
displaying 158, 213
specifying 214
bootdef 44, 238
bootdef.fdi 44
bootdef.ppu 44
booting 124, 157
troubleshooting 125, 140
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BootP server
configuring
point-to-point netbooting 236
brackets
rack-mount
large 54
small 53
bridge MIB (Management Information Base)
alocating memory 141
bridge port dis command 193
bridge port enl command 174
bridge state command 167, 168
bridge stats command 222, 223
bridge stats-clear command 222
bridging software 220
broadcast address 69
bye command 128

C

C/X (Collision/Transmit) LED 29
cable
loopback 224
TTY (RS-232)
assembling 55
canceling
line of input 126
capability level 27
cfgfile 9, 183
Champ connector
pinouts 34, 249
chassis
configuration
displaying 20, 160
displaying or setting the system location description
159
displaying the MAC-layer hardware address 160
installing
closed rack 53
openrack 54
loose screws 107
management commands 157
system name
displaying or setting 158
checksum command 180
collision
full duplex 5
command number 125
command prompt
runtime 125
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command text, entering and editing 126
command timer
starting 146
stopping 148
commands
alias 134
autoportstate 170
bridge port dis 193
bridge port enl 174
bridge stats 222, 223
bridge stats-clear 222
bye 128
checksum 180
copy 179
date 159
diag x 221, 225
dir 177
displaying list 130, 131
endcfg 184
ethaddr 160
file management 176
findemd 130
format 181
fremove 179
get 111, 116
getmem 142, 143
global 122
help 131, 132
histchars 133
history 132
idprom 163
led-config 164
listdir 177
logout 128
main subsystem 138
mgmt (management) 154
NVRAM 212
nvram set 214
nvram show 213
nvram unset 216
operating-mode 228
Packet Engine boot PROM 204
passwd 140
port 224, 229
port-aps-down-count 172
port-aps-up-count 173
port-mgmt-down-count 174
port-mgmt-up-count 174
port-monitor 201
port-monitor close 202
port-monitor view 199
port-monitor viewpair 200
readcfg 190, 220, 225, 229
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readenv 151

reboot 124, 157
remove 179
rename 179
savecfg 9, 188, 189
saveenv 150
segment management 165
set-portname 166
setuser 141
showcfg (mgmt) 160
showfile 178

stty 143
subsystems 130
syslocn 159
sysname 158
temperature 164
terse forms 126

tftp get 180

tftp put 180

timed 145
timedemd add 146
timedemd del 148
timedemd of f 148
timedcmd on 147
tty2close 183
tty2open 182
unalias 136

configuration

point-to-point netbooting 236
saving 188
segment

displaying 160
UTPtraffic LEDs 164

configuration file 9

commands 183
contents 183
editing 191
example 184
reading 190
saving 188

connection

FDDI 31

connector

Champ
pinouts 34, 249
DB-9 55
RJ-45
pinouts 245
RS-232 (TTY) 55
assembling 55

copy command 179
counter

statistics 14
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cover plate 50
crash-reboot
setting 214
CTRL +H 126
CTRL +Q 126
CTRL + S 126
CTRL + U 126

D

DAS 31
DAS connection

LEDs 32
date

displaying or setting 159
date command 159
daughter card

installing on UMM 95

removing from UMM 93
DB-15 connector

AUl Media Cable 38
DB-9 connector 55
DECnet

allocating memory 141
default configuration

cfg file 183
Delete key 126
detection

segment-state 15, 167
deviation number

reading 164
diag x command 221, 225
diagnostic files 10
dir command 177
directories

hierarchical 177
directory

displaying 177
dispcfg 10, 45, 191
DOS-compatible file management system 8
DRAM upgrade

installing 88
dual-homed device 31
dump file 10

E

electrostatic discharge 50
EMA (Ethernet Media Adapter)
automatic segment-state detection 167
full-duplex mode
configuring 175
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endcfg command 184
Enter key 126
entering command text 126
environment file 9, 149
editing 151
example 149
reading 151
saving 150
environmental reguirements 51
EraseChar 126
erasing
characters 126
line of input 126
ESD (electrostatic discharge) 50
ethaddr command 160
Ethernet collision
C/X (Collision/Transmit) LED 164
Ethernet collisions
half- and full-duplex mode 5
Ethernet Media Adapter
10Base-FB 40
10Base-FL 38
BNC 41
expandable backplane 22
external loopback test 219
interpreting 227, 228
running 224
extloop 44, 219

F

FDDI 31
automatic segment-state detection 168
features 12
FEMA (Fast Ethernet Media Adapter)
full-duplex mode 5
configuring 175
installing 95
removing 93
file
calculating a checksum 180
configuration
editing 191
copying 179
displaying 178
dump 10
naming conventions 176
removing 179
renaming 179
file management commands 176
file management system 8
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file server
configuring
point-to-point netbooting 236
filters 13
findemd command 130
firmware version
displaying 139
Flash Memory Module
displaying volume information 177
file management commands 176
installing 81
reformatting 181
removing 84
FMA (FDDI Media Adapter)
automatic segment-state detection 168
FOIRL (fiber-optic inter-repeater link) 38
full-duplex mode
configuring 175
fore.dmp 10
format command 181
fremove command 179
full-duplex mode 5
configuring segment 175
Ethernet collisions 5

G

get command 111, 116
getmem command 142, 143
getting on-line help 130
global commands 122
ground pins 34, 249

H

half-duplex mode
configuring segment 175
handling
precautions 50
hardware address
displaying 160
help
displaying 130
help command 131, 132
hel per-assisted netbooting 232
hierarchical directories 177
histchars command 133
history
displaying 132
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history commands 132

history control characters 132
changing 133

humidity 50

ID PROM 28
reading 163
idprom command 163
insert
MIC
installing 80
removing 80
installation
requirements 51
safety precautions 49
installing
AUI Media Cable 97
chassis
closed-rack 53
open-rack 54
table-top 53
daughter card 77
DRAM upgrade 88
EMA (Ethernet Media Adapter) 95
Flash Memory Module 81
NIM (Network Interface Module) 102
Packet Accelerator 85
Packet Channel backplane 99
Packet Engine 75
plastic MIC insert 80
power supply 73
UMM (Universal Media Module) 90
internal loopback test 219
interpreting 222, 223, 225
running 220
intloop 44, 219
I P security 14
IPX
allocating memory 141
issue number
reading 163
issuing commands 125

J

jumper
Lock Switch
setting 103
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K

Kermit
loading command alias 136

L

LANalyzer 16, 193
led-config command 164
LEDs 6
A (Alarm) 25
B (Boot) 59
C/X (Transmit/Collision)
configuring 164
Ethernet
A/R (Activity/Receive) 29
C/X (Transmit/Collision) 29
LNK (Link) 29
FDDI
R (Receive) 32
S (Status) 32
W (Wrap) 32
X (Transmit) 32
internal loopback test 224, 227
LNK (Link) LED 29, 38, 39, 40, 41
Packet Engine 25
A (Alarm) 25
B (Boot) 25
S (Status) 25
S (Status) 25
link-state advertisement 12
listdir command 177
LNK (Link) LED 29, 38, 39, 40, 41
load sharing 5
Lock Switch 5, 27
disabling 103
using 139
logging out 128
login
prompt 127
setting a password 140
logout command 128
loopback cables 224
loopback test 65, 219
resuming normal hub operation 229
loose screws in the chassis 107
LSA 12
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M

MAC-layer hardware address
displaying 160
main memory 28
main subsystem commands 138
management (mgmt) commands 154
management capability
changing 141
command prompt 125
password 140
returning to previous 141
setting a password 140
management terminal
attaching 55
MAU Ethernet Media Adapter
automatic segment-state detection 168
Media Adapter
automatic segment-state detection 168
instaling 95
removing 93
mediatypes
displaying 160
labels in mgmt showcfg display 161
memory
dlocating 141
mgmt reboot command 124
mgmt savecfg command 9
MIB (Management Information Base)
bridge
alocating memory 141
PowerHub support 17
MIC
plastic insert
installing 80
removing 80
model number
reading 163
modem
attaching 55
module
handling 50
storage 50
monitor capability 27
command prompt 125
monitor.env 150
monitoring a segment 199
more feature 143
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N

natural subnet mask 69
netbooting
advantages 231
configuring
BootP server
point-to-point 236
client hub
point-to-point 237
TFTP server
point-to-point 236
helper-assisted 232
phases 232
hel per-assisted 234
point-to-point 233
semi-prescient 235
point-to-point 231
configuring 236
semi-prescient 232
Network Pharoah 16, 193
NIM (Network Interface Module) 33
ID PROM
reading 163
instaling 102
management commands 163
removing 103
temperature
reading 164
NIM slot 33
displaying configuration 160
segment allocations
displaying 213
null-attached concentrator 31
NVRAM 29
commands 212
variable
setting 214
nvram set command 214
nvram show command 213
nvram unset command 216

O

operating mode 5

configuring a segment for full- or half-duplex 175
operating-mode command 228
OSPF 12
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P

Packet Accelerator
installing 85
removing 87
Packet Channel backplane 22
installing 99
removing 100
Packet Engine
boot PROM 28, 60
commands 204
DRAM 28
ID PROM 28
reading 163
instaling 75
LEDs 25
main memory 28
management commands 163
NVRAM 29
removing 76
reset switch 26
RS-232 (TTY) ports 26
temperature
reading 164
temperature sensor 27
packet modification
Port Monitoring 195
packet traffic
monitoring 16
passwd command 140
password
changing 140
forgotten 140
setting 140
pinouts
RJ-45 connector 245
plastic MIC insert
installing 80
removing 80
point-to-point netbooting 231
configuring 236
phases 233
port 17
TTY (RS-232)
management commands 181
UTP
statistics 14
port command 224, 229
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Port Monitoring 16, 193
closing 202
monitoring a specific segment 199
monitoring traffic between a pair of segments 200
multiple segments 201
packet modifications 195
performance 195
port-aps-down-count command 172
port-aps-up-count command 173
port-mgmt-down-count command 174
port-mgmt-up-count command 174
port-monitor close command 202
port-monitor command 201
port-monitor view command 199
port-monitor viewpair command 200
power requirements
reading from ID PROM 164
power supply
installing 73
redundant 5, 52
removing 74
status
displaying 160
LEDs 24
PowerHub MIB 17
ppu.6pe 44
precautions
installation 49
PROM
boot 60
ID 28
reading 163
PROM software
displaying installed version 139
prompt
boot PROM 43
runtime 125
protocol
routing 12
protocol analyzer 16, 193

Q

g command 144
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R

R (Receive) LED 32
readcfg command 190, 220, 225, 229
readenv command 151
reboot
displaying time elapsed 145
reboot command 157
rebooting 124, 157
redundancy 5, 52
remove command 179
rename command 179
requirements
installation 51
reset switch 25, 26, 124, 231
restarting the system 124
Rev (revision number)
reading 163
RFC
1048 231
1108 14, 197
1213 17
1243 17
1286 17
1350 231
1398 17
951 231
RIP 12
RIP (Routing Information Protocol) 12
RJ-45 connector
pinouts 245
root capability 27
changing to 141
command prompt 125
setting a password 140
root.env 150
routing
protocols 12
RS-232 (TTY) port 8, 26
baud rate
displaying 160
setting 182
cable
assembling 55
cable adapter kit 55
management commands 181
reading a configuration 190
saving a configuration 188, 189
runtime PROM
displaying installed version 139
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S

S (Status) LED 32
safety precautions
humidity 50
installation 49
wrist guard 50
savecfg command 188, 189
saveenv command 150
scroll 143
controlling 126
environment parameter 149
security 5, 139
filters 13
segment
automatic state detection 15, 16, 167
configuration
displaying 160
disabling 193
management commands 165
mediatype
mgmt showcfg display 161
monitoring traffic 193
monitoring traffic on multiple segments 201
naming 166
Port Monitoring 16
State statistics 172
statistics 14
Virtual LAN 13
segment state
detection methods 167, 168
segment-state detection
setting 167
self-test 65, 219
semi-prescient netbooting 232
serial number
reading 163
session
closingon TTY2 183
openingon TTY?2 182
setbaud command 182
set-portname command 166
setuser command 141
Shared Memory 24
showcfg command 160
showfile command 178
signal backplane 22
slot
chassis configuration
displaying 160
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Sniffer 16, 193
SNMP 17
software 60
displaying installed version 139
software diskette
contents 44
space
displaying for Flash Memory Module or floppy dis-
kette 177
ST connectors
10Base-FB Media Adapter 40
10Base-FL Media Adapter 39
state detection
segment 16
statistics 14
segment state change 172
statistics counter 14
Status (S) LED
10Base-FB EMA (Ethernet Media Adapter) 40
10Base-FL EMA (Ethernet Media Adapter) 39
AUl Media Cable 38
BNC EMA (Ethernet Media Adapter) 41
Packet Engine 25
storage
modules 50
stty command 143
subnet addressing 69
subnet mask 69
natural 69
subnet mask (PowerHub 6000 as boot client)
setting 214
subsystem 128
accessing 128
command prompt 125
configuration file 184
listing 130
main 138
mgmt (management) 153
NVRAM 212
subsystems command 130
switch
reset 124, 231
syslocn command 159
sysname command 158
system management commands 157
system name
command prompt 125
default 125
displaying or setting 158
system software
displaying installed version 139
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T

table-top installation 53
TELNET 8, 181
temperature

reading 164
temperature command 164
temperature sensor 27

terminating BNC EMA (Ethernet Media Adapter) 64

terse command forms 126
test
external loopback
interpreting 227, 228
running 224
interna loopback
interpreting 223
running 220
tftp get command 180
tftp put command 180
TFTP server
configuring
point-to-point netbooting 236
thick net connection
AUl Media Cable 37
thin net connection

BNC EMA (Ethernet Media Adapter) 41

time

displaying or setting 159
timed command 145

environment parameter 149

starting 146

stopping 148
timedemd add command 146
timedemd del command 148
timedemd off command 148
timedcmd on command 147
tip program

sending local text file to the hub 136
traffic LEDs

configuring 164
TTY (RS-232) port 8, 26

baud rate

displaying 160
setting 182

management commands 181

reading a configuration 190

saving a configuration 188, 189
TTY2 port

attaching a management station 55

closing asession 183

opening a session 182
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tty2close command 183
tty2open command 182
twisted-pair wires

Champ pinouts 246, 247, 250

U

UMM (Universal MediaModule)
AUl Media Cable 37
BNC EMA (Ethernet Media Adapter) 41
installing 90
removing 92
unalias command 136
UTP
full-duplex mode
configuring 175
NIM 33
UTP port
statistics 14
UTP segment
automatic segment-state detection 168

V

version
system software or PROM
displaying 139
VLAN (Virtua LAN) 13
VT100 181

W

W (Wrap) LED 32
wildcards

file name specifications 176
wrist guard 50

X

X (Transmit) LED 32

PowerHub 6000 Installation and Configuration Manual



	Publication History
	About this Book
	Other Books
	Typographical Conventions
	1� Features Overview

	1.1� Hardware
	1.1.1� Chassis Configuration Options
	1.1.1.1� Network Segments
	1.1.1.2� Performance Enhancing Options

	1.1.2� Redundant Power and Load Sharing
	1.1.3� Full-Duplex Segments
	1.1.4� Lock Switch and Password Protection
	1.1.5� LEDs
	1.1.6� Multiple Boot Sources

	1.2� Software
	1.2.1� DOS-Like File Management System
	1.2.2� Concurrent Command-Line Sessions
	1.2.3� Configuration and Environment Files
	1.2.4� Easily Accessible Diagnostic Files
	1.2.5� On-Line Hardware Information
	1.2.6� Bridging and Multi-Protocol Routing
	1.2.7� OSPF Support
	1.2.8� RIP Support
	1.2.9� Virtual LANs
	1.2.10� Security Filters
	1.2.11� Segment and Packet Statistics
	1.2.12� Automatic Segment-State Detection
	1.2.13� Port Monitoring
	1.2.14� SNMP and MIB Support

	1.3� Slots, Segments, and Ports
	1.3.1� How Slots and Segments are Numbered
	1.3.1.1� Overriding Segment Numbers

	1.3.2� Displaying Segment Numbers
	2� Hardware


	2.1� Packet Channel Backplane
	2.2� Power Supply
	2.2.1� LEDs

	2.3� Packet Engine
	2.3.1� LEDs
	2.3.2� RS-232 Port (TTY1)
	2.3.3� Reset Switch (RST)
	2.3.4� Lock Switch and Jumper
	2.3.5� Temperature Sensor
	2.3.6� Flash Memory Module
	2.3.7� Main Memory
	2.3.8� Boot PROM
	2.3.9� ID PROM
	2.3.10� NVRAM
	2.3.11� 10Base-T Connectors
	2.3.12� 100 Mb/s Daughter Card
	2.3.12.1� Fast Ethernet
	2.3.12.2� FDDI


	2.4� Network Interface Modules
	2.4.1� 10Base-T NIMs
	2.4.1.1� 10Base-T RJ-45 NIMs
	2.4.1.2� 12x1 and 24x1 Champ Modules

	2.4.2� 10Base-FL NIMs

	2.5� Universal Media Module
	2.5.1� AUI Media Cable
	2.5.2� 10Base-FL EMA
	2.5.3� 10Base-FB EMA
	2.5.4� BNC EMA
	3� Software


	3.1� Types
	3.2� Files
	3.3� Upgrades
	4� Installing the Hub

	4.1� Safety and Handling Precautions
	4.1.1� Electrostatic Discharge
	4.1.2� Guarding Against Damage
	4.1.3� Connector Pins
	4.1.4� Care of Fiber-Optic Systems and Cables

	4.2� Requirements
	4.2.1� Environment
	4.2.2� Power
	4.2.2.1� Redundancy


	4.3� Installation
	4.3.1� Installing the Chassis
	4.3.1.1� Tabletop
	4.3.1.2� Closed-Frame Rack
	4.3.1.3� Open-Frame Rack

	4.3.2� Connecting the Management Terminal or Modem...
	4.3.3� Powering on the Hub
	4.3.4� Configuring the Boot Source
	4.3.4.1� Specifying the Boot Source in NVRAM
	4.3.4.2� Configuring for Network Booting
	4.3.4.3� Point-to-Point
	4.3.4.4� Cross-Gateway

	4.3.5� Running Additional Self-Tests
	4.3.6� Attaching Network Segments
	4.3.7� Enabling Automatic Segment-State Detection
	4.3.8� Saving the PowerHub Configuration
	4.3.8.1� Flash Memory Module
	4.3.8.2� TFTP Server
	5� Changing the Hardware



	5.1� Power Supply
	5.1.1� Installing a Power Supply
	5.1.2� Removing a Power Supply

	5.2� Packet Engine
	5.2.1� Installing the Packet Engine
	5.2.2� Removing the Packet Engine

	5.3� Daughter Card
	5.3.1� Installing a Daughter Card
	5.3.2� Removing a Daughter Card

	5.4� Configuring a MIC for a Specific Connection
	5.5� Flash Memory Module
	5.5.1� Installing the Flash Memory Module
	5.5.2� Removing the Flash Memory Module

	5.6� Packet Accelerator
	5.6.1� Installing the Packet Accelerator
	5.6.2� Removing the Packet Accelerator

	5.7� Installing a DRAM Upgrade
	5.8� UMM (Universal Media Module)
	5.8.1� Installing the UMM
	5.8.2� Removing the UMM

	5.9� EMA or AUI Media Cable
	5.9.1� Removing an EMA
	5.9.2� Installing an EMA
	5.9.3� Removing an AUI Media Cable
	5.9.4� Installing an AUI Media Cable

	5.10� Packet Channel Backplane
	5.10.1� Installing the Packet Channel Backplane
	5.10.2� Removing the Packet Channel Backplane

	5.11� NIM (Network Interface Module)
	5.11.1� Installing a NIM
	5.11.2� Removing a NIM

	5.12� Changing the Lock Switch Jumper Setting
	5.12.1� Permanently Locking the Switch
	5.12.2� Permanently Unlocking the Switch
	5.12.3� Restoring Control to the Lock Switch

	5.13� Removing and Re-Installing the Chassis Cover...
	5.13.1� Removing the Chassis Cover
	5.13.2� Re-Installing the Chassis Cover
	6� Installing Software 6� Upgrades


	6.1� Upgrading the Packet Engine Boot PROM
	6.2� Upgrading the System Software
	6.2.1� Installing the Upgrade onto the Netboot (TF...
	6.2.2� Installing the Upgrade onto the Flash Memor...
	6.2.2.1� TFTP Server
	6.2.2.2� ZMODEM
	7� Getting Started with the 7� User Interface



	7.1� Global Commands
	7.2� Rebooting the PowerHub Software
	7.3� Issuing Commands
	7.3.1� Entering and Editing Command Text
	7.3.2� Terse Forms

	7.4� Logging In
	7.4.1� Baud Rates

	7.5� Logging Out
	7.6� Accessing a Subsystem
	7.7� Getting On-Line Help
	7.7.1� Displaying a List of Subsystems
	7.7.2� Displaying a List of All the Commands
	7.7.3� Displaying a List of Commands Within a Subs...
	7.7.4� Listing the Subsystem That Contains a Parti...
	7.7.5� Displaying Syntax Information for a Command...

	7.8� Using the Command History
	7.8.1� Displaying and Changing the History Control...
	7.8.2� Changing Only the Quick-Substitution Charac...

	7.9� Using Command Aliases
	7.9.1� Defining an Alias
	7.9.2� Displaying an Alias
	7.9.3� Saving and Loading an Alias
	7.9.4� Deleting an Alias
	8� The Main Subsystem


	8.1� Accessing the Main Subsystem
	8.2� Main Subsystem Commands
	8.3� Displaying the Installed Software Versions
	8.4� Securing Access to the PowerHub 6000
	8.4.1� Changing a Login Password

	8.5� Changing Access Level (Management Capability)...
	8.6� Allocating Memory for Optional Protocols
	8.7� Setting the Scroll (STTY) Parameters
	8.7.1� Enabling or Disabling the “More” Feature
	8.7.2� Setting the Scroll Amount

	8.8� Displaying Time Elapsed Since Last Reboot
	8.9� Using Timed Commands
	8.9.1� Defining a Timed Command
	8.9.2� Starting a Timed Command
	8.9.3� Stopping a Timed Command
	8.9.4� Deleting a Timed Command

	8.10� Using Environment Files
	8.10.1� Saving an Environment File
	8.10.2� Reading (Loading) an Environment File
	8.10.3� Editing an Environment File
	9� The Management 9� Subsystem


	9.1� Accessing the Management Subsystem
	9.2� Management Subsystem Commands
	9.3� System Management Commands
	9.3.1� Rebooting the PowerHub Software
	9.3.2� Displaying the Boot Source Used by the Hub
	9.3.3� Setting and Displaying the System Name and ...
	9.3.4� Setting and Displaying the System Time and ...
	9.3.5� Displaying the MAC-Layer Hardware Address
	9.3.6� Displaying the System Configuration

	9.4� Packet Engine and NIM Management Commands
	9.4.1� Displaying ID and Power Information
	9.4.2� Displaying the Temperature of the Packet En...
	9.4.3� Configuring the Ethernet Traffic LEDs

	9.5� Segment Management Commands
	9.5.1� Setting a Segment Name
	9.5.2� Activating a UTP Connector
	9.5.3� Activating an EMA or AUI Media Cable
	9.5.4� Setting Automatic Segment-State Detection
	9.5.4.1� Software Behavior When Automatic Segment-...
	9.5.4.2� Default Setting
	9.5.4.3� Automatic Segment-State Detection Is Disa...
	9.5.4.4� Automatic Segment-State Detection Must Re...
	9.5.4.5� Unused Segments Should Be Explicitly Disa...
	9.5.4.6� Displaying the Automatic Segment-State De...

	9.5.5� Displaying Segment-State Statistics
	9.5.5.1� Displaying How Many Times the Segment Has...
	9.5.5.2� Displaying How Many Times the Segment Has...
	9.5.5.3� Displaying How Many Times the Segment Has...
	9.5.5.4� Displaying How Many Times the Segment Has...

	9.5.6� Changing the Operating Mode of an Ethernet ...

	9.6� File Management Commands
	9.6.1� File Naming Conventions
	9.6.2� Displaying Directory and Volume Information...
	9.6.3� Displaying a File
	9.6.4� Copying a File
	9.6.5� Renaming a File
	9.6.6� Removing a File
	9.6.7� Calculating a Checksum
	9.6.8� Reformatting the Flash Memory Module

	9.7� TTY Port Management Commands
	9.7.1� Setting the Baud Rate for a TTY Port
	9.7.2� Opening a Session on the TTY2 Port
	9.7.3� Closing the Session on the TTY2 Port

	9.8� Configuration File Commands
	9.8.1� Example Configuration File
	9.8.2� Saving Configuration Changes
	9.8.2.1� Saving the Configuration to the Flash Mem...
	9.8.2.2� Saving the Configuration to a TFTP Server...

	9.8.3� Reading (Loading) a Configuration File
	9.8.3.1� Loading a Configuration From the Flash Me...
	9.8.3.2� Loading a Configuration From a TFTP Serve...

	9.8.4� Rebooting Without Loading the Default Confi...
	9.8.5� Editing a Configuration File
	9.8.6� Capturing Configuration Information

	9.9� Port Monitoring
	9.9.1� How Port Monitoring Works
	9.9.2� Performance Considerations and Operation No...
	9.9.3� Packet Modifications
	9.9.4� Monitoring a Segment
	9.9.5� Monitoring Traffic Between a Pair of Segmen...
	9.9.6� Using Multiple Port Monitoring Commands
	9.9.7� Displaying the Current Monitoring State
	9.9.8� Stopping Port Monitoring
	10� The Boot PROM 10� Commands


	10.1� Packet Engine Boot PROM Commands
	10.2� Booting the PowerHub Software
	10.3� Displaying the Packet Engine’s Hardware Addr...
	10.4� Displaying a Directory
	10.5� Displaying a File
	10.6� Displaying, Setting, or Unsetting an NVRAM P...
	10.7� Uploading and Downloading Files
	10.7.1� Uploading a File to the PowerHub 6000
	10.7.2� Downloading a File to a PC or Macintosh
	11� The NVRAM Subsystem


	11.1� Accessing the NVRAM Subsystem
	11.2� NVRAM Subsystem Commands
	11.3� Displaying an NVRAM Variable
	11.4� Setting an NVRAM Variable
	11.5� Removing the Setting from an NVRAM Variable
	Appendix A:� Self-Tests

	A.1� Running the Internal Loopback Test
	A.1.1� Setting up the Test
	A.1.2� Starting the Test
	A.1.3� Increasing the Test Rate
	A.1.4� Measuring Performance During a Test
	A.1.5� Interpreting the Test Results
	A.1.6� Stopping the Test

	A.2� Running the External Loopback Test
	A.2.1� Setting up a Test
	A.2.2� Starting the Test
	A.2.3� Interpreting the Test Results
	A.2.4� Testing Both Directions
	A.2.5� Testing a Subset of the Segments
	A.2.6� Bidirectional Testing
	A.2.7� Full-Duplex Testing
	A.2.8� Stopping the Test

	A.3� Resuming Normal Operation
	Appendix B:� Netboot Options

	B.1� Choosing a Netbooting Method
	B.2� The Boot Process
	B.2.1� Point-to-Point
	B.2.2� Cross-Gateway (Boot Helper Service Used)
	B.2.3� Cross-Gateway (No Boot Helper Service Used)...

	B.3� Configuration Notes
	B.3.1� TFTP Server
	B.3.2� BOOTP Server
	B.3.3� Intervening Gateway
	B.3.4� Client PowerHub

	B.4� Boot Definition Files
	B.4.1� Using the Same Boot Definition File with Mu...
	B.4.2� Sharing Methods
	B.4.2.1� MAC-Address Method
	B.4.2.2� Link Method
	Appendix C:� Pinouts



	C.1� 10Base-T (UTP) Pinouts
	C.2� 100Base-TX Pinouts
	C.3� 100Base-T4 Pinouts
	C.4� 10Base-T Champ Pinouts
	Index


